Caroline Crow

Please see the attached comments submitted by Earthjustice on behalf of Texas Permian Future
Generations (Part 1 of 2). Thank you.
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Re:  Public Comments on Land Application of Produced Water; RPN 2026-006-309-OW

Dear Ms. Ricco,

Earthjustice on behalf of Texas Permian Future Generations (“Commenters”) submits the
following comments regarding the Texas Commission on Environmental Quality’s (“TCEQ” or
“Commission”) proposed amendments to 30 Texas Administrative Code Chapter 309, Domestic
Wastewater Effluent Limitations and Plant Siting and 30 Texas Administrative Code Chapter 210
(Use of Reclaimed Water), Subchapter E (Special Requirements for Use of Industrial Reclaimed
Water) to implement Senate Bill 1145 (“SB 1145”), 89th Regular Texas Legislative Session, which
amended Texas Water Code (“TWC”), § 26.131 (Duties of the Railroad Commission), to transfer
permitting authority for the land application of produced water that is treated for beneficial use
from the Railroad Commission of Texas (“RRC”) to TCEQ.

Texas Permian Future Generations was created in 2020 by a group of Permian Basin
residents concerned about the effect the oil field was having on the environment around them. The
group’s goal is a Permian Basin with better workplace protections for people who work in the oil
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field, better air and water quality, and fewer earthquakes, as well as a more diversified economy
with more economic opportunities outside of the oil field.

The Permian Basin produces 6.6 million barrels of oil a day, but only about 13 inches of
rain fall here annually.! Rich in one resource and lacking in another, this stretch of Texas runs the
country while flirting with destruction, existing at the intersection of power and poverty,
abundance and drought, salt and sky.?

The Permian Basin is a buried sea of black shale.® Its surface is so porous the yearly foot
of rain falls right through the cracks into the shallow unconfined aquifers just below the surface,
like the Pecos Valley Aquifer.* Once upon a time, the Basin had a wealth of water to feed the
Pecos River—the largest tributary to the Rio Grande River.® Now, the Pecos is a threadbare ribbon
wrapping across this arid land where it still can. The Pecos’ water was always salty, but not saltier
than the region could tolerate. Balanced in the salty water was life: pupfish, softshell turtles, and
leopard frogs.®

In 1985 the first golden algal fish kill occurred.” Studies show the algal blooms are a
consequence of high levels of salinity, sulfate, and chloride, and can also be caused by brine
contamination from oil and gas production.® As oil and gas production has increased, the health of
the Pecos River and the aquifers it feeds has declined.®

! EIA Today in Energy, EIA Forecasts near term U.S. Crude Oil production will remain near 2025 record,
https://www.eia.gov/ TODAYINENERGY/detail.php?id=67045 (Jan. 22, 2026); and see Midland Development
Corporation, Midland, Texas Climate https://www.midlandtxedc.com/community/climate.

2 Kevin Crowley, Bloomberg, Texas Oil Boom Spawns a Toxic Crisis of the Industry’s Own Making (Sept. 16, 2025)
https://www.bloomberg.com/graphics/2025-permian-basin-geyser/.

3 Shi-zhen Li, China Geology, Vol. 7, Issue 3, Formation, evolution, reconstruction of black shales and their
influence on shale oil and gas resource (July 25, 2024)
https://www.sciencedirect.com/science/article/pii/S2096519224001307.

4 Texas Aquifers Study, Groundwater Quantity, Quality, Flow and Contributions to Surface Water, (Dec. 31, 2016)
https://www.twdb.texas.gov/groundwater/docs/studies/TexasAquifersStudy 2016.pdf at 118-20. (*Adquifers Study”).
5 Christopher W. Hoagstrom, Historical and Recent Fish Fauna of the Lower Pecos River, (Nov. 17, 2001) at 91.

6 U.S. Fish & Wildlife Service, Pecos Pupfish, https://www.fws.gov/species/pecos-pupfish-cyprinodon-pecosensis;
U.S. Fish & Wildlife, Endangered and Threatened Species: Threatened Species Status for Pecos Pupfish and
Designation of Critical Habitat, (Nov. 22, 2024) https://www.fws.gov/species-publication-action/endangered-and-
threatened-species-threatened-species-status-pecos; U.S. Geological Survey, 2026, Apalone spinifera emoryi
(Agassiz, 1857): Nonindigenous Aquatic Species Database, Gainesville, FL,
https://nas.er.usgs.gov/queries/factsheet.aspx?Species|D=1275, Revision Date: 10/21/2019, Peer Review Date:
3/4/2019, Access Date: 6/13/2026; U.S. Geological Survey, 2026, Lithobates berlandieri (Baird, 1859):
Nonindigenous Aquatic Species Database, Gainesville, FL,
https://nas.er.usgs.gov/queries/FactSheet.aspx?speciesID=69, Revision Date: 10/26/2009, Access Date: 6/13/2026.

7 Texas Parks and Wildlife, Golden Algal: what is it?
https://tpwd.texas.gov/landwater/water/environconcerns/hab/ga/.

8 Ric Jensen, The Influences of Human Activity on the Pecos River, Texas Water Resources Institute “TPWDs study
concluded that the volume of flow in the river, salinity from natural and man-made sources and contaminants from
oil production and agricultural activities influence the aquatic biology of the river.”, chrome-
extension://efaidnbmnnnibpcajpcaglclefindmkaj/https://scispace.com/pdf/the-influences-of-human-activities-on-the-
waters-of-the-3uuOn763In.pdf.

® Martha Pskowski, Texas Tribune, Companies aim to release more treated oilfield wastewater into rivers and
streams (April 29, 2024) https://www.texastribune.org/2024/04/29/texas-treated-produced-water-disposal-discharge-
rivers/.
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The water waste from hydrocarbon production continues to accelerate. Operators pushed
it underground until it produced earthquakes. Understandably, the State now wants to solve the
waste and drought problem with one solution: reclaiming the same water that over-salted the
ecosystem away. But this wastewater is more than salty—it is toxic. Covering the ground in the
same salty, toxic wastewater that altered the balance of the Pecos will bring us new problems: it
will seep into every unconfined aquifer in the State, once land applied.

Below, Commenters explain the history of produced water management, including the
serious public health concerns, argue for a regulatory framework with numeric/agronomic rigor to
protect people and water resources, make recommended changes to the proposed rules, and urge
TCEQ to deny the pending Texas Land Application Permits as unprotective until standards for this
wastewater can be promulgated.

Figure 1: Principal Rivers of Texas®?

l. INTRODUCTION

Produced water has always been a part of Texas. It’s as old as Texas oil. But now we are
producing volumes of produced water that eclipse our oil production. After 100 years of
hydrocarbon production and almost 50 years of underground injection, the ground in Texas is
swollen in sore.!

Drought has also always been a part of Texas. The Texas Water Development Board was
created in 1957 following an almost decade-long, record drought.*? Since 2022, the State of Texas

10 Texas State Historical Association, Pecos River: Geography, History, and Water Management, (Originally
published 1952, Updated April 16, 2016).

11 State of Texas Railroad Commission of Texas Oil and Gas Division, Class VI UIC Primacy Application (Dec.
2022) at 2. (*Texas received primacy for Class Il wells under Section 1425 of Safe Drinking Water Act on April 23,
1982, and designated the Railroad Commission of Texas (RRC) as the lead agency to coordinate the state’s SDWA
Section 1425 UIC Program.”).

12 Texas Water Development Board, About Page, https://www.twdb.texas.gov/about/.
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has been under a standing drought disaster order.'® This standing order has been amended and
renewed every month since. As the drought persists, protecting the groundwater we have is the
most important thing the State of Texas can do. But the current rulemaking does just the opposite,
threatening the State’s limited water resources.

TCEQ seeks to employ the State-only Texas Land Application Permit (“TLAP”) program
for land application relying on a fiction that no produced water will reach the underlying aquifers.
As will be explained more below, the Clean Water Act may be a more protective federally back-
stopped program better suited for this process. Further, this rulemaking must result in substantive
standards for what stands to potentially become one of Texas’ largest industrial wastewater
streams.

1. LEGAL & FACTUAL BACKGROUND

Since 1982, operators have pumped wastewater from oil and gas production underground.
In 2021, the total produced water volume in Texas was over 8.1 billion barrels.** According to the
SB 1145 analysis, Texas produces an average of 7 barrels of produced water for each barrel of
oil—in 2021, 8.1 billion barrels produced water resulted from 1.7 million barrels of hydrocarbon
production.t®

Table 1. Historical Water-Oil Ratio (“WOR™) (2014-2023 average) vs Projected WOR (2024-
2050 average) for the Delaware Basin (DB) and Midland Basin (MB) in all three forecast
cases: low case, base case, and high case.®

Toxics and Public Health Risks

Produced water includes a complex mixture of naturally occurring constituents, such as
total dissolved solids (“TDS”), heavy metals, and radioactive materials, including naturally
occurring radioactive material (“NORM?”) and technologically enhanced naturally occurring
radioactive material (“TENORM?”).1” More specifically, produced water can contain, among other

13 Governor Abbott, Drought Disaster Proclamation (May 17, 2026) https://gov.texas.gov/news/post/governor-
abbott-amends-renews-drought-disaster-proclamation-in-may-2026.

14 Groundwater Protection Council, U.S. Produced Water Volumes and Management Practices in 2021 88,
https://www.gwpc.org/wp-content/uploads/2021/09/2021 Produced Water Volumes.pdf.

151d. at 88-89; Bill Analysis, Senate Research Center, S.B. 1145 by Birdwell; Sparks, Natural Resources, Enrolled
(June 5, 2025) at 1.

16 Texas Produced Water Consortium, Beneficial Use of Produced Water in Texas (2024), at 88,
https://www.depts.ttu.edu/research/tx-water-consortium/TXPWCFINALDRAFT.pdf. (“2024 TXPWC Report™).

7 Groundwater Protection Council, Produced Water Report: Regulations, Current Practices, and Research Needs,
at 8 (2019) https://www.gwpc.org/wp-content/uploads/2019/06/Produced_Water Full Report _ Digital Use.pdf.
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constituents, bromide, chloride, sulfate, total suspended solids (“TSS”), barium, potassium,
sodium, strontium, benzene, ethylbenzene, radium-226, and radium-228.18 Chemical additives in
fluid used to develop, stimulate, and maintain fracked wells can contain acid, biocide, breaker,
clay stabilizer, corrosion inhibitor, crosslinker, friction reducer, gel, iron control, pH adjusting
agent, proppant, scale inhibitor, and surfactant.*® A recent study in Colorado found that fracking
fluid contained toxic chemicals banned under state law, including 1,4-Dioxane and 2-
Butoxyethanol.?® Still, this list barely scratches the surface. A review of nearly 130 papers
identified approximately 1,200 unique chemicals detected in produced water.?

Many of the known constituents within produced water are associated with serious health
risks. Numerous studies have found that produced water contains harmful constituents linked to
cancer as well as developmental and neurological harms.?? A study of over 800 wells in California,
found toxic compounds in the wastewater of 96% of wells, some in high enough concentrations to
pose serious health risks.?® Research has found that the radioactive materials in produced water
can pose significant health risks, including lung cancer and other forms of cancer.?* Produced
water also includes chemical additives like surfactants, biocides, and per- and polyfluoroalkyl
substances (“PFAS”) that are toxic even in very low concentrations and have been linked to serious
health problems including liver and thyroid damage, hormone disruption, and cancer.? Produced
water can contain tremendous levels of TDS and salt—10 times higher than seawater in some
cases—posing significant challenges for treatment, disposal, or reuse.?

A 2019 literature review also found “legacy pollutants” are present in produced water and
could be reintroduced into the environment through discharges.?” The study found that produced
water contained “endosulfan, an organochlorine insecticide that was banned in the US in 2010,

18 U.S. EPA, Hydraulic Fracturing For Oil And Gas: Impacts From The Hydraulic Fracturing Water Cycle On
Drinking Water Resources In The United States (Final Report), 29-31, (2016)
https://cfpub.epa.gov/ncealrisk/recordisplay.cfm?deid=332990.

19 U.S. EPA, Summary of Input on Oil and Gas Extraction Wastewater Management Practices Under the Clean
Water Act, Table 3-1 at 8 (May 2020), https://www.epa.gov/sites/default/files/2020-05/documents/oil-gas-final-
report-2020.pdf.

20 Jennifer Oldham, Oil and Gas Companies Used Banned Toxic Chemicals Near the Rocky Mountains, Colorado
Newsline (Oct. 21, 2025), https://coloradonewsline.com/2025/10/21/oil-and-gas-companies-used-banned-toxic-
chemicals-near-the-rocky-mountains/.

2L Cloelle Danforth et al., An Integrative Method for Identification and Prioritization of Constituents of Concern in
Produced Water from Onshore Oil and Gas Extraction., 134 Env’t Int’l 105280 (2020).

22 See, e.g., Concerned Health Professionals of NY et al., Compendium of Scientific, Medical, and Media Findings
Demonstrating Risks and Harms of Fracking and Associated Oil and Gas Infrastructure (8th ed. 2022), available at
https://psr.org/resources/fracking-compendium-8/ (collecting research).

23 Emily A. Chittick & Tanja Srebotnjak, An Analysis of Chemicals and other Constituents Found in Produced
Water from Hydraulically Fractured Wells in California and the Challenges for Wastewater Management (in
Abstract) 204 Part 1 J. Env’t Mgmt. (2017),
https://www.sciencedirect.com/science/article/abs/pii/S0301479717308630?via%3Dihub.

24 Amy Mall & Bemnet Alemayehu, A Hot Fracking Mess: How Weak Regulation of Oil and Gas Production Leads
to Radioactive Waste in our Water, Air, and Communities, at 7, NRDC (2021),
https://www.nrdc.org/sites/default/files/fracking-mess-regulation-radioactive-waste-report.pdf.

%5 Ayusha Ariana et al., Pathways for Potential Exposure to Onshore Oil and Gas Wastewater: What We Need to
Know to Protect Human Health, Genohealth (2025).

2 |d.

27 Danforth et al., supra note 9, at 11.
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and tetrachloroethylene, which is a suspected human carcinogen.”?® The study noted that the
presence of legacy pollutants in produced water should be assessed as a risk to reusing or
discharging produced water in a way that reintroduces it to the environment.?® This study
concluded that more research is needed before updating and expanding produced water discharge
programs.°

Scientific research has highlighted the particular risks with the reuse of produced water for
agriculture and wildlife propagation. A study in California found an increased cancer risk among
adults consuming particular crops irrigated with oilfield produced water due to their exposure to
arsenic.®! A recent study by the Colorado Department of Natural Resources focused on coalbed
methane produced water quality and found that in addition to issues with TDS and salinity, some
harmful chemicals (barium, sodium, chloride, and fluoride) were found to be at high enough
concentrations to “warrant caution” for reuse in livestock applications.? In addition, PFAS were
detected in 6 of 24 samples collected and levels of benzene exceeded the EPA Maximum
Contaminant Level (“MCL”) in 3% of sample results.

EPA completed a study evaluating discharges of produced water for agriculture and
wildlife propagation and anticipates formal publication of a report on the study soon.®* However,
previously, in April 2025, EPA published a report on the study to its website that has since been
removed. That report, retrieved by Earthjustice using a web archive, raises serious concerns
regarding the discharge of produced water to the environment for agricultural and wildlife uses—
including the land application contemplated by this rulemaking. The report states:

[T]here is a lack of data for constituents found in produced water related to crop
health, ecotoxicology, livestock impacts, and other information that is necessary to
make an adequate determination of ‘good enough quality’ [for use in wildlife and
agricultural propagation]. In most cases, produced water ... will contain an
unpredictable and complex mixture of chemical additives and naturally occurring
constituent for which no water quality standards and analytical methods exist.
These concerns related to the unknown chemistry of produced water and the limited
amount of data regarding treatability of produced water, particularly regarding
reduction of toxicity, creates a challenge for regulators to determine treatment
approaches and effectiveness. These knowledge gaps further complicate
understanding treatment technology effectiveness to address potential human
health and aquatic toxicity concerns resulting from discharges.

28 |d.

2 |d.

%01d. at 12.

31 Jennifer Hoponick Redmon et al., Is Food Irrigated with Qilfield-Produced Water in the California Central
Valley Safe to Eat? A Probabilistic Human Health Risk Assessment Evaluating Trace Metals Exposure, 2020 Risk
Anal. 41(8), 1463, available at https://pmc.ncbi.nlm.nih.gov/articles/PMC8519025/.

32 Colorado Energy & Carbon Management Commission Department of Natural Resources, Methane Seepage and
Coalbed Methane Produced Water Quality in the Raton Basin, Huerfano and Las Animas Counties, Colorado, at 10
(2025) https://ecmc.colorado.gov/data-maps-reports/area-reports/raton-basin.

B d.

3 EPA, Oil and Gas Extraction Effluent Guidelines, https://www.epa.gov/eg/oil-and-gas-extraction-effluent-
quidelines (Jun 2, 2026).

35 United States Environmental Protection Agency, Study of the Agricultural and Wildlife Water Use Subcategory
(40 CFR 435 Subpart E), April 2025, recovered at [1/9/2026 6:26:24 PM].
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With this acknowledgment, EPA’s report goes on to present a wide-ranging body of literature
demonstrating profound and vast adverse impacts to animals, soil, plants, waterbodies, and human
health from produced water exposure. Such harms include, among others, the following:

Soils irrigated with blended produced water had higher concentrations of salts and boron
compared to soil from crops irrigated with groundwater and this accumulation is associated
with diminished plant health.

Development exposure to endocrine-disrupting chemicals commonly found in produced
water impacted pituitary hormone concentrations, reduced sperm counts, altered
folliculogenesis, and increased mammary gland ductal density and preneoplastic lesions and
altered energy expenditure, exploratory and risk-taking behavior, and caused impairments
to the immune system in mice, and altered basal and antiviral immunity in frogs.

Increased disinfection biproducts (“DBPs”), including total trihalomethanes, toxic
brominated trihalomethanes, iodinated DBPs and haloacetamindes, in drinking water
systems impacted by produced water discharges.

Farmers exposed to produced water contamination reported neurological issues (headache,
dizziness, difficulty concentrating, short-term memory loss, skin numbness and tingling,
incoordination, seizures, and inability to stand), respiratory issues (burning in nose and
throat, difficulty breathing, asthma), vascular issues (nosebleeds, stroke), dermatological
issues (hair loss and rashes), and gastrointestinal issues (vomiting, diarrhea, weight loss,
weigh gain, cramping).

Buildup in sediment of salts, alkaline earth metals (strontium, radium, and barium) and
organic chemicals (nonylphenol ethoxylates [NPEs] and polycyclic aromatic
hydrocarbons).

Increased risk of soil sodification, groundwater salinization, and to plant health from salt
and boron accumulation in the soil even with use of low-saline produced water.

Stunted growth in wheat and sunflower plants irrigated with mixtures of treated and
untreated produced water.

Decreased rates of seed germination and reductions in biomass in crops irrigated with
produced water.

Deteriorated health and death in birds exposed to produced water.

Increased incidence of health issues in livestock exposed to produced water, including
sudden death, reproductive, neurological, gastrointestinal, musculoskeletal, and upper
respiratory issues, and increases in stillbirths in cattle.

Increased antimicrobial resistance in microbial communities downstream from produced
water discharges.

Altered metabolism, reduced swimming performance, and aerobic scope in fish exposed to
produced water.®

Overall, a substantial, and growing, body of research establishes numerous health risks

associated with produced water and its constituents. This body of research particularly cautions

% 1d. at 25-40.



Public Comments on Rule Project No. 2026-006-309-OW
June 16, 2026

against reintroducing this waste into the environment for uses such as crop irrigation, livestock
watering, and habitat creation.®’

Unproven Treatment Technologies

Current scientific research does not support the conclusion that produced water can be
safely treated for land spreading or discharge. Tailoring an appropriate produced water treatment
solution, often referred to as a “fit-for-purpose- treatment train,” is a major barrier to large scale
operations. Characterizing the constituents of any wastewater is critical to selecting the appropriate
treatment technology;®® however, the complex chemical composition of produced water varies
considerably from reservoir to reservoir, between basins, geologic formations, the specific
hydrocarbons being produced, the duration of production, and any chemical additives used by the
operator.3® As of today, wastewater treatment technologies are not specifically designed to handle
treating highly saline produced water at large scale.*® The highly complex and variable chemical
composition of produced water combined with a lack of detailed produced water characterization
means that determining the right fit-for-purpose train remains unsolved.*

Further, any treatment or discharge of produced water is complicated by knowledge gaps
about its constituents. The oil and gas industry is not required to disclose every chemical used in
its extraction activities, leaving many constituents in produced water unknown due to proprietary
information and “trade secret” claims. An analysis of data available on FracFocus, a national
database for chemical disclosure in fracking operations, found that “proprietary claims have
increased from 2014 to 2022 in mass, frequency, and proportion” with “a total of 10.4 billion
pounds of chemicals withheld as trade secrets from 2014 to 2022.”4? Even where constituents of
produced water are known, there is a lack of toxicity data for these constituents. One study found
that of the nearly 1,200 chemicals identified in produced water, 86% lack toxicity data and only
24% can be detected through standard analytical methods.*?

To date, the history of produced water treatment facilities is rampant with failures, human
tragedy, environmental contamination, and taxpayers left to clean-up pervasive industrial harm.
Below is a non-exhaustive list of produced water treatment facilities that have discontinued
operations and now face legacy environmental concerns:

e Antero’s Clearwater facility in Doddridge County, West Virginia, claimed that it would
turn produced water into fresh water and food-grade salts. The facility idled less than two
years after beginning operations in 2017, citing a lack of cost effectiveness. For years, West

37 E.g., Melissa Troutman & Amy Mall, California Oil and Gas Waste Report, Earthworks 16 (Jan. 2021),
https://earthworks.org/wp-content/uploads/2021/09/CA-Waste-Report-2021-Final-2-1.pdf.

38 2022 TXPWC Report at 14.

392022 GWPC at 9.

402022 TXPWC Report at 14-15 (describing that technically recoverable volume is a major challenge due to the
high salinity of Permian produced water and that there are no existing scalable treatment operations in the Permian.).
412022 TXPWC Report at 15.

42 Vivian Underhill et al., Increases in Trade Secret Designations in Fracking Fluids and their Potential
Implications for Environmental Health and Water Quality, 351 Journal of Environmental Management 119611
(2024) https://www.sciencedirect.com/science/article/abs/pii/S030147972302399X.

43 Danforth et al., supra note 9.
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Virginians had flagged concernsabout the radioactivity and toxicity of the
waste processed by the facility.**

e Austin Master Services in Martins Ferry, Ohio was permitted in 2014 to treat oil and gas
wastewater. After Martins Ferry residents raised concerns that the facility was illegally
stockpiling wastewater and other oil and gas waste, leading to soil and water
contamination, the Ohio Department of Natural Resources ordered that the facility shut
down in 2022. Ohio taxpayers footed the bill for cleaning up the facility after Austin
Master failed to comply with court orders.** An Ohio court ultimately ordered the
company to pay over $34 million in penalties for mismanagement of oil and gas waste on
its property.“®

o Eureka Resources operated three produced water treatment facilities in Pennsylvania.
Plagued with environmental violations, hazardous workplace conditions, and a worker
death, all three facilities are now closed and undergoing cleanup.*” The company currently
faces criminal charges for oil and gas wastewater leaks and violations of the state’s solid
waste management laws.*®

e Fairmont Brine Processing, formerly AOP  Clearwater, in  West
Virginia was permitted to treat produced water. The facility was constructed between
2009 and 2010 and apparently operated until 2018. Numerous significant legacy
environmental issues exist at the closed facility including TENORM and Resource
Conservation and Recovery Act (“RCRA”) wastes. Per recent U.S. Environmental
Protection Agency (“EPA”) documentation (June 2026), 46,200 gallons of RCRA mixed
liquids and 72,179 gallons of TENORM liquids have been removed from the site, along
with 331 tons of TENORM solids and over 33 tons of TENORM contaminated debris, with
over 500 tons of TENORM solids remaining on-site.*® Former workers at the facility have
experienced rare cancers that some believe are attributable to their workplace exposures.*°

44 Justin Nobel, In West Virginia, Plan to Clean Up Radioactive Fracking Waste Ends in Monster Lawsuit, DeSmog
(Sep. 19, 2023), https://www.desmog.com/2023/09/19/radioactive-fracking-waste-west-virginia-veolia-antero-
clearwater/.

45 Liz Partsch, ODNR to Clean Up Brine Waste at Austin master Services Facility, Farm and Dairy (Aug. 1, 2024),
https://www.farmanddairy.com/news/odnr-to-clean-up-brine-waste-at-austin-master-services-facility/834871.html.
%6 Joselyn King, Judge: Austin Master Owes Over $34 Million in Penalties to State of Ohio for Violations at Martins
Ferry Frack Waste Facility, The Intelligencer Wheeling News-Register (Jan. 15, 2026).

47 Joshua Boaz Pribanic, “I Turned Blue: Workers Share Horrifying Experiences Treating Fracking Wastewater,
Public Herald (Dec. 10, 2023), https://publicherald.org/i-turned-blue-workers-share-horrifying-experiences-treating-
fracking-wastewater-2/; Kiley Bense, A Company’s Struggles Raise Questions About the Future of Lithium
Extraction in Pennsylvania, Allegheny Front (Sep. 19, 2024), https://www.alleghenyfront.org/pennsylvania-
fracking-waterwater-lithium-extraction-eureka/.

48 John Beauge, Defunct Pa. firm faces criminal charges over fracking waste leaks, PENNLIVE (Jun. 08, 2026).
49°U.S. EPA, Fairmont Brine Site, Site Update: Week of 6/8/26.

50 Justin Nobel, Radioactive Shadow Workers The treatment of oil and gas field waste is a dirty industry’s dirtiest
secret, Sierra (March 24, 2025).
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Southwestern Energy received a National Pollutant Discharge Elimination System
(“NPDES”) permit to discharge produced water into the White River in Arkansas. The
facility closed due to high operating costs.*®

Together these produced water treatment facilities paint a cautionary tale, demanding that

TCEQ exercise the utmost rigor in determining a regulatory protocol to oversee land application
of produced water.

Texas Produced Water Consortium History & the Pilot Studies

SB 601 from the 87" Legislature created the Texas Produced Water Consortium

(“Consortium”). The purpose of the Consortium is to study the economics, technology, and
environmental and public health considerations of beneficially using treated oil-and-gas produced
water. To accomplish this, the Consortium produced three reports:

e 2022 Report: Beneficial Use of Produced Water in Texas: Challenges, Opportunities
and the Path Forward. The first report to the Legislature focused on the Permian Basin,
estimated how much produced water could theoretically become available for use
outside the oil field, and laid out a “fit for purpose” approach. (“2022 TXPWC
Report”).

e 2024 Report: Beneficial Use of Produced Water in Texas. The second report began a
pilot-sampling program and flagged gaps in the existing regulatory framework. (2024
TXPWC Report”).

e 2026 Report: Produced Water Treatment Pilot Testing: Water Quality Report. This
report presented the results of 5 pilot projects. (“2026 TXPWC Report”).

The Pilots were required by legislation, SB 601 (2021) and SB 1047 (2023). Below is a summary
of the pilots referenced in the Consortium reports:

1. Pilot A: Delaware basin collection. Pilot operation ran from March-June 2024 at a site

near Orla, TX, at a scale of >100 barrels per day (“BPD"). The system comprised of a
pretreatment, thermal based desalination, and post-treatment train process. Inlet raw water
quality ranged in salinity from 111,000 to 140,000 mg/L in Total Dissolved Solids
(“TDS”). Preliminary analysis indicates the resulting finished water achieved an average
quality of 311 mg/L TDS.

Pilot B: Midland basin collection. Pilot operation ran from January-August 2024 at a site
near Midland, TX, at a scale of approximately 350 BPD. The system comprised of a
pretreatment process and thermo-mechanical desalination unit. Inlet raw water quality
ranged in salinity from 125,000 to 190,000 mg/L in TDS. Preliminary analysis indicates
the resulting finished water achieved an average quality of 36 mg/L TDS.

Pilot C: Delaware basin collection. Pilot operation ran from mid-July through October
2024 at a site near Orla, TX at a scale of approximately 500 BPD. The system is comprised
of a pretreatment, advanced membrane desalination, and post-treatment train process. Inlet
raw water quality averaged approximately 120,000 mg/L in TDS. Preliminary analysis
indicates the resulting finished water achieved an average quality of 900 mg/L TDS.

Pilot D: Midland & Delaware basin collection. Pilot operation began in December 2023
at a site near Midland, TX, at a scale of >100 BPD. The system is comprised of a

10
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pretreatment, advanced thermal desalination, polishing and disinfection train process. Inlet
raw water quality averaged approximately 120,000 mg/L in TDS. Preliminary analysis
indicates the resulting finished water achieved an average quality of 456 mg/L TDS.

5. Pilot E: Midland basin collection. Pilot operation began in Fall 2023 at a site near
Colorado City, TX at a scale of approximately 132 BPD. The system is comprised of
multiple reverse osmosis processes. Inlet raw water quality averaged approximately 55,000
mg/L in TDS. Preliminary analysis indicates the resulting finished water achieved an
average quality of 179 mg/L TDS.5!

The most recent Consortium conclusions are based on the limited pilot studies listed above.
After analyzing 60 samples obtained from the five pilot testing projects between August 2024 and
June 2025, the Consortium concluded that the pilot treatment systems effectively removed more
than 99% of salinity, organics, and radioactivity.>> Commenters attach a report authored by
toxicologist George Woodall, PhD summarizing methodology issues, gaps, and recommendations
related to the Consortium Reports.

To the extent that TCEQ is depending on the deficient Consortium Reports to justify land
applying produced water for beneficial use, Commenters urge the Commission to pause until
adequate technology is identified, studied and implemented, and to cure the identified gaps in the
Consortium Reports before any land application permits for produced water can safely issue.
Additionally, Commenters urge the Commission to partner with the Consortium and re-run the
Pilots for sufficient time to prove the resulting conclusions could be consistently achieved, without
creating cumulative adverse consequences.

Il1.  COMMENTS ON RULEMAKING
A. The Texas Land Application Permit Program is Deficient.

Commenters applaud the legislature’s foresight in requiring that produced water land
application jurisdiction be moved from the Railroad Commission to TCEQ, but Commenters urge
that the land application of produced water be permitted under the State’s delegated Clean Water
Act authority—rather than through the TLAP program. Importantly, SB 1145 did not dictate the
regime TCEQ must use but left that to TCEQ’s discretion as the permitting authority. As will be
explained below, the State of Texas should consider requiring permits for the land application of
produced water to be permitted under the State’s delegated authority to administer the National
Pollutant Discharge Elimination Program. Alternatively, the State should implement a regulatory
scheme specifically designed to safely manage produced water’s land application.

1. The Federal Clean Water Act

Federal law has historically recognized that states should approach produced water with
caution. For nearly 50 years, produced water has been a prohibited category of point source
discharge.® In its 1979 rulemaking, however, EPA did create an exception to the zero discharge
standard for some wells in the western United States through 40 C.F.R., Part 435, Subpart E: a

512024 TXPWC Report at 10-11.
522026 TXPWC Report at iv.
53 40 C.F.R. Part 435.
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beneficial use subcategory for wastewater produced west of the 98th meridian “for which the
produced water has a use in agriculture or wildlife propagation when discharged into navigable
waters.”®* The rule requires wastewater to be of “good enough quality” to be used for wildlife or
livestock watering or other agricultural uses, and requires it to actually be used for such purposes.>®
The only federal effluent limitation guidelines (“ELGs”) for oil and gas wastewater discharged for
agricultural and wildlife propagation uses are a daily limit of 35 mg/L for oil and grease and the
undefined “of good enough quality” standard.®® EPA has announced its intention to revise these
ELGs, but is yet to release a proposed rule.®’

Figure 2: Map of Produced Water Discharge Rules®®

Figure 3: Active TLAP Permits in Texas®®

5 See 40 C.F.R. Subpart E, 88§ 435.50-435.52.

% |d. § 435.51(c).

% |d. § 435.52(b).

57 U.S. Environmental Protection Agency, EPA Will Revise Wastewater Regulations for Oil and Gas Extraction to
Help Unleash American Energy (ELGs: Oil and Gas), (Mar. 12, 205) https://www.epa.gov/newsreleases/epa-will-
revise-wastewater-regulations-oil-and-gas-extraction-help-unleash-american.

%8 Martha Pskowski, Inside Climate News, Standards Still Murky for Disposing Oilfield Wastewater in Texas Rivers,
(Aug. 17, 2023), https://insideclimatenews.org/news/17082023/texas-permitting-produced-water-disposal/.

% TCEQ, Texas Land Application Permits Industrial Wastewater Presentation.
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The federal Subpart E exception exists related to discharge within the federal Clean Water
Act framework.®® Under the federal Clean Water Act, a “point source” is “any discernible,
confined and discrete conveyance, including but not limited to any pipe, ditch, channel, tunnel,
conduit, well, discrete fissure, container, rolling stock, concentrated animal feeding operation, or
vessel or other floating craft, from which pollutants are or may be discharged. This term does not
include agricultural stormwater discharges and return flows from irrigated agriculture.”5!

“Point Source” has been more explicitly defined and interpreted by the Courts—as has the
agricultural exemption. The most current interpretations would, at the very least, require a Clean
Water Act permit for the land application of produced water. Point source is consistently defined
broadly as a “discernable” “conveyance.”®? And, Courts have “routinely” found that “land
application systems, spray head sprinklers, and trucks constitute point sources when used to spread
treated wastewater and manure on land.”®

The agricultural exemption in the Point Source definition cannot be properly invoked here.
Very recently, a federal court interpreted the agricultural exemption and reasoned that when
“irrigation activities” did not concern “water obtained from a natural source to irrigate crops” that
is later “returned to its source”—then the agricultural exemption would not be satisfied.®* When
the activities in question concerned “a state-mandated and state-designed land treatment vegetation
system” this “intentional drainage of industrial wastewater does not fall within the purview of the
agricultural return flows exclusion.”® Thus, under the federal regime, a Clean Water Act permit
would be required for the land application of produced water.

Given this context, the Commission must address, in this Rulemaking, whether the land
application of produced water that will likely reach waters of the United States—via the
hydrologically connected groundwater documented in Texas—constitutes a discharge that is the
functional equivalent of a direct discharge.%®

80 d.

6133 U.S.C. § 1362(14).

62 |d; and see Grand Traverse Band of Ottawa & Chippewa Indians v. Burnette Foods, Inc., 813 F. Supp. 3d 748, 764
(W.D. Mich. 2025) quoting County of Maui, Hawaii v. Hawaii Wildlife Fund, 590 U.S. 165, 182, (2020) (statute “does
not say ‘directly’ from or ‘immediately’ from”; approving the statutory construction adopted by the plurality in
Rapanos v. United States, 547 U.S. 715, 743, (2006) (opinion of Scalia, J.)); see also United States v. W. Indies
Transp., Inc., 127 F.3d 299, 309 (3d Cir. 1997) (“Congress intended a broad definition of “point source’”) (citing
United States v. Earth Sciences, Inc., 599 F.2d 368, 373 (10th Cir. 1979)); United States v. Lucas, 516 F.3d 316, 332—
34 (5th Cir. 2008) (collecting cases, including Rapanos, supporting the proposition that a point source need only
convey a pollutant to navigable waters).

83 Grand Traverse Band of Ottawa & Chippewa Indians, 813 F. Supp. 3d at 764 (collecting cases); see, e.g., Peconic
Baykeeper, Inc. v. Suffolk Cnty., 600 F.3d 180, 188-89 (2d Cir. 2010) (spray applicators are point source); see also
pending TLAP Application Package for WQ Permit No. WQ0005522000 at 82 of 175 (“Application of the treated
PW will be through stationary, high-efficiency irrigation sprayers (guns). The guns will be located strategically to
take advantage of the terrain and ensure complete coverage of the application area. Subsurface piping will distribute
the effluent to the guns. The system will include controls that will allow independent operation of zones, consisting
of up to 5 guns each, on a controlled schedule.”); see also pending TLAP Application for WQ0005515000 at 22 of
205 (effluent will be distributed on land by sprinklers).

84 Grand Traverse Band of Ottawa & Chippewa Indians, 813 F.Supp. 3d at 765.

% |d. (emphasis added).

% See generally, County of Maui v. Hawaii Wildlife Fund, 590 U.S. 165 (2020).
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Commenters respectfully request that the Commission resolve this question in favor of
requiring TPDES permits for land application of produced water. In the alternative, Commenters
request that TCEQ revise the TLAP program to implement the expanded monitoring specific to
produced water and implement agronomic rigor required under a TPDES permit.

2. Texas Pollution Discharge Elimination System

Turning next to the State’s delegated authority to administer the National Pollution
Elimination Discharge System, Commenters urge the Commission to use this Program to permit
the land application of produced water.

To control and limit water pollution, in 1998, EPA delegated authority to Texas to
administer the State’s National Pollutant Discharge Elimination System (“NPDES”) program.®’
Texas” program is referenced as the Texas Pollutant Discharge Elimination System (“TPDES”)
program. EPA premised delegation upon Texas’ procedures and requirements as set forth in the
statutes and regulations in place at the time, as well as representations made by the Texas Attorney
General.

After HB 2771 from the 86" Legislature, Texas was prompted to seek additional delegation
from the EPA related to produced water. And it was not until very recently—in 2021—that EPA
delegated Texas the authority to discharge produced water.

Historically, the Railroad Commission oversaw land application of produced water and
allowed application of produced water with a low chloride content.%® In 2025, SB 1145 from the
89" Legislature, transferred permitting authority of the land application of produced water from
the RRC to TCEQ. This legislation required TCEQ to adopt standards for the land application of
produced water that has been treated for beneficial use.®® Specifically, the Act required those land
application standards to “prevent the pollution of surface and subsurface water.”"°

Regardless of which program is used—TLAP or TPDES— the same produced water may
reach surface and subsurface water—just by two very different permitting regimes. In Texas
“waters of the state” include “groundwater, percolating, or otherwise,” meaning, produced water
that seeps into an aquifer has reached “waters of the state.”” TCEQ must implement the most
protective program to preserve Texas’ finite water resources. While SB 1145 did not specify the
program or method of implementation for TCEQ to use in carrying out its mandate, federal law
makes clear that the permitting of land application of produced water is appropriately done through
TCEQ’s delegated authority under the Clean Water Act; this is also the permitting regime most
effective, enforceable, and protective of Texas’ limited water resources.

Under Texas law, based on the current definitions of “Point Source”, “Discharge”, and
“Waters of the state”, the proposed land application of produced water will constitute a point
source discharging to “waters of the state.” Thus, the land application of produced water is most
appropriately permitted under TCEQ’s TPDES program.

67 63 FR 185 (Sept. 24, 1998).

% See Application Information for a Permit to Land Apply Produced Water or Gas Plant Effluent, Tex. R.R.
Comm’n, (providing guidance of a land apply permit application).

69 S.B. 1145, Section 1(g).

0d.

"1 Tex. Water Code § 26.001, (20).
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The Texas Water Code defines point source as:

any discernible, confined and discrete conveyance, including but not
limited to any pipe, ditch, channel, tunnel, conduit, well, discrete
fissure, container, rolling stock, concentrated animal feeding
operation, or vessel or other floating craft, from which pollutants or
wastes are or may be discharged into or adjacent to any water in
the state.”

Discharge includes:

deposit, conduct, drain, emit, throw, run, allow to seep, or otherwise
release or dispose of, or to allow, permit, or suffer any of these acts
or omissions. "3

While “waters of the state” includes:

groundwater, percolating or otherwise, lakes, bays, ponds,
impounding reservoirs, springs, rivers, streams, creeks, estuaries,
wetlands, marshes, inlets, canals, the Gulf of Mexico, inside the
territorial limits of the state, and all other bodies of surface water,
natural or artificial, inland or coastal, fresh or salt, navigable or
nonnavigable, and including the beds and banks of all watercourses
and bodies of surface water, that are wholly or partially inside or
bordering the state or inside the jurisdiction of the state.’

According to these foundational definitions in the Texas Water Code, the produced water
seepage into groundwater that may occur through land application means these discharges should
be permitted under the State’s TPDES Program.” Not just according to the definitions and
hydrology basics, (as is explained more below in Section D), but also because, according to the
State’s legislatively mandated Aquifers Study’®: “All aquifers contribute some groundwater to
the baseflow of streams and rivers in Texas.””’ Thus, the TLAP program is insufficient to
account for the impacts to surface waters and may violate the States’ federally delegated authority
to implement the Clean Water Act.

Additionally, the TPDES architecture provides potentially more safeguards when dealing
with a varied and unknown waste stream, like produced water. Under a TPDES framework,
produced water would be subject to the following:

e submitting “additional information, such as treatment processes and analyses for an
enhanced list of pollutants”’®

2 Tex. Water Code § 26.001(21).

73 Tex. Water Code § 26.001(20).

4 Tex. Water Code § 26.001(5).

5 Tex. Water Code § 26.001(5), (20), (21).

76 HB 12332 directed the Texas Water Development Board to study the State’s confined and unconfined aquifers.
7 Aquifers Study at 22 (emphasis added).

78 Texas Produced Water Consortium Report (2024) at 20-21.
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e “draft permits will include acute and chronic Whole Effluent Toxicity (WET)
testing” "

Water quality standards®

Antidegradation review?!

Public discharge monitoring reports®

Citizen Suit enforcement®?

Therefore, the TPDES program is likely the more protective permitting regime for the land
application of produced water and the one TCEQ should employ to best protect the State’s limited
water resources. Whatever regulatory program is chosen, TCEQ must make protecting Texas’
water resources the priority.

3. Texas Land Application Permit Program

In contrast to the TPDES scheme, TLAP regulates land application, but the produced water
regulated is still destined for waters of the state. The State-only TLAP program is based on a fiction
that no produced water will be discharged into waters of the state. As explained throughout this
comment, this is simply not the case.

Still more concerning, the TLAP program does not have a set of corresponding regulations
defining its “origin, scope, or minimum standards required.”® Additionally, there has been no
TLAP rulemaking for this state-only program and it evidently lacks a federal backstop. It has no
history of public adoption, nor can TCEQ explain its authority to require a facility to obtain a
TLAP permit.®® Given these regulatory gaps, relying on the TLAP program as the sole permitting
program for produced water land application will not be protective of human health and Texas’
precious water resources.

Ultimately, permitting produced water’s land application through the TLAP program may
also conflict with federal law. Specifically, the TLAP permitting program does not carry the
geographic boundary prescribed by the federal regulations, which only allow discharge of
produced water west of the 98" meridian. If produced water’s land application for beneficial use

d.

8030 Tex. Admin. Code Chapter 307 (Texas Surface Water Quality Standards).

81 30 Tex. Admin Code § 307.3 (antidegradation).

8233 U.S.C. § 1365.

83 See HB49 (amends the Texas Natural Resources Code to shield individuals or entities that possess treat and
subsequently use, or transfer produced water for beneficial use from liability in tort for (1) consequences of the
treatment or subsequent use of treated water, (2) exposure to the produced water or any byproduct generated in the
treatment process; and (3) personal injury, death or property damage arising from exposure to produced water,
treated water or any byproduct of treatment. These protections have two exceptions for gross negligence or
negligence combined with violations of a regulatory requirement for the treatment, generation, use or disposal of
produced water.).

8 Timothy A. Wilkins, Texas Environmental Law Journal, A Regulator’s Reach Exceeds its Grasp: The Quiet
Expansion of the TCEQ’s Water Code Jurisdiction (March 2016) at 32-33.

8 1d. at 34.

8 See also Modern Engineering Solutions, https://mod-eng.com/land-application-permits-in-texas-a-faster-path-to-
wastewater-approval-for-developers/, (Explaining TLAP Permits as follows: “TCEQ’s review does not include
receiving water analysis, anti-degradation review, or EPA coordination for standard domestic applications. That
narrower scope is what makes TLAP approvals faster and less contentious than TPDES permits for qualifying
sites.”).
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qualifies as a discharge under the federally delegated TPDES program, and it is now allowed across
the entire State (and not just west of the 98" meridian) this will violate federal law’s current
prohibition on the same.®” Figures 2 and 3 illustrate this problem. Further, as explained above, any
discharge of produced water reaching waters of the state must under federal and state law have a
TPDES permit.

B. EPA and the Legislature Required the Commission to Establish Numerical
Standards.

In November 2020, TCEQ applied to EPA for authority under the NPDES Program to
discharge produced water, hydrostatic test water, and gas plant effluent.8 When EPA approved
TCEQ’s program, EPA conditioned this approval on TCEQ promulgating standards.®

SB 1145 directs TCEQ to both assume permitting authority and adopt standards that
prevent the pollution of surface and subsurface water.*® The proposed rules do not accomplish this.
Instead, the rules simply (1) extend Chapter 309’s existing location/siting standards for land
application of domestic wastewater to now include industrial wastewater and produced water, and
(2) add produced water (40 C.F.R. 435 and 437) to the list of process wastewaters eligible for reuse
authorization under Texas Water Code Section 210.54.

The preamble states that produced water “will be permitted as industrial wastewater” and
acknowledges that the minimum requirements for land application of industrial wastewater “have
historically been applied . . . on the basis of best professional judgment.” The rules, as proposed,
fail to establish water-specific numeric effluent limits, monitoring parameters, or end-use criteria.

Recommendation: The Commission should create a mandatory analyte list and numeric
limits for produced water. These analytes should include toxic contaminants across produced water
sample sets. For those contaminants with drinking water standards, the numeric standards should
be at least as stringent as those applied to drinking water.* The mandatory analyte list and numeric
limits for produced water should include at least the following analytes: Acidity, Alkalinity (Total
as CaCO03), Aluminum, Ammonia Nitrogen, Arsenic, Barium, Benzene, Beryllium, Biochemical
Oxygen Demand, Boron, Bromide, Cadmium, Calcium, Chemical Oxygen Demand, Chlorides,
Chromium, Cobalt, Copper, Ethylene Glycol, Gross Alpha, Gross Beta, Hardness (Total as
CaC03), Iron — Dissolved, Iron — Total, Lead, Lithium, Magnesium, Manganese, MBAS
(Surfactants), Mercury, Molybdenum, Nickel, Nitrite-Nitrate Nitrogen, Oil & Grease,
PFAS/PFOASs, pH Phenolics (Total), Radium 226, Radium 228, Selenium, Silver, Sodium,
Specific Conductance, Strontium, Sulfates, Thorium, Toluene, Total Dissolved Solids, Total
Kjeldahl Nitrogen, Total Suspended Solids, Uranium, and Zinc.

87 See 40 C.F.R. Subpart E, 88§ 435.50-435.52.

8 85 F.R. 229, (Nov. 27, 2020); and see 86 F.R. 28 (Feb. 12, 2021).

8 In January 2021, the EPA approved Texas' application to issue NPDES discharge permits from oil and gas
operations, which includes produced water. Fed. Reg. Doc. 2021-02895 (Feb. 5, 2021),
https://www.federalregister.gov/documents/2021/02/12/2021-02895/approval-of-the-application-by-the-state-of-
texas-for-partial-national-pollutant-discharge.

% S.B. 1145, Section 1(g).

%1 See 2026 TXPWC Report at iv (Commenters propose TCEQ utilize it’s 101 drinking water limits because those
are the same limits that the Consortium reports relied on to measure the efficacy of treatment of produced water.).
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C. The Domestic Wastewater Framework Is Insufficient for Produced Water.

The existing regulatory framework for domestic wastewater never contemplated
incorporating produced water, and it is ill-suited to regulate produced water. In TCEQ’s proposed
revisions to Chapter 309, “industrial wastewater” is defined as “non-domestic or non-municipal
wastewater,”%? while produced water is defined as “all wastewater associated with oil and gas
exploration, development, and production activities . . .”% Each one of these, as defined, includes
a variety of pollutants that require thoughtful limits to be safely applied to land.

Under current Texas regulations, domestic wastewater has specific definitions. For
example, the RRC defines it as: “wastewater that originates primarily from kitchen, bathroom, and
laundry sources, including waste from food preparation, dishwashing, garbage, grinding, toilets,
baths, showers, and sinks of a residential dwelling.”® TCEQ defines domestic wastewater as
including waterborne human waste and waste from washing, bathing and food preparation.®® On
the other hand, produced water contains persistent toxic constituents that do not typically appear
in domestic wastewater. The effluent limitations for domestic wastewater cannot be expected to
protect the human environment from the constituents of produced water. Nor can the associated
treatment criteria.

Historically, TCEQ has, through the TLAP program, allowed land application as a method
for disposing domestic wastewater, particularly in areas where the discharge may be restricted by
watershed protection rules.®® Produced water and domestic sewage, however, have very different
constituents of concern. The primary constituents of concern with domestic sewage include:
pathogens, nutrients, (more recently) PFAS and Perfluorooctane sulfonic acid (“PFOS”), nitrogen,
etc.%” Extending this framework to hypersaline industrial fluid with radioactive isotopes and
remnants of countless proprietary chemicals without requiring strict standards for constituent
identification and corresponding safe limits poses substantial risks to human health, safety, and
threatens Texas’ precious water resources.

Recommendation: Commenters urge TCEQ to create a specific regulatory framework for
produced water with specific numerical limits and monitoring designed for produced water. Some
produced water specific regulatory additions may include: numerical baseline limits, monitoring
and mandatory reporting, and prescriptive disclosure from water resources with corresponding
distance limitations to ensure human health and safety. All the existing distance limitations for
domestic wastewater must also be reconfigured to address contaminants in produced water and to
guard against produced water’s vertical migration and seepage into groundwater. Numeric limits,
monitoring, and mandatory reporting must include at least the following analytes: Acidity,
Alkalinity (Total as CaCO3), Aluminum, Ammonia Nitrogen, Arsenic, Barium, Benzene,
Beryllium, Biochemical Oxygen Demand, Boron, Bromide, Cadmium, Calcium, Chemical

92 The proposed rule defines industrial wastewater in reference to 30 Tex. Admin. Code § 210.52(9).

% The proposed rule defines produced water in reference to 30 Tex. Admin. Code § 305.541(b).

% Texas Railroad Commission, Recycling Treated Domestic Wastewater and Mobile Drinking Water Treatment
System Wastewater (July 15, 2022) https://www.rrc.texas.gov/oil-and-gas/applications-and-permits/environmental-
permit-types/recycling/dww-recycling/.

% 30 Tex. Admin. Code § 222.5(5).

% See 30 Tex. Admin Code § 213 and 30 Tex. Admin. Code § 311.

9 U.S. EPA, Sources and Solutions: Wastewater, (Nov. 12, 2025) https://www.epa.gov/nutrientpollution/sources-
and-solutions-wastewater; U.S.EPA, Per- and Polyfluoroalkyl Substances (PFAS) in Sewage Sludge, (Aug. 15,
2025) https://www.epa.gov/biosolids/and-polyfluoroalkyl-substances-pfas-sewage-sludge.

18



Public Comments on Rule Project No. 2026-006-309-OW
June 16, 2026

Oxygen Demand, Chlorides, Chromium, Cobalt, Copper, Ethylene Glycol, Gross Alpha, Gross
Beta, Hardness (Total as CaCO3), Iron — Dissolved, Iron — Total, Lead, Lithium, Magnesium,
Manganese, MBAS (Surfactants), Mercury, Molybdenum, Nickel, Nitrite-Nitrate Nitrogen, Oil &
Grease, PFAS/PFOAs, pH Phenolics (Total), Radium 226, Radium 228, Selenium, Silver, Sodium,
Specific Conductance, Strontium, Sulfates, Thorium, Toluene, Total Dissolved Solids, Total
Kjeldahl Nitrogen, Total Suspended Solids, Uranium, and Zinc.

D. The Proposed Rules Threaten Texas Water Resources.

As referenced above, House Bill 1232, passed by the 84th Texas Legislature, directed the
Texas Water Development Board (“TWDB”) to conduct a comprehensive, statewide study on the
hydrology and geology of confined and unconfined aquifers. In December 2016, the Texas
Aquifers Study (“Adquifers Study”) was published and, as required by legislation, determined the
following:

1. the quantity and quality of groundwater in those aquifers,

2. whether those aquifers are tributary or non-tributary,

3. the contribution of those aquifers to any surface flow of any water in
this state, and

4. the contribution of those aquifers to any other aquifer in this state.%

The Aquifers Study summarized much of the information about “waters of the State” that
is highly relevant to this Rulemaking. The following relevant information is summarized and cited
from the Aquifers Study.

More than 60 percent of the water used in Texas comes from groundwater found in our 9
major and 21 minor aquifers.®® Major and minor characterize the amount of freshwater in the
State’s aquifers. Most groundwater in the major and minor aquifers is fresh, with total dissolved
solids concentrations less than 1,000 milligrams per liter.2®® Among the major and minor
aquifers—some are confined, and others are unconfined.®® Unconfined aquifers are especially
sensitive because there is no confining layer between the surface and the water table.}%? By
contrast, confined aquifers may not readily transmit groundwater. Still other aquifers (not major
or minor) also contribute significant sources of local groundwater.’®® These aquifers extend
beneath 81 percent of Texas.%

Permeability is a measure of how easily water can flow through rocks and soil. Aquifers
are comprised of different materials and have varying degrees of permeability. For example, water
moves through cemented sandstone slowly, so it is said to have low permeability.1%® Shales

% Texas Aquifers Study, Groundwater Quantity, Quality, Flow and Contributions to Surface Water, (Dec. 31, 2016)
https://www.twdb.texas.gov/groundwater/docs/studies/TexasAquifersStudy 2016.pdf at i, 3. (“Aquifers Study”).

% 1d. ati, 3.

100 Id.

101 Id.

102 |d, at 5-6, 117-18.

103 Id.

104 Id.

105 d. at 4.
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typically restrict water movement and have low permeability.1%® Aquifer materials like gravel have
high permeability.%’

Many aquifers in Texas are highly permeable. In fact, the Ogallala, Gulf Coast, and
Carrizo-Wilcox aquifers, are some of the largest and also some of the most permeable—consisting
of “sedimentary rocks with intergranular porosity.”1% Edwards (Balcones Fault Zone) Aquifer, is
a limestone aquifer, and it traps water in crevices and caverns, which is caused largely by the
dissolution of limestone by groundwater.% In West Texas, the Igneous Aquifer is another example
of an aquifer where groundwater flows through all the tiny cracks and fractures found in its igneous
and volcanic rocks.°

Figure 4: Major Aquifers of Texas!!!

Figure 5: Minor Aquifers of Texas!*?

106 Id.
107 Id.
108 Id.
109 Id.

110 Id

111 Texas Almanac, Aquifers of Texas, https://www.texasalmanac.com/articles/aquifers-of-texas.
112 Id.

20



Public Comments on Rule Project No. 2026-006-309-OW
June 16, 2026

The Aquifers Study made important categorical findings that should influence the
Commission in making necessary revisions to the rules for the health and safety of both the people
and water of Texas. First, the Aquifers Study found that—"All aquifers contribute some
groundwater to the baseflow of streams and rivers in Texas.”!® The Study follows this conclusion
with “strictly speaking, groundwater in nearly every aquifer in Texas has some degree of
movement into or out of surface water and could be considered a tributary.”*'* Generally, tributary
groundwater is “groundwater that discharges into surface water”—the definition is otherwise silent
on criteria to define boundaries between tributary and non-tributary aquifers.!'®> Of the aquifers
evaluated, the Study determined all but one to be tributaries to the surface waters of the state.1

Figure 6: Tributary and Non-Tributary Aquiferst’

113 Aquifers Study at 22.

114 Aquifers Study at 33-34.

115 Aquifers Study at 33.

116 Aquifers Study at Table 4-1, Figure 4-2; and see at vi (Rita Blanca contributes zero percent to streamflow and is
classified as non-tributary).

17 Aquifers Study at 37.
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According to this conclusion that all aquifers will contribute to the baseflow of streams and rivers
in Texas, 18 any land application will discharge into “waters of the state,”*'® and “Waters of the
United States.”*2°

Importantly, federal law has never treated produced water’s agricultural destination as a
basis for relaxed scrutiny. Since 1979, a facility that was permitted under the Clean Water Act to
discharge produced water for livestock watering or other agricultural use west of the 98" meridian
has been a regulated “Point Source” within the Oil and Gas Extraction Point Source Category
under the federal NPDES Program. This category of discharge is subject to numeric effluent
limitations.*2! Permitting these uses through the TLAP program, as is proposed, with no numeric
effluent numeric limitations contravenes Texas Legislation and requirements under the Clean
Water Act.?2

The Pecos Valley Aquifer is illustrative of the problem that land applying inadequately
treated produced water may cause. This aquifer is unconfined and the “top of the aquifer is exposed
at the ground surface over the entire extent of the aquifer.”'? Return flows from the Pecos River
water applied for irrigation are estimated at over 50% of the total recharge to the aquifer.!?*
Additionally, this aquifer ranks second statewide in surface water connectivity.!?® Notably, the
Pecos Valley aquifer is already impacted—*oil field brines and agricultural runoff have significant
effect on the groundwater quality of the Pecos Valley aquifer.”*?® Moreover, it is hydraulically
connected to underlying minor aquifers.!?” Accordingly, contaminants introduced at the surface
will reach the underlying aquifer.

Currently, there is a pending Texas Pacific TLAP Application for WQ0005522000 that
intends to drench the ground above the Pecos Valley Aquifer—which poses a serious threat if the
produced water is not adequately cleaned and treated beforehand. In a region accustomed to 11
inches of rainfall annually, this Application asks to discharge 1 inch of produced water daily.!?®
This level of land application would be significantly more water than the area is accustomed to,
and the produced water would certainly drain into the unconfined aquifer, introducing
contaminants. The pending application additionally proposes no groundwater monitoring.?°
Because produced water that is land applied at the surface will enter the hydrologic cycle, TCEQ
must promulgate rules that (1) recognize this reality; and (2) adjust to protect whatever regional

118 Aquifers Study at 22.

119 Tex. Water Code § 26.001.

120 U.S. EPA, Definition of Waters of the United States under the Clean Water Act, (Nov. 12, 2025)
https://www.epa.gov/cwa-404/definition-waters-united-states-under-clean-water-act.

121 40 C.F.R. Part 435; see also 44 FR 22075 (Apr. 13, 1979).

122 Id.

123 Aquifers Study at 118.

124 Aquifers Study at 118.

125 Aquifers Study at 120; see e.g. Table 4-1 (70% of overlying streamflow is groundwater).

126 Aquifers Study at 123-24.

127 Aquifers Study at 120.

128 \Woodall Report at 6; and see Texas Pacific TLAP Application Package PDF at 4 of 175 (May 1, 2026) (“Texas
Pacific TLAP Application”).

129 Texas Pacific TLAP Application at 66 of 175.
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unconfined aquifer may be affected.3® Any contamination introduced to an aquifer from produced
water may eventually flow to an adjacent one.!3!

Commenters additionally introduce and a report by geologist, Nathan Wiser, to support
and further explain the problem posed by introducing water above unconfined aquifers.
Specifically, that over time, the volumes of produced water and any associated contaminants will
accumulate in the State’s aquifers.*?

Recommendation: Commenters request that TCEQ require TPDES permits with stringent
limits on contaminants if the land application is over an unconfined aquifer. Including all the
contaminants previously named in Commenter’s recommendations throughout this comment.
Additionally, Commenters urge TCEQ to implement regular groundwater monitoring to protect
water resources.

E. The 100-foot setback is arbitrary and unprotective.

Proposed Section 309.13(c)(6) would require a wastewater treatment plant unit, or land
where irrigation using effluent occurs, to be located a minimum of 100-feet from a water in the
state. The rule proposal plans to carry over the existing insufficient domestic wastewater distances.
These distances are not informed by produced water’s composition—such as its high salinity and
persistent constituents including radioactive isotopes. Given that treated produced water may
retain certain toxic characteristics, a 100-foot buffer from surface water is insufficient.

Additionally, a 100-foot setback does nothing to address the potential for this water to be
transported vertically to an unconfined aquifer whose top is exposed at the land’s surface. In the
Pecos Valley—a lateral distance to a creek may be helpful but does not resolve the threat of
additional contamination to that region’s groundwater. The Pecos Valley Aquifer is open to the
surface and already salt-stressed.'®® A horizontal setback cannot guard the aquifer against
additional potential harm. Specifically, the surface applied water will reach the water table in that
case. For example, as already discussed, return flows from irrigation water applied at the surface
are estimated to be over 50% of the recharge to the Pecos Valley aquifer.'** Water applied at the
surface will percolate down.

130 Wiser Report (June 16, 2026) at 1.
131 Wiser Report at 5.

132 Wiser Report at 9.

133 Aquifers Study at 118.

134 Aquifers Study at 118.
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Recommendation: Commenters request that TCEQ:

(1) explain the technical basis for the 100-foot setback as applied to produced water,
specifically®;

(2) require groundwater monitoring to comply with SB 1145’s requirement to “prevent the
pollution of surface and subsurface water.”*% This is particularly important over and near
aquifer recharge zones addressed in Section 309.13(d);*%’

(3) increase the setback from waters of the state;

(4) create a vertical setback over aquifers or other sensitive geographic areas where water
can easily migrate; and

(5) account for and protect against the vertical transfer of produced water, salt, and other

pollutants into unconfined aquifers.

F. TCEQ must ensure the final rule does not conflict with federal and state
requirements for the generation, transport, handling, treatment, storage, and disposal of
solid and hazardous waste and hazardous material.

As detailed in Section |1, a robust and growing body of literature shows produced water
contains hazardous and toxic constituents that can threaten both human health and the
environment. While the oil and gas industry has long enjoyed an exemption from regulation as
hazardous waste under the Resource Conservation and Recovery Act (“RCRA”) for its exploration
and production wastes, this exemption is not without limitation, and TCEQ must ensure the
proposed rule does not take it as such.

Facilities receiving and processing produced water will generate, transport, handle, and
dispose of treatment residuals, concentrates, sludges, scales, and other materials, some of which
are likely to meet hazardous waste and hazardous material characteristics under federal law.
Produced water itself may also in some cases meet RCRA hazardous waste characteristics and/or
qualify as hazardous material under the federal Hazardous Materials Transportation Act and its
implementing regulations.

Recommendation: The proposed rule should require applications for the land application
of produced water to specify all waste streams associated with the land application operation,
including whether materials received by, generated, handled, treated, stored, or offered into
transport by the facility meet RCRA hazardous waste characteristics and whether any material
offered into transport constitutes hazardous material under the federal Hazardous Materials
Transportation Act and its implementing regulations or state transportation regulations. At the very
least, the rule must clarify that any state permit for land application does not waive or in any way
insulate permittees from applicable federal and state requirements pertaining to the generation,

135 Notably, Commenters made two different public information requests (PIR No. 114850 dated April 24, 2026 and
PIR No. 115043 dated April 30, 2026) seeking the technical basis of the 100-foot setback, but no documents were
provided during the comment period. Commenters’ email exchange with the TCEQ related to the requests is
attached.

136 5.B. 1145, Section 1(g).

13730 Tex. Admin. Code § 309.13(d).
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treatment, storage, transport, and disposal of solid and hazardous waste and the transport of
hazardous materials.

G. TCEQ must ensure the final rule does not exacerbate ongoing issues with
underground injection control wells in the state of Texas, further endangering
underground sources of drinking water.

While many are holding land application out as a means of mitigating the ongoing harms
caused by underground injection of oil and gas waste in Texas, it is critical to remember that
operators treating produced water for land application still plan to rely on underground injection
to dispose of the waste stream created during the treatment process. This waste stream will be rich
in toxic and corrosive produced water constituents, including radioactive isotopes. Introducing this
new highly concentrated waste stream into underground injection wells is likely to come with its
own problems. Further, this waste—removed from primary field operations—is likely better suited
to disposal in Class I injection wells.

Recommendation: TCEQ must ensure that any waste generated during produced water
treatment is properly characterized prior to any disposal in underground injection wells and that
waste is disposed of in Class I injection wells as applicable. Any waste streams exceeding 60 pCi/L
combined radium-226 and radium-228 must be sent to Class | injection wells.!3®

H. Definitions in the Proposed Rules are Lacking.
1. Best Professional Judgment

The preamble of the proposed rules states that the minimum requirements for land
application of industrial wastewater “have historically been applied . . . on the basis of best
professional judgment.” Under these proposed rules, produced water will be permitted as industrial
wastewater, and industrial wastewater land application will be determined case-by-case using Best
Professional Judgment (“BPJ”).1¥ This is problematic for two reasons. First, employing BPJ
admits TCEQ has failed to comply with the legislative mandate to promulgate standards.° And,
second, it means there are no substantive standards for what could become the largest industrial
wastewater stream in Texas. From both a public health and regulatory certainty perspective, this
is insufficient.

The concept of Best Professional Judgment exists under the Federal Clean Water Act.
According to the EPA’s website it means: “the method used by permit writers to develop
technology-based NPDES permit conditions on a case-by-case basis using all reasonably available
and relevant data to establish technology-based limits or determine other appropriate means to

138 40 C.F.R § 146.3; ENV'T PROT. AGENCY, OFF. OF WATER, A REGULATORS’ GUIDE TO THE
MANAGEMENT OF RADIOACTIVE RESIDUALS FROM DRINKING WATER TREATMENT
TECHNOLOGIES 19 (2005); Justin Nobel & Megan M. Hunter (2025), What Lies Beneath: Is America’s Most
Common Method for Disposing of Qilfield Wastewater Legal? VERMONT JOURNAL OF ENVIRONMENTAL LAw, Vol.
26, 313-351, https://vjel.vermontlaw.edu/wp-content/uploads/2025/07/Hunter Nobel VJEL-Vol.-26 Issue-

4 Final.pdf.

138 TCEQ Interoffice Memorandum Docket No. 2026-0018-RUL, (Apr. 10, 2026) at 2 (“The minimum requirements
for land application of treated effluent established under Chapter 309 have historically been applied to land
application of industrial wastewater on the basis of best professional judgement.”).

140 5.B. 1145, Section 1(g).
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control its discharge.”*** Texas has borrowed this specialized term for use in the TLAP program
without importing the federal discipline that makes the term legitimate. According to the State’s
delegated authority to implement the TPDES, when specific regulations do not apply to a particular
discharge, “the Permit requirements will be considered on a case-by-case basis and on best
professional judgment in accordance with 40 CFR §125.3 as adopted by 30 TAC §308.1.”142

Under the Clean Water Act, Best Professional Judgment is bounded. Where BPJ is allowed,
it still employs technology-based limits. For example, it is used only where guidelines do not exist,
and it is governed by codified decision factors under 40 C.F.R. Section 125.3(d). Critically,
discharges subject to technology based effluent limits developed through best professional
judgment under the Clean Water Act remain subject to the additional NPDES standards protecting
water quality, including water quality standards and antidegradation provisions, while the
proposed rules under the TLAP program lack such fundamental protections. Below, Figure 7
illustrates how Best Professional Judgment could operate.

Figure 7: Tools for Developing Technology Based Effluent Limits Using
Best Professional Judgment4?

141 EPA, Learn about Effluent Guidelines, https://www.epa.gov/eg/learn-about-effluent-guidelines (July 25, 2025).
142 Memorandum of Agreement between the Texas Natural Resource Conservation Commission and the U.S.
Environmental Protection Agency, Region 6 Concerning the National Pollution Discharge Elimination System
(Sept. 14, 1998) at 20.

143 EPA, NPDES Permit Writers” Manual, Chapter 5 at 5-48 (2010) https://www.epa.gov/npdes/npdes-permit-
writers-manual (updated Sept. 22, 2025).
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Moreover, while produced water is not a new waste stream—it is highly variable.
Historically, the Railroad Commission was responsible and allowed application of produced water
with a low chloride content. The passage of SB 1145 moved the authority to apply produced water
to TCEQ. The current rules allow produced water to not only be applied to land—~but introduce
the concept of “beneficial use.” Legislation to create the Texas Produced Water Consortium was
only passed in 2018. So, any treatment technology and corresponding standard to be derived from
those technologies are also new. Accordingly, no one at the TCEQ is likely to possess the judgment
required to effectively execute best professional judgment in a manner that will be protective of
public health and water resources.

Case-by-case permitting—without adopting more stringent BPJ requirements from the
Clean Water Act—yields an unstructured permitting regime lacking regulatory certainty.
Permitting decisions born from so much discretion will leave the regulatory community and the
public without judicial recourse. Further, State discretion should not be allowed to shield a State
operator from federal liability when the no-discharge fiction fails.#*

Recommendation: TCEQ should adopt methodology—similar to EPA’s presented
above—and incorporate that into the rule as a defined process to implement Best Professional
Judgment.

2. Beneficial Use

SB 1145 permits land application only of produced water “that has been treated for
beneficial use.”**® Problematically, however, beneficial use is not defined, and there is no quality
threshold that produced water has to meet, either. Without a definition, the rule cannot control the
quality of the produced water that will be applied to land. Failing on every front, the proposed
rules lack regulatory certainty and fail to protect the human environment. Where one operator may
carefully treat produced water for a specific purpose to a quality fit for agronomic use, another
may use raw, or minimally treated, produced water and spray it on land as a disposal method. The
two pending applications are a good example of this problem.

e Texas Pacific Application for Permit No. WQO0005522000 describes “polished
desalinated” produced water that will have undergone “advanced treatment using
desalination, reverse osmosis, and granulated activated carbon.”*#® This treated
produced water will “land applied for beneficial use (rangeland restoration).”

e Brymer Application for Permit No. WQ0005515000 will land apply produced water on
“fenced in dry ranchland with low to no bearing vegetation mixed with coastal grass
and cacti.”**” “Discharges from the facility are expected to contain no pollutants, Fresh
wastewater.” 148

Recommendation: Commenters urge TCEQ to adopt a definition of “beneficial use” that,
at a minimum, requires (1) a numeric salinity and Total Dissolved Solids ceiling that is directly

144 33 U.S.C. § 1311 (Federal effluent limitations and requirement that discharges comply with the same.).
145 Tex. Water Code § 26.131(e).

146 Texas Pacific TLAP Application at 51 of 175.

147 Brymer TLAP Application Package PDF at 35 of 205 (March 19, 2026) (“Brymer TLAP Application”).
148 Brymer TLAP Application at 35 of 205.
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tied to the receiving soil and crops; (2) constituent limits for the organics, metals, boron, ammonia,
nitrogen, and radioactive isotopes; (3) demonstrates Whole Effluent Testing (“WET”) to ensure
non-toxicity; and (4) the use is clearly identified, remains agronomic, and mirrors the federal
requirement at 40 C.F.R. § 435.51(c) that the treated produced water must be “put to such use” as
a condition.

I. The Pending Permits Should Be Denied.

The two pending TLAP applications cannot result in issued permits for several reasons.
First, TCEQ has yet to promulgate any standards, despite being required to do so by SB 1145.
Both pending TLAP applications are asking for approval before any land application standards
exist. Two, as was discussed above, the other problems with the current rules mean that there is
no regulatory certainty for the operators, and issuing those same operators permits without a
fleshed out regulatory scheme would be premature. Finally, the reality that the land application of
produced water may in many situations reach waters of the state—requires TCEQ to revisit the
permitting programs prior to approving these permits.

IV.  EXHIBIT LIST

The below-listed exhibits supporting these comments are attached for the Commission’s
review and consideration.

NO. | DESCRIPTION
1 Texas Produced Water Consortium Report (2022)

2 Texas Produced Water Consortium Report (2024)

Texas Produced Water Consortium Report (2026)
3 Appendices available for download here: https://www.depts.ttu.edu/research/tx-
water-consortium/2026-water-quality-report.php

4 Texas Aquifers Study (2016)
5 George Woodall, PhD Report

6 Nathan Wiser, Geologist Report

U.S Environmental Protection Agency Study of the Agricultural and Wildlife
Water Use Subcategory

8 Commenters’ Emails with TCEQ related to Public Information Requests
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V. CONCLUSION

Commenters urge TCEQ to adopt a more stringent regulatory framework with
numeric/agronomic rigor to protect people and water resources, implement Commenters’
recommended changes to the proposed rules, and deny the pending TLAP permits as unprotective
until standards for this wastewater can be promulgated.

We thank you in advance for your consideration of our comments.

Sincerely,

Caroline Crow

Senior Attorney
ccrow@earthjustice.org
EARTHJUSTICE

845 Texas Avenue, Suite 200
Houston, Texas 7700

T: 512-545-5054

Megan Hunter4®

Senior Attorney
mhunter@earthjustice.org
Claire Taigman'®

Senior Associate Attorney
ctaigman@earthjustice.org
Cyndhia Ramatchandirane
Staff Scientist!®!
cramatch@earthjustice.org
EARTHJUSTICE

311 South Wacker Dr., Ste. 1400
Chicago, IL 60606

Counsel for Texas Permian Future Generations

149 Licensed to practice in Ohio, Illinois, and New York; not licensed to practice in Texas.
150 icensed to practice in the District of Columbia and Illinois; not licensed to practice in Texas.
151 Substantially contributed to preparing this comment letter.
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Executive Director

Greater Edwards Aquifer Alliance
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PW — Produced water

TPW — Treated produced water
Bbl/Bbls — Barrel/Barrels

MMbbls — Million barrels

Bbbls — Billion barrels

Bopd — Barrels of oil per day

RRC — Railroad Commission of Texas
TCEQ — Texas Commission on Environmental Quality
TDS — Total Dissolved Solids

PPM — Parts per million

Mg/L — Milligrams per liter

SWD — Salt water disposal

MGD — Million gallons per day

HF — Hydraulic fracturing

Ac-Ft — Acre Foot



Executive Summary

Key Findings

e Duetoits overwhelming abundance of produced water relative to other areas of the state,
this report currently focuses solely on the Permian Basin.

e The potential for treating produced water could lead to an estimated 2 billion barrels per
year (~256,000 ac-ft) of treated produced water, and as high as 4 billion barrels per year
(~511,000 ac-ft) that could be available for beneficial use outside of oil and gas operations,
depending on treatment capabilities and recovery rates.

e There are existing technologies that can effectively treat water of various quality levels;
however, no facility currently exists in the Permian that is treating water to a quality
beyond that which is needed for oil and gas operations.

e The lack of an existing facility and the high variability of produced water qualities
warrants pilot project facilities to provide treated water samples for analyzing treatment
quality capabilities and treated water characterization.

e Treating produced water for beneficial reuse outside of the oil and gas industry is not
currently more economical than disposal or reuse within the industry. However, factors
such as innovation in technological efficiencies and the potential for future water markets
as an economic development tool, or a necessary response to scarcity conditions, will
eventually make this an economically viable option.

Report Directives of Senate Bill 601
Now codified into statute, Senate Bill 601 as passed specifically directed the Texas Produced
Water Consortium (TXPWC, Consortium) as follows:

“Not later than September 1, 2022, the consortium shall produce a report that includes:

(1) suggested changes to laws and administrative rules to better enable beneficial uses of fluid
oil and gas waste, including specific changes designed to find and define beneficial uses for fluid
oil and gas waste outside of the oil and gas industry;

(2) suggested guidance for establishing fluid oil and gas waste permitting and testing standards;
(3) a technologically and economically feasible pilot project for state participation in a facility
designed and operated to recycle fluid oil and gas waste; and

(4) an economic model for using fluid oil and gas waste in a way that is economical and efficient
and that protects public health and the environment.”?

1 Texas Education Code § 109.204(a-1).



Consortium Approach

For the past year the Consortium has endeavored to address these four directives with as much
specificity as possible, utilizing the expertise of our membership, existing literature, and outside
sources. Bi-weekly virtual member subcommittee meetings spanning six different focus areas
(policy, standards, technology, economics, membership and legal) along with the ongoing
efforts of Consortium staff to take meetings, generate surveys, and draft documents for further
member input led up to a full-day seminar in Lubbock to discuss various sections of this report
and outstanding issues brought forward by members. In considering how to fulfill the report
requirements from SB 601, the Consortium needed to answer the following questions:

1. How much treated produced water could be available for beneficial use outside of the oil & gas
industry?

2. Is there a technology, or technologies, that could treat produced water to an adequate quality for
beneficial use?

3. What set of pilot projects should the Consortium, with state participation, administer to provide
proof-of-concept and begin establishing confidence in the ability to treat produced water for
beneficial use?

4. What are the economics of treating produced water for beneficial use in a manner that is cost-
effective, efficient and protective of public health and the environment?

5. What legislative and/or regulatory actions need to be considered at this time as a result of answers
to these questions?

These questions form the basis of a tightly interwoven system of produced water treatment
that, if not addressed in a careful and considerate manner, could result in setbacks to the
industry and the economic driver of the state as a whole. This report will detail those items on
which the Consortium was able to provide guidance, but more importantly it outlines those
topics where current systemic insufficiencies have made providing definitive answers difficult,
and provides a plan for how the Consortium will continue to pursue answers through its
research and investigation efforts.

A Tale of Two Challenges

Current & Emerging Water Shortages

Texas is experiencing unprecedented population growth, driven largely by its current economic
success due in no small part to the oil & gas industry in the state. Such growth can bring
significant challenges, however, and Texas is not immune to the potential for future hardships
without proper planning and preparation. Case in point, the Texas Water Development Board’s
(TWDB) 2022 Texas State Water Plan illustrates a dire need for additional water resource
development: under drought of record conditions, the state of Texas could face a 6.9 million
acre-feet shortage of water by the year 2070.2 Putting that into perspective, TWDB further
elaborates that if water management strategy projects are not implemented during that time

2 Texas Water Development Board. “2022 State Water Plan: Water for Texas.” (2022);
https://www.twdb.texas.gov/waterplanning/swp/2022/docs/SWP22-Water-For-Texas.pdf .




frame, approximately 25% of Texas’ projected 51.5 million population could have less than half
the municipal water supplies they need during a drought of record.? The economic
consequences to our state would be significant; modeling for 2020 indicated a potential for
$110 billion in losses under those record conditions and up to $153 billion by 2070 without
sufficient conservation and water supply development.*

Planning for the future of our water resource adequacy is the responsibility of every Texan.
Conservation strategies alone represent only 2.2 million of the needed 6.9 million acre-feet by
2070°; new sources of water must be identified and developed. The Texas Legislature has made
significant progress in prior years to pass legislation aimed at bolstering new water resource
development. Texas is fortunate to have access to both seawater and brackish groundwater,
and tremendous strides are being made in the field of desalination technology for treating
these water sources for public and industrial use. There is, however, another water source that
is currently being generated in excess volumes in regions across the state, especially in arid
locales who know better than most what it truly means to face a drought: produced water.

Produced Water Management

Produced Water (PW), statutorily defined as “fluid oil & gas waste,”® is water generated
through oil & gas production operations. The properties of produced water can vary
considerably depending on the geographic location of the field, the geologic formation in which
production is occurring, and the type of hydrocarbon product being produced.’ Produced water
may contain salts (total dissolved solids [TDS]), organic and inorganic compounds, naturally-
occurring radioactive material (NORM), chemical additives, and transformational byproducts,
among others.® This report focuses on produced water from unconventional-tight oil formation
wells (see Appendix A).

The most common form of managing produced water has historically been through disposal
into EPA Class Il injection wells, but strides in treatment and use technology and regulatory

actions have also enabled treating produced water for reuse
( \ within the industry. In a report for the Groundwater Protection
It is now more Council, it was estimated in 2012 that 99% of produced water in
important than Texas was managed through injection, either for disposal or for
ever to find lasting enhanced oil recovery.® Detailed in that report, it was estimated
solutions to these that 53.5% (approximately 5.3 billion barrels) were disposed that
two critical issues. year (this remains consistent with current Consortium driven
survey data).l? Since 2008, unconventional field development in

Texas has resulted in an ongoing effort by the RRC to modernize

3d.

41d.

S1d.

6 Texas Natural Resources Code § 122.001(2).

7 Groundwater Protection Council. “Produced Water Report: Regulations, Current Practices, and Research Needs.” (2019).
81d.

° Veil, John. "US produced water volumes and management practices in 2012." (2015).

0d.
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their rules. One of the key areas they have focused on is improving their rules relating to water
management to allow operator innovation to recycle produced water by treating to a “clean
brine” level, which can then be utilized for hydraulic fracturing and other completion
practices.!! However, as detailed later in the projections section, even if operators were able to
utilize treated produced water for 100% of their production activities in the Permian Basin,
there would still be millions of barrels of excess produced water generated every day, needing
to be disposed or otherwise managed.

How much treated produced water could be available for beneficial use outside of the oil
& gas industry?

Focus on the Permian Basin

One of the most important questions regarding treated produced water reuse is that of
volume- more specifically, what is the volume of excess or potentially available treated
produced water for beneficial use outside of the oil & gas industry. Answering this question will
help to guide the state on the most appropriate locations for emphasizing research, and firmly
establishes if/where opportunities may exist to access a new source of water.

While there is no complete picture of produced water amounts at this time, projecting
produced water volumes has been the subject of many papers as well as a key component of
several third-party analytical platforms. While the volumes contained in these estimates vary,
there was one common observation: the Permian Basin generates the overwhelming majority
of oil and produced water in Texas (see Appendix B). For example, in a 2019 white paper from
the Texas Alliance of Energy Producers (TAEP) using data from B3 Insight and Sourcewater, Inc.,
the percentage of produced water in the Permian compared to the rest of the basins in the
state accounted for between 66% and 91% of all produced water in 2017 (the difference in
range is attributed to differences in the datasets between specific geographic boundaries).*?

Volume Projection

There are currently two required methods of reporting to the Railroad Commission of Texas
that provide information on produced water volumes in the state: Form W-10, a required
annual test of every producing oil well in the state where an operator reports oil, gas, and
water production during a 24-hour time period; and Form H-10, a report that is due annually
but details the monthly monitoring records of pressure and volume for injection (disposal)
wells.’3 These reporting methods are currently the best information available and form the
basis for the methodology of many projections.

Projecting produced water volumes is a target moving in several dimensions: volumes not only
vary by formation and basin, but they change over time for each producing well as the barrels
of water produced to each barrel of oil produced (herein referred to as the Water-to-Qil ratio,

11 https://www.currentargus.com/story/opinion/columnists/2022/01/07/shaky-ground-texas-railroad-commission-takes-much-needed-stand-
oilfield-earthquakes/9129798002/

12 yons et.al., “Sustainable Produced Water Policy, Regulatory Framework, and Management in the Texas Oil and Natural Gas Industry: 2019 and
Beyond,” p. 8, 2019.

13Railroad Commission of Texas, “Oil & Gas Forms” https://www.rrc.texas.gov/oil-and-gas/oil-and-gas-forms/
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or WOR) may increase over the life of the well.}* Data presented in the TAEP white paper
detailed an estimated average 7:1 WOR across Texas; varying from as low as 1:1 in some basins
to as high as 10:1 in others.'> 16 As time progresses, however, new and increased methods of oil
recovery and the sliding scale of WOR lends itself to the need for updated projections.

Building upon the need to

update volume estimates

based on current trends,

Texas Tech faculty for the

Consortium used produced

water information from

Enverus, formerly DrillingInfo,

paired with RRC data on

disposal well volumes and

data shared by Consortium

members to estimate daily

PW volumes for each county

within the Permian Basin.

This evaluation was focused

specifically on unconventional

tight oil wells, as other well

types, such as conventional or Figure 1. Produced Water to Oil Ratio (WOR), Permian Delaware and Midland Basins.
waterfloods, generally

consume as much produced water as they generate. Calculations from this data resulted in an
estimated WOR for each county, which was then used to generate a weighted average WOR of
4.99 for the Delaware Basin and 2.63 for the Midland Basin. Using these WORs and RRC oil
production data, the Consortium estimates that 3.93Bbbls of produced water were generated
in 2019. Based on a survey of hydraulic fracturing companies, we can further refine this number
by subtracting the average percentage of produced water that is reused by the industry for HF,
leaving an estimated 2.76Bbbls of produced water that could have been available to treat for
beneficial use in 2019.

14 Lyons et.al., “Sustainable Produced Water Policy, Regulatory Framework, and Management in the Texas Oil and Natural Gas Industry: 2019 and
Beyond,” p. 6, 2019

Bd.

16 Barclays, “The Water Challenge: Preserving a Global Resource,” 2017, p. 23.
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Figure 2. 2019 Annual Oil Production (Railroad Commission of Texas) and 2019 Estimated Produced Water in 24 County Area in
the Permian, and by Delaware and Midland Basins.

Figure 3. 2019 Oil Production (Railroad Commission of Texas), Estimated Produced Water (PW) Based on Water to Oil Ratio
(WOR) in 24 County Area Permian Delaware and Midland Basins and PW to Groundwater Use for Hydraulic Fracturing (HF)
(Survey of HF Service Providers by TxPWC).
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Attempting to predict future volumes, the WOR for each county was then used with the
reported oil production in each county, using historical and projected oil production volumes,
to arrive at a projected average produced water volume over a 38-year horizon of
14MMbbl/day. After accounting for the produced water that is treated and reused by the oil
and gas industry, the Consortium developed a 38-year average estimate of ~11MMbbl/day,
4Bbbl/year, or 511,000 ac-ft/year of excess produced water volumes available for beneficial
reuse.

Technically Recoverable Volume

The annual excess projection above does not tell the whole story, unfortunately. There is an
additional, highly variable piece that must be considered: the technically recoverable volume.
There are many factors that may ultimately impact the exact volumes of produced water that
are treated, including proximity to end users, transportation and storage logistics, treatment
costs, etc. However, the extreme quantity paired with the high salinity of Permian produced
water (120,000-130,000 mg/L on average) creates a particularly unique challenge for
addressing the mineral byproduct of the treatment processes: put plainly, leftover salt
concentrations may exceed manageable quantities under systems that favor high water
recovery.

While the Consortium will continue to research treatment technologies that drive increased
water recovery rates as it relates to managing these solid byproducts, the simplest approach
currently would be to treat water to the point where the product water streams result in one
potentially useable treated portion and one concentrated brine portion that would still be
diverted to disposal or potentially reused for HF, typically water with a TDS range of 250,000-
275,000 mg/L. Since raw Permian produced water, on average, is around 120,000-130,000 mg/L
TDS, this means a recovery rate of around 50% treated produced water available for beneficial
use.

Therefore, the Consortium’s projected average treated produced water volume available for
beneficial use over the next 38 years is approximately 2Bbbl/year or 256,000 ac-ft/year. Put in
perspective, the 2022 State Water Plan for Water Planning Region F (covering most of the
Permian) indicates an average annual need (potential shortage) of 80,751 ac-ft/year over the
next 50 years.

Are there technologies that can treat produced water to an adequate quality for
beneficial use?

Just as there is a need for reliable produced water data, so too exists the need for more
technology-specific information, particularly as it relates to treating produced water in the
Permian Basin as public detailed information on produced water specific to basins/formations is
limited at this time. Developing a better understanding of the characteristics of the produced
water in a specific region of interest will be integral to achieving an economical and
technologically feasible approach to treating produced water for beneficial use that is
protective of public health and the environment.
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There are several locations across the US that are treating produced water for beneficial use;
the North Kern Water Supply District in Kern County, CA blends fresh water with treated
produced water from wells that are not hydraulically fractured and uses this for irrigation.'”:18
Eureka Resources commercializes minerals extracted from treated produced water from the
Marcellus Shale before discharging the treated effluent into the Susquehanna River in
Pennsylvania.'® 2% There have also been smaller and shorter-term projects in Colorado,
Wyoming, and Oklahoma, where treated produced water has been treated and beneficially
reused. However, as it has been previously stated and warrants reemphasis, produced water is
not uniform in quality. At this time, the Consortium is not aware of any scalable operations
treating produced water in the Permian Basin to a quality beyond that necessary for reuse in
hydraulic fracturing, more commonly referred to as a “clean brine.” Consortium members have
unanimously indicated the need for such a facility to generate treated produced water samples
that could be tested and analyzed to better understand Permian produced water and to
determine achievable water qualities from various technologies in relation to basin-specific
sources.

Technology Review

Given the minimal extent of existing operations and the realization that treatment energy costs
will largely be driven by the need for desalinating Permian PW high in amounts of total
dissolved solids (TDS), Consortium faculty turned to a similar but more developed body of
existing treatment technology for comparison: seawater desalination. A list of potential
technologies was developed with input from Consortium members that range in technology
readiness levels?! and include established and “novel” technologies to ensure the most efficient
and economical technologies continue to be identified. Our goal in this report, however, was to
focus on smaller group of promising technologies which could provide the most immediate
ability to effectively treat produced water in a scalable and economical manner, and those
technologies were as follows:

Reverse osmosis (RO) Multi-stage flash evaporation (MSF)
Multi-effect distillation (MED) Mechanical vapor compression (MVC)
Membrane distillation (MD)

Each of these technologies has strengths and weaknesses in their approach to treating
produced water; for instance, membrane-based high pressure reverse osmosis is among the
most efficient and cost-effective methods for desalinating brackish water and seawater, but the
pressure necessary to treat produced water potentially high in organic concentrations and TDS
would likely result in membrane failure and scaling issues and has yet to be successfully

17 North Kern Water Supply District, “Produced Water,” https://www.northkernwsd.com/produced-water/

18 California Regional Water Quality Control Board et. al., Food Safety Project White Paper,
https://www.waterboards.ca.gov/centralvalley/water issues/oil fields/food safety/data/white paper/foodsafety whitepaper.pdf

19 Eureka Resources, https://www.eureka-resources.com/

20 Eyreka Resources, https://www.eureka-resources.com/

21 NASA, “Technology Readiness Level,” https://www.nasa.gov/directorates/heo/scan/engineering/technology/technology readiness level
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demonstrated. Alternatively, thermal-based processes such as multi-stage flash evaporation
can yield high quality product water free of many constituents, but are energy-intensive as
thermal processes rely on high temperatures for treatment.

The best approach to treating produced water will likely be a combination of several
technologies in a treatment-train process that includes pre-treatment, treatment, post-
treatment and polishing. Through pilot projects and ongoing member engagement (including
leveraging synergies between the Texas and New Mexico Consortia) the Consortium will
continue to evaluate these and other technologies to find the most advantageous treatment
system for achieving beneficial use.

What set of pilot projects should the Consortium, with state participation, administer to
provide proof-of-concept and begin establishing confidence in the ability to treat
produced water for beneficial use?

Project Approach

Undertaking a series of pilot projects will be critical to answer concerns regarding technological
capabilities, Permian produced water characteristics, and practical economic information in
order to instill public confidence in the beneficial use of treated produced water. Based on
these needs and utilizing the information developed for this report, the Consortium has
developed two phases of pilot projects for consideration:

Phase 1: Immediate Focus

Co-location of treatment technology in the Midland Basin at an existing produced
water collection site, capable of treating a minimum inflow of 500 BBL/day,
necessary to provide treated produced water samples for testing and analysis of
constituent characterization and risk and toxicology assessment, and operational
costs. Estimated operation: 3-6 months per technology, continuing thereafter as
necessary.

Co-location in the Delaware Basin at an existing produced water collection site,
capable of treating a minimum inflow of 500 BBL/day, necessary to provide
treated produced water samples for testing and analysis of constituent
characterization and risk and toxicology assessment, and operational costs.
Estimated operation: 3-6 months per technology, continuing thereafter as
necessary.

Phase 2: Operated as Funding and Consortium Member Interest Allows

Establish bench scale “plug-and-play” testing facility to focus on innovative
technologies and treatment-train efficacy research.

Site analysis of existing non-Texas based produced water treatment facilities.
Contained and monitored application testing of treated produced water on native
rangeland, cotton, and/or regional edible crops to further aid in overall system
knowledge regarding human and environmental hazard and risk assessment.
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Given Consortium membership desire to develop a better profile of target basin produced
water characteristics and treatment capabilities, and the need to identify available, deployable,
and scalable technologies (members have indicated that a system that can treat a minimum
inflow of 500 barrels per day provides relative assurance of continued scalability), the Phase 1
projects are designed for exactly that purpose. They will also provide analysis of the economics
related to their treatment processes as we continue working to develop an economic model for
beneficial use. Phase 2 projects provide useful ongoing insight but are currently considered
secondary-in-nature given the focus and will of Consortium members. It should also be noted
that some members have currently objected to the Consortium operating field-scale application
projects citing human health and environmental concerns, while other members have
expressed a strong desire to build upon ongoing bench scale crop trials at other Universities
and to move forward in conjunction with Phase 1 projects to aid in accelerating paths to
beneficial use and help to establish regulatory certainty.

Formation of a request for proposals (RFP) for Phase 1 is already underway, developed upon
the guidance of Consortium members and leveraging lessons learned from the New Mexico
Produced Water Research Consortium in their pilot project process. The RFP process will likely
occur in two parts: a location-based RFP to select volunteer sites with access to existing
infrastructure and adequate amounts of produced water, and a technology-based RFP to select
technology participants that can meet the specifications of the project need utilizing the
infrastructure associated with the selected locations. The Consortium is currently working to
have RFP’s finalized by November 2022 and projects selected no later than Q2 2023 with start
dates pending any state appropriation.

State Participation

Phase 1’s focus on generating treated produced water samples will require significant capital
for necessary testing and analysis. While we will develop a more accurate projection of the
testing costs once members have agreed to the necessary testing and analyses protocols and
established RFP’s, the current estimated cost for testing is between $180,000-240,000 per
project (depending on length of the project and frequency of testing), with that figure dropping
over time as constituents are identified and/or ruled out. In attempting to have a minimum of
two Phase 1 pilot projects, one in each of the Delaware and Midland Basins, this range is
estimated at $362,000-480,000. Funding provided by the state would be a crucial element to
this process and would also serve as an indication of the state’s continued dedication to
identifying and developing new water sources. Additional oversight of the testing process by
the Consortium in conjunction with state agencies such as RRC and/or TCEQ would provide an
extra layer of confidence and impartiality to the resulting findings.

What are the economics of treating produced water for beneficial use in a manner that is
cost-effective, efficient, and protective of public health and the environment?

As practical economic data is derived from the pilot projects discussed above, the Consortium
will use the data to continue building an economic model that provides a realistic expectation
for the potential of beneficial use of treated produced water through leveraging several known
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and projected economic inputs. Detailed more in the pages that follow, there are several facets
of a potential system of beneficial use that illustrate that, although treating produced water for
beneficial use is not currently the most economical method, continued growth in technological
efficiencies paired with external constraints such as water shortages and regulatory influences

on produced water management could result in market forces that favor a system of beneficial
use over other water management strategies.

Disposal vs. Treatment

As established earlier, injection in saltwater disposal (SWD) wells is currently the most
prevalent method of managing produced water. As with managing any resource, companies
operating in a free market will generally favor those methods that offer the lowest cost and
highest reliability; currently that means disposal via injection or treating produced water to a
clean brine standard for reuse in hydraulic fracturing and other completion operations. For
disposal, literary sources indicate a range for baseline treatment and transportation to disposal
of $.55/bbl using pipelines (most common) up to $1.81/bbl in instances when trucking is the
only option.?? Information provided by Consortium members provides a range of $.60-.70/bbl,
further clarifying disposal as the most cost-effective method currently.

To be a viable option, treatment costs to achieve a water quality that is suitable for beneficial
use and protective of public health and the environment will have to be competitive with the
marginal cost of future disposal. Based on input from Consortium members, the targeted
marginal treatment cost to be competitive with disposal in the near future needs to average
S1/bbl. Depending on variable input costs such as natural gas for energy, members have
indicated current assessments of treatment options average $2.55/bbl with some instances as
high as $10/bbl.

Value of Water

Helping to balance out the extra cost for treatment is the prospect of selling treated produced
water to end users outside of the oil & gas industry. As water markets continue to mature
across the state, a clearer picture of the potential that exists for dealing in water trade will lend
more credibility to an economic model.

22 Cooper et.al., “Oil and Gas Produced Water Reuse: Opportunities, Treatment Needs, and Challenges”
ACS ES&T Engineering 2022 2 (3), 347-366.
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Appendix C illustrates water demand projections from the
2022 State Water Plan for the 24-county area over the
Delaware and Midland Basins. The state water plan spells
out an undeniable truth: when it comes to water users in
and around the Permian, irrigated agriculture tops all others
over the next 50 years.? Analysis of water value for
agriculture indicates a very low cost currently; since
groundwater is a private property right, the cost to irrigate
equates to the cost of the irrigation system, pump, energy,
and maintenance costs required to pump groundwater from
an aquifer well. For the summer of 2022 that value was
estimated at approximately $.03/bbl.?*

The regional plan for the 2022 state water plan from Region  1aple 1: Summer 2022 Estimated Cost Per BBL to
F (the TWDB region covering the majority of the Permian) Utilize Groundwater for Irrigated Agricuiture
included plans for almost 40 water supply projects spanning the next 50 years, most of which
focused on developing groundwater resources. The average cost per barrel across those
projects was $.20 while servicing the debt incurred for the project, dropping to $.05/bbl after
debt service (calculated in today’s dollars). External factors such as future aquifer conditions
and potential water shortages could put upward pressure on this resource, however.

Another source of reliable economic data for projecting potential value is municipal water
supply rates. In the absence of an established market, these rates can be utilized to illustrate
the upper bounds of consumer willingness to pay, particularly for a potable water source. In a
survey generated for municipal utilities across the state, respondents were asked to
anonymously share their operating costs along with the rates charged to separate customer
classes, including ag/irrigation, residential, commercial, and industrial. Of the responses
received from Region F, utilities indicated an average cost per barrel of $.22 (treatment,
distribution, and administration) while the average rate charged across all rate classes was
S$.40/bbl.

Other Factors of Consideration

Several other external factors can provide leverage for fostering a system of beneficial use of
treated produced water, both voluntary and involuntary in nature. While the increased value of
water under continued drought and future shortage conditions is difficult to project,
demonstrating other scenarios such as production shut-in from disposal limitations can provide
operators, midstream companies, and the state with the revenue implications that could result
from a lack of urgency in finding solutions. Lastly, short-term state intervention through
financing opportunities or incentives could make treatment options more viable as the overall
system becomes more established, provided the pilot projects are successful.

2 Texas Water Development Board. “2022 State Water Plan: Water for Texas.” (2022);
https://www.twdb.texas.gov/waterplanning/swp/2022/docs/SWP22-Water-For-Texas.pdf .
24 Estimate prepared by Dr. Phil Johnson using summer 2022 values, TTU Department of Agricultural and Applied Economics
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Policy Recommendations

Establish a Fund for Pilot Project Testing Needs

The Consortium’s approach to pilot projects detailed herein includes the necessity for lab-based
testing and analysis of treated produced water. State participation in these projects is crucial to
establishing confidence and fostering success, both in the pilot projects and in establishing the
state’s dedication to securing future resource adequacy.

Creation of a state-appropriated fund used to cover expenses related to the testing and analysis
procedures accompanying pilot projects over the next 2 years would greatly assist in the
success of these projects as envisioned in SB 601. Through consultation with Consortium
members, testing for each project is expected to range from $180,000-240,000, with an
anticipated minimum of 2 projects conducted in 2023 and as high as 5 conducted through the
biennium ending in 2024, for a testing funding need of $1,000,000-1,200,000.

Require the Texas Produced Water Consortium to Submit a Report to the Legislature on the Status of
Pilot Projects by December 31, 2024

Commensurate with the request for funding is a reciprocal need to report back to the state on
the status of its potential ongoing investment, but more importantly on the findings of the pilot
projects and potential for achieving beneficial use of treated produced water.

Although the Consortium will endeavor to publish and/or review ongoing research as a general
function, the Legislature should specifically direct the Consortium to generate a follow-up
report on the status of upcoming pilot projects by December 31, 2024, prior to the 89t" Texas
Legislative Session.

Encourage TWDB and Regional Planning Groups in Oil Producing Regions to Consider Produced Water
in Regional Planning Water Supply Projects

If pilot projects are successful in providing proof-of-concept for treating produced water, the
next steps to fostering this system involve larger scale planning for transportation and storage
needs, likely requiring significant capital to achieve. All funding options will need to be
considered, including one of the most prominent and successful water development programs
Texas has ever created: the State Water Implementation Fund for Texas (SWIFT). In order to be
eligible for SWIFT, however, applicants must be a political subdivision or a nonprofit water
corporation and applying for funding for a project that was included in the most recent state
water plan.

TWDB's state water planning efforts occur in 5-year cycles, with regional groups submitting
their plans the year prior to release of the full state water plan before starting the cycle over. In
each cycle the regional planning groups work to identify water supply projects to address their
projected future shortages, while reviewing former projects to ensure they are still viable to
meet their planning needs in a timely manner. Legislation in recent years has directed the
groups to review their existing plans to identify feasibility of proposed projects, and work to
update their plans if any projects are deemed infeasible.
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While the need to access SWIFT funding for produced water treatment may or may not occur in
the future, at a minimum, working with regional groups on the premise of new water resources
and the potential need to recharge aquifers for meeting future needs is encouraged, sooner
rather later.

RRC and TCEQ Should Consider Processes Necessary for Permitting Produced Water for Beneficial Uses
State agency engagement in the Consortium has been a critical component over the past year,
and many challenges and opportunities were brought to light as it relates to jurisdictions and
management of produced water regulation in Texas. Based on statute and input from agency
participants, the Consortium’s current understanding is that the Railroad Commission of Texas
would have primacy over every facet of produced water regulation, except in instances of a
discharge to surface water body in the state. Such discharges would be under the jurisdiction of
TCEQ.

As beneficial use has yet to occur in the Permian, current RRC permitting has not yet considered
scenarios of beneficial use (there is a narrowly applied land application permit process
occurring in a different basin in south Texas). As pilot projects provide information on
achievable qualities, RRC and TCEQ should remain engaged with the Consortium to leverage
that information for the benefit of potential future permitting.

There are also unique scenarios that may arise in the course of using treated produced water
outside of the oil & gas industry that will require the two agencies to more clearly define their
roles of oversight and interaction. For instance, a question of jurisdiction could occur if treated
produced water permitted by RRC were sold to a manufacturing or power generation facility
that had existing air emission or water discharge permits through TCEQ that had not accounted
for the new influent treated produced water stream in their original emission/discharge permit.

In addition to the work that has been done to engage RRC and TCEQ on their authorities for
managing extracted water, TXPWC will continue to engage stakeholders that would be the
theoretical “receivers” of treated produced water to help identify and engage the regulatory
bodies or industry standard developers impacted. This includes agricultural, construction, or
industry related trades or organizations among others.

Member Feedback and Future Issues

Many issues pertinent to the future of treating produced water for beneficial use arose over the
course of the Consortium’s research, and still more are to come. Members were asked to rate
their stance on many member-generated topics in a survey by “agreeing,” “agreeing with
modifications,” “disagreeing and proposing an alternative,” or “cannot respond based on
expertise or knowledge,” which followed by asking the members to relay further input or data
on each specific topic to help progress the Consortium’s research. Utilizing the input of the 29
respondents, some of those issues have been detailed below while other topics are specifically
called out in sections throughout this report. These topics likely warrant further discussion and
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investigation by the Consortium if pilot projects are able to prove that it is possible to treat
Permian produced water to a beneficial use quality.

Further Regulatory Clarification

In addition to the need for future permitting consideration, Consortium members detailed
many other areas of regulatory clarification that may need to be considered for beneficial use
to become more of a reality. Like many topics of consideration, some members indicated it was
too premature to discuss this issue in detail prior to having a more developed understanding of
produced water, its constituents, technology capabilities, etc., and members detailed the need
to develop specific standards for recommendation to regulatory agencies to ensure regulatory
certainty above all. In particular, some members indicated first the need to complete an
environmental and human health risk assessment framework (detailed in Appendix F) as well as
further analyzing the Produced Water Treatment and solid waste stream practices currently
under EPA/TCEQ jurisdiction, some members desired more clarity regarding aquifer storage and
recharge (ASR) and surface discharge, while others desired increased regulatory oversight of
beneficial uses by TCEQ as opposed to the current structure given their experience with
reclaimed water. There were also comments directed at further exploring what impacts, if any,
might occur to the Resource Conservation and Recovery Act (RCRA) exemption from treating
and beneficially using produced water, as well as increasing engagement of the beneficial user
groups themselves to aid in developing water quality standard recommendations. Still other
members advocated for one regulatory agency of jurisdiction, or at minimum increased sharing
of information and resources between agencies (again, aiding in regulatory certainty).

Given the many unique perspectives in the Consortium it is understandable to have several
informed but varying ideas on topics like this, and we will continue working towards consensus
driven recommendations that may help guide future legislative and regulatory actions.

Ensuring Technical Resources for State Agencies to Evaluate and Establish Standards

Consortium members showed unanimous interest in ensuring that state agencies have
sufficient technical resources to evaluate water quality and establish treatment and effluent
standards. Many members supported the continued efforts of this Consortium to help arrive at
recommended guidance, and some suggestions included looking specifically to other states
who have already developed beneficial use standards to learn from and build upon those
approaches. Some members outlined that developing standards and maintaining ongoing
oversight of beneficial use would require dedicated personnel, so some combination of
increased FTE’s and funding to contract with third-party facilities would be critical to the future
of this system. Ideas for funding included legislative appropriation as well as voluntary
approaches to industry supported funding opportunities.

Policy Frameworks to Address Liability Throughout the Supply Chain

To facilitate treatment of produced water and subsequent beneficial reuse and establish clear
lines of custody transfer and liability allocation, members were asked to develop feedback on
policy frameworks addressing liability throughout the supply chain. Providing liability limitations
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for surface/landowners once water has been legally severed and an emphasis on current
custody transfer process/liability following only the recipient/physical possessor of treated
produced water were among the feedback received. Some members sought delineation
between approaches resembling that of RCRA (generator retains liability) and the Clean Water
Act (liability transfers with custody), while others indicated that Texas’ mudwork framework
provides a clear depiction of how waste product liability transfer could be modeled. Other
members felt that liability through the supply chain should not be modified unless/until end
users have a comprehensive understanding of produced water and the risks and responsibilities
associated with its use, and one suggestion was that there should be liability relief once permit
parameters are achieved and “purified” water is discharged into a water of the state/US.

Reporting Volumes, Licensed Buyers and Sellers, and Technical Test Results

Another potential topic Consortium members brought forward was a system of reporting on
volumes, licensed buyers and sellers, and pre-defined specifications of technical test results.
When asked if they agreed with the concept of this type of reporting, 62% of respondents
agreed, 10% agreed with some modifications, and 7% disagreed. A number of potential
approaches and examples were provided as areas of further consideration, including looking to
Pennsylvania’s regulatory reporting/tracking and New Mexico’s OCD Water Use Report, along
with the current structure of reporting associated with wastewater treatment permits. Member
ideas also included reporting volumes of produced water and disposal volumes monthly rather
than the annual reports currently required, focusing regulatory mandates on agricultural use
rather than transactions between industrial users, downstream monitoring and auto-shutdown
systems to prevent accidental discharge, requiring single-source tracking to eliminate multiple
reporting requirements (i.e. only through the treatment facility), and reporting on transaction
volumes, final dispositions, analytical results and transfer chain of water, among others.

Conclusion

The Consortium’s current projected recoverable produced water volume, at an estimated
256,000 ac-ft/year in the Permian, represents a significant opportunity for a potential new
water source. At this time, we believe the significant amount of produced water in the Permian
Basin paired with current disposal issues and future projected regional water needs provides
more than enough incentive for both industry and the state to keep working together on a
system of treatment and beneficial reuse of produced water. Evidence also exists that treating
produced water for beneficial use is occurring in other states, but would require demonstration
in the Permian to warrant further confidence and ensure the unique characteristics of that
basin are considered and economically viable.

To that end, pilot projects will be extremely valuable in providing treated water samples for
testing and analysis on a regional basis, with an immediate focus on the Delaware and Midland
Basins. This testing and analysis is necessary to derive a more definitive answer on different
technology’s abilities to treat water characteristics that can vary spatially and temporally across
Texas to a level that poses no risk to human or environmental health. Economic data from pilot
projects will also take our collective knowledge from the theoretical to the substantiated and
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allow the Consortium to identify areas where innovation can help make treating produced
water for beneficial use a sustainable, cost-effective, and more resilient water resource
management strategy in the arid Southwest.
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Source of Produced Water and Scope of Study

Source of Produced Water

The focus of this study is on produced water generated from tight oil wells in the Permian Basin
(see Appendix A). It must be noted that in this study, the Permian Basin area is represented by 3
Texas state districts: “7C”, “8”, and “8A” (Appendix D).
The sources of Produced Water are grouped into 2 main categories:
- Conventional: most conventional wells in the Permian Basin are typically vertical and typically
involve secondary or tertiary oil recovery.
- Unconventional (Tight Oil): Tight/low-permeability formations developed with primarily
horizontal wells. We also considered vertical wells in tight oil as well. In this report, they're
interchangeably referred to as “unconventional” or “tight oil”.

Daily water production from these 2 source categories, along with daily total oil production, is
shown in Figure 4 between 2014 and 2021 (data from Enverus). We can note that water
production from conventional wells has been gradually decreasing between 2014 and 2021,
while production from tight oil wells has dramatically increased reaching its peak in 2019. This
study does not consider conventional wells” water production because it is largely reinjected in
EOR projects. And not available for treatment and utilization discussed later in the report. The
total oil production curve seems very similar to the change in tight-oil water production,
suggesting that tight oil wells account for most of the oil production (which is actually the case:
90% between 2018 and 2021). We excluded vertical tight oil wells in our produced water forecast
(later in this report) in order to deliver a more accurate amount of produced water available for
treatment. It was easier to search, and separate production based on well type, in this case,
horizontal versus vertical. Most, if not all, tight oil vertical wells are located in Midland and
Delaware basin Trend Area fields designated by the Railroad Commission of Texas (RRC). These
wells have been termed as Wolfberry, Wolfbone and Spraberry.

Daily PW (bwpd) by Source
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Figure 4. Daily Produced Water, sorted by Source, and Total Oil Production, 2014-2021, Permian Basin (Enverus).
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Water Injection Types
We assessed injection, as reported to the state, in order to assess the produced water calculated
by Enverus. This is due to the fact Texas does not require water production volumes to be
reported. As documented by the RRC, the Underground Injection Control (UIC) specifies 3 main
types of injection for water in the oilfield, as listed below:

- Type 1: Disposal into a nonproductive zone (W-14).

- Type 2: Disposal into a productive zone (H-1).

- Type 3: Secondary or Tertiary Recovery.

Targeting Disposal Wells

The purpose of the TXPWC is to find a beneficial use for volumes of produced water. We have
not considered volumes used for “Type 3” injection since oil recovery (secondary and tertiary)
projects are already utilizing most, if not all, of that volume. Thus, we only assessed wells where
produced water volumes are to be injected into disposal wells (“Type 1” and “Type 2). Injection
volumes for all three type injection wells are shown in Figure 5. As a side note, volumes in Type
3 are made up of produced water from the various EOR projects plus the makeup water volumes.
EOR projects require make up water due to the losses of water injected into the target producing
zone plus to make up for the volume of oil produced. In other words, EOR project injection should
equal total production of oil, gas and water. We acknowledge that there is nearly a threefold
difference in the amount produced versus injected in Type 3 injection wells. Our best explanation
is inaccuracies in test reported, or lack thereof, in EOR projects.

Daily IW (bwpd) by injection type
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Figure 5. Daily injected water, sorted by injection well type, 2014-2020, Permian Basin (Railroad Commission of Texas).

26



It is assumed in this study that oil recovery is mostly used in fields with conventional vertical
wells. The main interest of TXPWC in this type of field would be assessing the volumes of
freshwater (FW) used as makeup water in recovery methods. To conserve FW, we would desire
to replace these volumes with produced water. Assuming injected freshwater (from H-10
reports) is only used for oil recovery, the contribution of freshwater towards makeup water has
shown to be around 2.8% between 2014 and 2020 (Figure 6). Also, reported freshwater injection
seems to be significant in only 4 main counties that contributed to 92% of total injection between
2014 and 2020 (Figure 7).

Daily FW injection (bwpd)
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Figure 6. Daily freshwater injection, 2014-2020, Permian Basin (Railroad Commission of Texas).
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Daily FW injection (bwpd) by county (2014-2020)
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Figure 7. Daily freshwater injection, sorted by county, 2014-2020 (Railroad Commission of Texas). The displayed counties
contributed to 98.6% of total freshwater injection in the Permian Basin.

Produced Water from Tight Oil Wells

Water production, as reported by Enverus, is calculated rather than a measured value. The
calculated water volume is based on an annual well test, reported by the operator to the Railroad
Commission of Texas. This is done by taking the measured 24-hour oil and water rates and
calculating a water-oil ratio (WOR). The RRC gets a once a year well test which Enverus calculates
a WOR for each well. The RRC also gets monthly oil and gas production on a lease basis for oil
wells which, Enverus allocates oil back to each well on the lease based on annual test. Finally,
Enverus then calculates monthly water production on a well-by-well basis based on the test
calculated WOR. This method may result in an error in the calculated volumes since the WOR
might not remain constant all throughout a year. As for injection, volumes are reported monthly
and measured, and not calculated. We believe that the calculated volumes of water are reliable
for use in our study. This is based on the injection-production comparison shown in Figures 8 and
9. As shown in Figure 8, water production from tight oil wells only is relatively similar to and
trends the same as water injection into disposal wells (Types 1 & 2). As horizontal tight oil wells
became dominant in 2018 (Figure 4), the difference between production and injection volumes
becomes insignificant for the purpose of our study. Additionally, based on the foregoing
statement, we assessed production and injection volumes on a county basis for the period of
2018 through 2020. As shown in Figure 9, the volumes reasonably match in the major tight-oil-
producing counties. Injection may include water produced from New Mexico but, we are unable
to assess that volume from the RRC.
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Tight Oil PW vs Disposal IW
Tight Oil PW (bwpd)  m Disposal IW (bwpd)
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Figure 8. Water production from tight oil wells (Enverus) vs Water injection into disposal wells (Railroad Commission of Texas),
2014-2020, Permian Basin.

Tight Oil PW vs Disposal IW, by county (2018-2020)
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Figure 9. Water production from tight oil wells (Enverus) vs Water injection into disposal wells (Railroad Commission of Texas),
2018-2020, Permian Basin, sorted by county (the displayed counties contribute to 95% of water production).




2019 Daily PW (bwpd)
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Figure 10. Major water producing sources from tight oil formations and counties in 2019 (Enverus). Displayed sources
contribute to 35% of the total water production.

Due to the covid-19 pandemic, the production numbers had dropped in 2020 and 2021. Thus, we
assumed that the 2019 production numbers are representative of the current/near-future
production. The major water-producing counties and formations in 2019 can be seen,
respectively in Figures 11 and 12. The chart in Figure 13 displays the major tight oil sources
contributing to 80% of water production. Each source is defined by county, formation and daily
water production in Error! Reference source not found..
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Figure 11. Water production from tight oil wells (Enverus) in 2019, Permian Basin, sorted by county (the displayed counties
contribute to 91% of water production).
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2019 Tight Oil PW (bwpd), by formation
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Figure 12. Water production from tight oil wells (Enverus) in 2019, Permian Basin, sorted by formation (the displayed counties
contribute to 92% of water production).
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1,800,000
1,600,000
1,400,000
1,200,000
1,000,000
800,000

600,000

400,000

200,000

Figure 13. Water production from tight oil formations in different counties in 2019 (displayed data represents 80% of the total
production). Sources S1 through S38 are described in Error! Reference source not found..
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Table 2: Water production from tight oil formations in different counties (displayed data represents 80% of the total production).

Source
S1
S2
S3
sS4
S5
S6
S7
S8
S9

S10
S11
S12
S13
S14
S15
S16
S17
S18
S19
S20
S21
S22
S23
S24
S25
S26
S27
S28
S29
S30
S31
S32
S33
S34
S35
S36
S37
S38

County
Reeves
Reeves
Loving
Loving
Martin
Midland
Howard
Ward
Culberson
Midland
Upton
Midland
Reagan
Pecos
Howard
Martin
Reeves
Martin
Ward
Reeves
Glasscock
Pecos
Loving
Reagan
Martin
Midland
Loving
Winkler
Reeves
Winkler
Culberson
Reeves
Ward
Culberson
Borden
Glasscock
Irion
Martin

Source: Enverus.

Formation
Wolfcamp A
Wolfcamp B
Wolfcamp A
Wolfcamp XY

Spraberry
Wolfcamp B
Wolfcamp A
Wolfcamp A
Wolfcamp A

Spraberry
Wolfcamp B
Wolfcamp A
Wolfcamp B
Wolfcamp A

Spraberry
Wolfcamp B

3rd Bone Spring
Wolfcamp A
Wolfcamp B
Wolfcamp XY
Wolfcamp A
Wolfcamp B

3rd Bone Spring
Wolfcamp A

Midland Vertical

Midland Vertical
Wolfcamp B
Wolfcamp A

Woodford and below

Wolfcamp B
Wolfcamp C
Wolfcamp C

3rd Bone Spring
Wolfcamp B
Wolfcamp A
Wolfcamp B
Wolfcamp B

Jo Mill

2019 Daily PW (bwpd)
1,651,128
709,583
691,675
397,640
329,169
323,832
313,132
282,652
275,479
269,189
264,099
252,899
228,851
214,785
185,785
177,367
172,154
171,834
165,232
162,582
144,912
113,237
109,739
97,009
95,515
91,574
84,793
82,253
81,623
81,312
81,082
80,046
76,910
63,160
62,572
58,377
57,299
55,118
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Produced Water Reuse for Hydraulic Fracturing

The purpose of this section is to assess how much produced water (PW) is used for hydraulic
fracturing in the Permian Basin. This was accomplished by sending out a survey to all the known
fracturing service providers active in the Permian Basin. The use of PW for fracturing is a choice
made by the operator, not the service company. Based on our survey, we estimate that roughly
54% of the water used for fracturing is PW. The results of our survey are as follows:

Total Jobs Reported per Month (Job Count): 347 jobs

Average Water Volume per Job: 521,497 bbls/job
Monthly Water Pumped: 180,953,341 bbls
Percentage of jobs using FW: 46%

Percentage of jobs using PW: 54%

Average Daily use of FW: 2,703,232 bbls/day
Average Daily use of PW: 3,229,664 bbls/day

A “job” is all the fracturing treatments on one horizontal well. One well may have 20 to 100 stages
of fracturing treatments. The survey represents the use of FW and PW in a particular frac job.
This does not imply that the 2 types are mixed as jobs are done with either all FW or all PW.

We believe that the survey represents a super majority of the jobs being pumped (greater than
90%) in the Permian Basin. This is based on the combination of rig count and the average number
of days to drill a well, which gives an estimate of 340 drilled wells per month. The survey also
matches closely with frac job data reported by Enverus (Figure 14), when comparing Total Jobs
Reported per Month and Monthly Water Pumped.

Permian Basin Water Use (2018-2022); Source: Enverus
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Figure 14. Frac Job Data reported by Enverus (January 2018 through March 2022)
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Produced Water Projection

The main goal of this section is to forecast water production in oil-producing RRC districts 8, 8A,
and 7C (see Appendix D) at the County levels for an economic evaluation. We have only accessed
future development in the basin areas where tight oil is been developed or drilled. In addition,
only existing horizontal production is included in the projection. We did not include conventional
production, which was primarily waterfloods, nor did we include tight oil vertical wells because
tight oil vertical production is no longer significant. This is because drilling of tight oil vertical
wells has fallen drastically since 2017 and the volume of the production from the existing vertical
tight oil wells is insignificant i.e., about 5.4% of produced water volume as of 2020 and falling.
Therefore, the forecast includes only tight oil horizontal wells.

Generally, water production is tied to hydrocarbon production; hence the production projection
methodology covers the oil, gas, and water forecast. Projected water production, which covers
both the current wells and future wells was based on decline curve analysis (Arp's equation).
Arp’s equation is an industry-accepted practice used to estimate future production. It is a
function of initial production rates and Arp’s parameters — which are the initial nominal decline
rate Di and b-factor. These parameters are determined from the production data trend of a well,
reservoir, or field. The initial decline rate is the initial steepness (or rate of decline) at the
beginning of production of the curve while the b-factor determines the rate at which the decline
rate deteriorates (or reduces in value with time). In other words, the rate of a well may fall 80%
in the first year from 1000 to 200 BOPD, but in the second year on fall 40% from 200 to 120 BOPD.
And in the third decline at 30% and so on. Type curves were generated for each county based on
their production history and Arp’s parameter determined. Future wells production projection is
based on these Arp’s parameters generated from the type curves. Figures 15 and 16 show the oil
and water production forecast for all existing tight horizontal wells and future drilling in tight
formations. At a maximum annual rate of 4.3MMbbl/D of oil, and 14.1MMBBL/D of water, the
cumulative production predicted over 38 years is 45.2Bbbl and 145Bbbl respectively.

34



Figure 15: Annual Oil Production Forecast for Districts 8, 8A, and 7C.

Figure 16: Annual Water Production Forecast for Districts 8, 8A, and 7C.
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Assumptions

Existing horizontal and Future horizontal wells development were covered in this analysis,
however wells currently classified as Shut-in wells or Drill Uncompleted (DUC) were not
considered.

All wells drilled prior to 2016 were evaluated with one DCA per county.

Type curves were established using only wells drilled in 2017 for each county because most of the
horizontal drilling technology appeared to have developed to a point where only the length of the
lateral was changing.

Well drilled from 2017 to 2021 were evaluated individually as a group drilled during those years
as the initial decline rate is substantially different for each of those years. This was accomplished
by using the 2017 type curve generated above. The current predominant lateral length may not
be accurately representative however, it is deemed reasonable for the purpose of this report.
Specifically, the b-factor values of the type curves were used for all cases. For the 2021 forecast,
due to the paucity of data, both the b-factors and an initial nominal decline rate from the type
curves were used.

A 5% minimum decline rate (Dm) was assumed for the projection i.e., the rate at which the curves
change from using a hyperbolic model to the exponential model. Typically, the range of Dm is 2-
10% (John Wright) depending on the type of reservoir. This value is usually established by analysis
of production reservoirs that have reached the end of life. To prevent the overestimation of
reserves, Dm is applied to limit the reduction of the decline rate. Not limiting the decline rate
reduction results in a highly optimistic forecast.

An economic limit of 5 BOPD per well is assumed for the existing wells based on analogue well
performance in this area.

To capture varying rig count over time, low, base, and high case realization was determined and
applied in determining the number of wells to be drilled yearly based on the estimated drainage
area to be drilled. The basis for the estimate considers both current and past rig utilization plus
current industry media reports on outlooks for drilling. One point to emphasize is that with the
current high oil process, the industry is reluctant to drill at rates previously seen in the basin plus
there are current constraints on both labor and oilfield tubulars.

Most of the production data at the county level indicate that there is no decline because new
wells are being drilled concurrently. For example, Figure 17 indicates the increasing oil, gas, and
water production from Midland County. To analyze this, the wells were grouped on a yearly basis
to capture the declining trends i.e., 2017-2021. Figure 18 shows the forecast trend for each

group.
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Figure 17: Typical production showing continuous incremental oil and gas production.

Figure 18: Production Forecast for Midland County current well.
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New Drills

For future drills, projection is based on the area available within the target basins and considering
the areas, the existing well spacing, well count, the rig count, and lateral lengths of wells. The
analysis does not include the central basin platform, North/Northwest, and Eastern shelf because
conventional wells contribute little produced water in the Permian basin that needs to be
disposed of in saltwater disposal wells. This is because most of the water from these conventional
wells is utilized within Enhanced Oil recovery (EOR) projects in these areas. In addition, there is
minimal drilling development remaining in these areas, therefore new drill projections were
limited to Midland and Delaware basins only. Furthermore, the Parent-Child interaction effect
was not considered in this report.

Figure 19: A cross-section of the Delaware, Central Platform, and Midland basins.

Target Area for Drilling and Well Count

A polygon drawn around the target area of the existing horizontal wells was used to estimate the
total development area that was considered in this evaluation (Figure 20). In this assessment, we
had to deal with around 8 different layers for horizontal well development such as, Bone Spring,
Spraberry, Wolfcamp A, B, C, D, etc., shown in Figure 19. From the geologic map, there may be a
high density of horizontal wells, but they are not landed in one layer hence, it is difficult and
tedious to determine the number of horizontal wells for each layer. To handle this, a reasonable
assumption was made to handle the development of multiple layers by estimating a general well
density that encompasses drilling all horizons. These well densities range from 4-20 wells per
section (640 acres) on average. This was accessed this by focusing on the area with the greatest
concentration of horizontal wells to estimate well density for all layers combined. The high cases
are based on the maximum number of well density observed, the base case is the number of the
predominant well density per section, and the low case is based on either the minimum or
average minimum well density per section. Additionally, we utilized the weighted average lateral
length combined with wells density noted above to ascertain an empirical drainage area per well
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(Figures 21-23). (Width X length= empirical drainage area). The target area, the number of wells
per section and the total drainage area, the undrained area, and the required well number to
drain these regions were calculated. For example, if we have 20 wells per section, that will give
about 264ft spacing between wells (i.e., 5280ft/20). This combined with a 10,000ft lateral length
gives an empirical drainage area of 2,640,000ft? (60acres). The total number of wells that can be
drilled to drain the target area was determined and then the number of wells for future drilling
was estimated by removing the number of existing wells from the total. For instance, If the Target
area is 120,000 acres and the existing number of wells are 1200, and the total ultimate number
of wells drilled are estimated to be 2000 wells (120,000 acres/60 acres per well), then, the future
number of wells to drill are 800 wells.

Figure 20: A typical example of Drainage Area estimation for Howard County.
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Figure 21: Lateral length of the existing wells for district 8 between 2016 and 2017.
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Figure 22: Lateral length of the existing wells for district 8A between 2016 and 2017.
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Figure 23: Lateral length of the existing wells for district between 2016 and 2017.

Rig Count and Drilling Rate

Three realizations (low, base, and high cases) were considered to capture the changes associated
with rig count with time. Based on the data from Baker Hughes, Figure 24 indicates that for the
three districts (8, 8A, and 7C), the rig count could be as high as 350, 45, and 100 respectively. The
current rig count (as of April 2022) is used as the low and base cases projections, while the high
cases are the average rig count from 2009 to date as shown in Figure 24. Table 3 summarizes the
rig count assumptions for the low, base, and high cases. For the drilling rate assumptions, we
polled multiple operating oil companies in the Permian Basin. That poll resulted that the drilling
rate of 3 miles of horizontal wells ranges from 15 to 20 days per well. An average value of 18 days
per well is used in this analysis.

Figure 24: Rig count assumptions for district 8, 8A and 7C.
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Table 3: Summary of the rig count and wells count projection per year and the total number of wells to be drilled in 40yrs.

Decline Rate

The type-curves generated are based on the weighted average lateral well length of existing
wells for 2016-2017 for each County. The weighted average lateral length is the sum of the
product of well count and the lateral length of horizontal wells completed in each layer divided
by the total well count. The methods assumed that the weighted average lateral length of the
existing wells is also going to be the lateral length of the new drills. Tables 4-6 shows the
summary of the type curve parameters underlining the forecast. The purpose was to determine
Arp’s parameters, which are the initial nominal decline rate, Di, and b-factor.
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Table 4: District 8 type curve parameters for oil, gas, and water decline.

2017 Herizontal wells
County b-factors Initial decline rate, Di (/yr)
Gas ail water Gas oil water

ANDREWS 0.48 0.95 0.99 0.82 3.90 2.60
CRANE 2.50 1.40 0.50 6.08 2.81 0.24
CULBERSON 1.85 1.21 0.56 2.09 240 1.14
ECTOR 0.65 1.38 1.75 0.33 4,18 6.40
GLASSCOCK 2.20 1.08 1.15 0.95 5.00 6.33
HOWARD 2.76 1.25 1.42 2.51 6.25 5.59
LOVING 1.23 1.19 1.23 2.78 5.20 2.99
MARTIN 1.54 1.13 1.07 1.31 4.65 3.52
MIDLAND 1.54 1.06 1.09 1.05 4,71 543
MITCHELL 0.52 1.38 1.08 0.81 13.30 11.80
PECOS 1.62 1.23 1.05 2.27 3.54 2.67
REEVES 0.85 0.75 0.44 0.98 1.54 1.01
STERLING 0.46 1.27 1.04 0.22 6.99 6.44
WARD 2.40 2.13 1.52 5.80 9.99 4.30
WINKLER 1.44 1.57 0.99 1.49 2.94 1.72

Table 5: District 8A type curve parameters for oil, gas, and water decline.

2017 Hoerizontal wells

County b-factors Initial decline rate, Di (/yr)

Gas oil water Gas oil water
BORDEN 250 1.73 117 3.81 14.22 8.35
COCHRAN 1.00 1.85 1.44 2.40 4.35 3.19
DAWSON 0.98 1.74 1.67 248 7.63 14.67
GAINES 0.50 1.25 2.50 0.12 0.27 0.90
HALE 2.64 0.97 0.10 137 0.89 10.70
HOCKLEY 0.16 1.50 0.50 1.89 2.95 0.59
KENT 0.63 0.93 1.43 0.73 0.94 0.56
KING 0.50 1.50 1.84 2.05 0.20 0.34
LAMB 0.00 0.56 1.10 0.01 0.45 0.26
LUBBOCK 137 247 1.30 0.82 0.75 0.01
LYNN 0.97 1.27 1.02 2.20 5.80 1.02
SCURRY 2.53 1.47 0.84 1.80 2,72 4.45
TERRY 0.78 1.94 0.50 0.11 0.62 0.04
YOAKUM 250 1.88 146 0.12 3.13 3.00
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Table 6: District 7C type curve parameters for oil, gas, and water decline.

2017 Horizontal wells
County b-factors Initial decline rate, Di (/yr)
Gas oil water Gas oil water

COKE 1.50 1.02 1.50 2.07 1.15 B.10
CROCKETTS 2.19 1.10 0.30 1.05 12.91 1.29
IRION 271 0.99 1.04 0.73 6.90 8.40
REAGAN 2.97 1.13 1.02 0.55 5.04 2.26
RUNMELS 0.63 0.63 0.66 4.40 4.40 4.50
SCHLEICHER 0.22 1.50 1.36 0.19 1.56 0.68
SUTTON 0.50 1.02 1.44 0.33 1.45 6.41
TERRELL 1.40 1.19 2.05 2.10 .40 4.60
UPTON 0.54 1.07 1.13 2.00 4.49 6.82

Production Forecast

The combination of all the production from district 8, 8A and 7C for all wells are shown in Figures
25-27. This represents production from existing horizontal wells, and the future wells. At a
maximum annual rate of 20.6BSCF/D of gas, 4.3MMbbl/D, of oil and 14.1MMBBL/D of water, the
cumulative production predicted over 38 years is 264TSCF, 45.2Bbbl and 145Bbbl respectively. In
this aggregate forecast, the dominance of district 8 forecast can clearly be seen.

Figure 25: Annual Oil Production Forecast for District 8, 8A, and 7C.
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Figure 26: Annual Gas Production Forecast for District 8, 8A, and 7C.

Figure 27: Annual Water Production Forecast for District 8, 8A, and 7C.

District 8

The Railroad Commission (RRC) Qil producing District 8 consist of 15 counties. The production
forecast on the district level is shown in the Figs. 25-27which indicate a maximum annual oil, gas,
and water production rate of 3.7MMbbl/D, 16.2BSCF/D, and 12.3MMBBL/D respectively. This
amount to a cumulative production of 35.2Bbbls, 194.6TSCF and 122.1Bbbl over the period of 38
years.

45



Figure 28: Annual Oil Production Forecast for District 8.

Figure 29: Annual Gas Production Forecast for District 8.
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Figure 30: Annual Water Production Forecast for District 8.
District 8A

The RRC Oil producing District 8A consist of 19 counties. The production forecast on the district
level is shown in the Figs. 28-30 which indicate a maximum annual oil, gas, and water production
rate of 0.11MMbbl/D, 0.16BSCF/D, and 0.94MMBBL/D respectively. This amount to a cumulative
production of 1.2Bbbl, 1.5TSCF, and 8.2Bbbl over the period of 38 years.

Figure 31: Annual Oil Production Forecast for District 8A.
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Figure 32: Annual Gas Production Forecast for District 8A.

Figure 33: Annual Water Production Forecast for District 8A.

District 7C

The RRC Oil producing District 7C consist of 13 counties. The production forecast on the district
level is shown in the Figs. 31-33 which indicate a maximum annual oil, gas, and water production
rate of 0.71MMbbl/D, 6.26BSCF/D, and 1.06MMBBL/D respectively. This amount to a cumulative
production of 8.8Bbbl, 69.7TSCF and 14.1Bbbl over the period of 38 years.
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Figure 34: Annual Oil Production Forecast for District 7C.

Figure 35: Annual Gas Production Forecast for District 7C.
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Figure 36: Annual Water Production Forecast for District 7C.
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Technology

Beneficial use of treated produced water in Texas, especially from the Permian Basin, may be
possible once constituents which pose potential risk (including organics, inorganics, and
potentially radionuclides) and dissolved solids (salts), are removed from the water. As will be
discussed in the subsequent sections, the efficacy, efficiency, and estimated cost of treatment
to achieve appropriate removal is not currently well defined as few potentially applicable
technologies have been evaluated or demonstrated at scale for highly saline produced water
such as that found in the Permian and Delaware basins of Texas. The TXPWC can encourage and
facilitate the development of these technologies through both research and assistance in
overcoming barriers to implementation of the technologies. The technologies will require
demonstration at pilot scale to evaluate energy requirements and costs, realistic operations
and maintenance costs, as well as identify pretreatment and post-treatment requirements and
potential effectiveness and reliability of treatment technologies for produced water
applications. A variety of technology developers and vendors would likely be interested in
developing and demonstrating potentially applicable technologies, but an appropriate testing
facility would be an important requirement to advance these evaluations. In addition to
encouraging and facilitating the development of technologies for treating produced water the
TXPWC could also provide third party oversight and monitoring of the demonstrations
themselves. Any demonstrations at the facility would be more credible if there were third party
oversight and monitoring.

A demonstration facility could be built around a centralized produced water collection and
management facility such as one designed for recycling water within the industry. Such a facility
would have access to large volumes of produced water of different qualities and characteristics
and be permitted for managing and recycling produced water. Pilot technologies could be built
or brought to the facility and produced water could be treated and returned to the facility
without having project specific treatment and disposal permits. Co-location with an existing
permitted treatment and disposal facility minimizes the costs required to properly handle pilot
testing effluents.

A variety of technologies for desalination of produced water have been outlined in a report by
the Groundwater Protection Council although the report does not attempt to estimate the cost
of treatment.?® These technologies either alone or in combination might be appropriate for
testing and evaluation. The energy costs associated with treatment of produced water is likely
to be dominated by the removal of salts due to the high dissolved solid content of produced
water from the Permian Basin. As a result, several candidate technologies for produced water
treatment can be identified from those used to desalinate seawater. Several salt-removal
technologies were subjected to a techno-economic evaluation to illustrate their potential
applicability using as a basis the detailed information available on energy requirements and
costing available for seawater desalination applications. The primary goal of this evaluation was

% Produced Water Report: Regulations, Current Practices, and Research Needs. Groundwater Protection Council, 2019
https://www.gwpc.org/sites/gwpc/uploads/documents/Research/Produced Water Full Report  Digital Use.pdf Accessed on August 2022
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to illustrate that there are demonstrated technologies that could be employed for treatment of
produced water and an estimate of their energy requirements and operating costs. The goal of
the evaluation was not to determine the final configuration or to set detailed cost estimates of
the technologies nor to assess required pretreatment and post-treatment for any beneficial use
of the treated water. The focus was on the energy costs of implementing such technologies for
desalination of produced water because capital costs are largely unavailable and often driven
by pre- and post-treatment technologies that are not yet defined. The concept underlying the
current analysis is that if the technologies are unlikely to be economically viable or technically
feasible even disregarding pre- or post-treatment technologies, then there is little reason to
pursue those technologies. The technologies evaluated included:

e Reverse osmosis (RO)

e Multi-stage flash evaporation (MSF)

e Multi-effect distillation (MED)

e Mechanical vapor compression (MVC)

e Membrane distillation (MD)

A short summary of each of the technologies can be found as appendices (see Appendices G-K).
These summaries are designed to provide a short primer on these technologies for those
unfamiliar with them as opposed to a detailed description of how they might be applied to
produced water treatment. These processes were selected due to their widespread use (RO),
the ability to efficiently treat high salinity waters and high technology readiness level (MSF,
MED and MVC) and a promising produced water technology although not yet at a high
technology readiness level (MD). Fouling is a common challenge in the application of any
membrane technologies to the treatment of produced water. In general, thermal technologies
are more efficient at high salinities which is why the primary focus is on these technologies.
Thermal technologies can also take advantage of waste heat where available, thereby reducing
operating cost. Other technologies that are not considered here but potentially applicable to
produced water desalination and might be evaluated in pilot studies, include forward osmosis
(FO), osmaotically assisted reverse osmosis (OARO), humidification-dehumidification (HDH) and
freeze based thermal desalination. This discussion will also focus on the primary desalination
technologies to evaluate their potential applicability and not pre-and post-treatment, hybrids
or combination technologies whose evaluation is likely to be the subject of pilot scale
demonstrations.

Technology Evaluation

Assumptions

The produced water that may be available for beneficial use varies significantly in quality and
volume. In this section, potentially viable desalination technologies will be described and
evaluated. These technologies will be identified based upon their potential applicability for
treating produced water.

Essentially all beneficial uses will require significant removal of total dissolved solids (TDS)
through desalination. The economics of desalination will generally be more favorable if feed
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volumes can be maintained for substantial periods of 10 years of more. Efficient produced
water treatment will require transportation and collection of the produced water to a central
treatment facility. There has been significant growth in centralized treatment facilities, and this
will be important in developing treatment systems for beneficial uses. The treated low salinity
waters will also require transportation to the location of the beneficial use. Due to the wide
range of potential produced water collection systems as well as the equally wide range of
potential beneficial uses and locations, this will not be evaluated in this section. Instead, the
technologies will be evaluated on the basis of their operating cost, excluding costs of transport
to and from a treatment facility, pre and post treatment which may be required to effectively
and reliably achieve a higher level of effluent quality, as well as storage at the treatment facility.
Further the profit and return that may be required to induce investment will not be considered
nor will taxes.

Higher values may be placed on water in particular conditions (e.g. a community without access
to other sources of water) but will require further research to determine the likelihood of these
conditions to drive investment in widespread treatment of produced water. The potential value
of the treated water is not included in this analysis of potentially applicable technologies, but is
discussed in the economics section.

Valuable products such as rare earths, lithium or salts such as calcium carbonate or
concentrated brines may improve process economics and the demonstration and testing of
these technologies at pilot scale should be encouraged. The ability to extract these products
from Permian Basin produced water, however, has not been demonstrated and are not
considered in this section.

For the purposes of this analysis, capital costs were not estimated for produced water
treatment facilities. Capital costs for seawater treatment are included for reference and a
summary of available capital costs for produced water treatment costs are tabulated in this
report. The available data on capital costs of produced water treatment facilities, however, is
limited and focused primarily on pilot scale or small treatment facilities. Driving down the
capital costs of produced water treatment facilities through scale and design is a major
objective of the TXPWC and the proposed pilot plant testing.

The evaluation of treatment costs here is limited to operating cost and reported on a basis of
volume of treated product water. The capital costs are likely to show economies of scale but the
operating costs on a per unit volume of treated product water basis are largely independent of
plant size. All operating costs were evaluated on the basis of a feed water volume of 2 MGD
(0.048 MMbopd). A variety of cost factors that were included in the analysis are summarized
below.

e Capital costs are shown only for seawater desalination where costing is available.?® Capital costs

are corrected to 2022 chemical engineering process cost index.

26 Bhojwani, S.; Topolski, K.; Mukherjee, R.; Sengupta, D.; El-Halwagi, M. M., Technology review and data analysis for cost assessment of water
treatment systems. Science of The Total Environment 2019, 651, 2749-2761.
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e Feed water volume of 2 MGD (0.048 MBD) is shown although the operating cost per volume
treated product water is essentially identical at larger and smaller flows using the simplified
assumptions applied here.

e 100% plant availability.

e Electrical costs at $0.06/KWh.

e Thermal energy costs at $6/MMBTU.

e Labor costs at $0.025-0.05/m? of water produced.?” These were corrected to 2022 with the
chemical engineering process cost index.

e Chemical costs for seawater were used as a basis.?® 2° This was corrected for high TDS waters by
assuming chemical costs were linear in TDS and corrected to 2022 using the Federal Reserve
Consumer Price Index for commodity chemicals.

e Energy requirements and capital costs for seawater facilities were used as a basis.3? Capital costs
were only estimated for seawater facilities since these are the only facilities for which reliable
costing data could be identified. These were corrected to 2022 with the chemical engineering
process cost index.

e Process efficiency estimates were based upon data from seawater facilities and estimates of
minimum energy requirements to achieve the desired desalination.3% 32

The potentially applicable treatment technologies will normally produce water with 100 mg/L
total dissolved solids (TDS) or less. For the purposes of this analysis the product water will be
assumed freshwater with negligible TDS. It is also expected that salts will not normally be cost-
effective to recover, and the baseline analysis will assume that the concentrate stream will be
disposed of by saltwater disposal wells. This would normally be expected to limit the TDS in the
concentrate stream to 250-275 g/L (250,000—275,000 mg/L) to avoid difficulties with pumping
and disposing of this stream. For this reason, brine concentration and crystallization
technologies are not considered.

Produced Water Chemistry

The range of produced water chemistry that will likely require desalination was based upon a
database of more than 17,000 individual samples provided by an industry partner. This
database included 14,814 samples from tight oil wells, split between the Delaware and Midland
Basins (2,265 samples and 11,036 samples, respectively), ranging from 2014 to 2022. From this
database a median produced water TDS as well as 25" percentile and 75™ percentile chemistry
was determined. The median dissolved solids concentration in the database was 123 g/L
(123,000 mg/L), while the 25 percentile was 95.2 g/L (95,200 mg/L) and the 75 percentile
was 142 g/L (142,000 mg/L). The Delaware basin samples contained significantly less dissolved
solids with a median concentration of 71.1 g/L (71,100 mg/L). Xu and Hightower from the New

27 Mistry, K. H.; Lienhard, J. H., An economics-based second law efficiency. Entropy 2013, 15 (7), 2736-2765.

28 Bhojwani, S.; Topolski, K.; Mukherjee, R.; Sengupta, D.; El-Halwagi, M. M., Technology review and data analysis for cost assessment of water
treatment systems. Science of The Total Environment 2019, 651, 2749-2761.

29 Najafi, F. T.; Alsaffar, M.; Schwerer, S. C.; Brown, N.; Ouedraogo, J. In Environmental impact cost analysis of multi-stage flash, multi-effect
distillation, mechanical vapor compression, and reverse osmosis medium-size desalination facilities, ASEE Annual Conference & Exposition, 2016.
30 Al-Karaghouli, A.; Kazmerski, L. L., Energy consumption and water production cost of conventional and renewable-energy-powered desalination
processes. Renewable and Sustainable Energy Reviews 2013, 24, 343-356.

31Lin, S., Energy Efficiency of Desalination: Fundamental Insights from Intuitive Interpretation. Environmental Science & Technology 2019

32 Thiel, G. P. Desalination systems for the treatment of hypersaline produced water from unconventional oil and gas processes. Massachusetts
Institute of Technology, 2015.

54



Mexico Produced Water Research Consortium have reported a similar level of TDS (Average of
3,800 samples in the Permian Basin of 118 g/L).3* Not measured in the samples included in the
database evaluated here is organic matter and Xu and Hightower reported an average of about
120 mg/L (TOC) with a maximum of 184 mg/L in their produced water samples. The presence
and levels of potential organic constituents of concern are an important factor in evaluating
treatment technology efficacy and potential beneficial uses of the treated effluent. However,
for the current evaluation and development of rough treatment cost estimates for desalination
treatment technologies, the focus is on the inorganic constituents.

For the purposes of this technology evaluation, we considered waters for four different TDS
concentrations as summarized in Table 7. These included the 25, 50 and 75%ile produced water
concentrations from the entire database and seawater as relatively high-quality produced
water “end-member” (e.g. produced water from Delaware basin)

Based on a concentrated stream limit of about 250 g/L (250,000 mg/L), the recovery of the
median produced water in a desalination system is limited to about 50% and this was used in
the evaluation of the technologies. Various technologies may have their own limits to recovery,
and these will be noted in the discussion of those technologies.

Table 7: Assumed chemical composition of produced water for treatment based on 17,000+ samples from the Midland and
Delaware basins (* Na was adjusted slightly where necessary to achieve electroneutrality).

Concentration (mg/L)
Species Seawater 25th Percentile 50th Percentile 75t Percentile
Calcium (Ca) 408 1,723 2,728 3,794
Magnesium (Mg) 1,298 299 464 640
Sodium (Na)* 10,768 34,417 43,336 49,458
Potassium (K) 396 359 501 643
Barium (Ba) - 1 2 3
Strontium (Sr) - 293 506 691
Iron (Fe) - 17 36 68
Manganese (Mn) - 0.6 11 1.9
Total cations 12,870 37,122 47,592 55,325
Sulfate (SO4) 2702 282 421 690
Chloride (Cl) 19364 57,012 73,586 84,843
Bromide (Br) 67 401 549 674
Phosphate (POy) - 32 48 66
Boron (B) - 40 49 61
Silica (SiO,) 5 10 13 17
Bicarbonate (HCO3) 146 256 366 525
Carbon Dioxide (CO3) 9.19 110 220 374
Total anions 22,284 58,033 75,035 86,880
Total TDS 35,154 95,155 122,627 142,204
Alkalinity (as mg/L CaCO3) 120 210 300 431

33 Xu, P.; Hightower, M., Characterization of Produced Water and Surrounding Surface Water in the Permian Basin. In Produced Water Society
Seminar 2022, Houston TX, 2022.
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An additional limitation on desalination processes is that a minimum energy is required to
achieve the separation of salts from water. Figure 37 illustrates the minimum energy required
for seawater (SW) and 25, 50 and 75" percentile produced water (PW) based upon the
composition in Table 7. The e-NRTL model as developed and updated at TTU343> 36,37 was used
to evaluate non-ideal solution behavior which has an important effect on the required
minimum energy. The minimum energy considering non-ideal solution effects is 1.5-2 times
greater for the produced water cases than based upon the assumption of an ideal solution. The
effect of non-ideality on the seawater case is minimal.
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Figure 37. Comparison of thermodynamic minimum energy requirements to desalinate seawater (SW) and 25, 50 and 75
Percentile produced water (PW) as a function of fresh water recovery.

34Song, Y.; Chen, C.-C., Symmetric electrolyte nonrandom two-liquid activity coefficient model. Industrial & Engineering Chemistry Research 2009,
48 (16), 7788-7797.

35 Honarparvar, S.; Saravi, S. H.; Reible, D.; Chen, C.-C., Comprehensive thermodynamic modeling of saline water with electrolyte NRTL model: A
study on aqueous Ba2+-Na+-Cl--SO42- quaternary system. Fluid Phase Equilibria 2017, 447, 29-38.

36 Honarparvar, S.; Saravi, S. H.; Reible, D.; Chen, C.-C., Comprehensive thermodynamic modeling of saline water with electrolyte NRTL model: A
study of aqueous Sr2+-Na+-Cl--SO42- quaternary system. Fluid Phase Equilibria 2018, 470, 221-231.

37 Chen, T.; Honarparvar, S.; Reible, D.; Chen, C.-C., Thermodynamic modeling of calcium carbonate scale precipitation: aqueous Na+-Ca2+-Cl—
HCO3--C032—-C02 system. Fluid Phase Equilibria 2022, 552, 113263.
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Reverse Osmosis (RO)

Reverse osmosis is the de facto standard desalination technology for brackish water and
seawater. Water is forced through a membrane by pressurizing above the osmotic pressure
and reversing normal osmotic flow. The primary advantage of RO is its efficiency and relatively
low operating cost. Table 8 summarizes our estimated treatment cost for seawater and of
treating produced water at 25% ile38. As with all technologies in this document, seawater
desalination is used as a basis for the produced water desalination estimates subject to the
assumptions defined above. Because only seawater desalination data is available, the
evaluation of RO for high salinity (>100,000 mg/L) produced water treatment is not currently
possible as the membrane systems necessary to achieve desalination have not been
demonstrated.

Table 8: Costs of treating seawater and produced water (25% ile TDS) by RO (assuming 50% recovery).

Reverse Osmosis

Feedflow Feedflow  Recovery Product flow Capital Cost Operating Cost Operating Cost per volume water
MBD MGD % (viv) MGD M$ Ms$/yr $/m3 $/bbl
Low High Low High Low High
Case Seawater
0.048 2 50 1.00 8.6 0.3 0.8 0.25 0.55 0.04 0.09
Case Produced water - 25th Percentile TDS Low High Low High Low High
0.048 2 50 1.00 0.9 24 0.68 171 0.11 0.27

38 Bhojwani, S.; Topolski, K.; Mukherjee, R.; Sengupta, D.; El-Halwagi, M. M., Technology review and data analysis for cost assessment of water
treatment systems. Science of The Total Environment 2019, 651, 2749-2761.
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Figure 38. Comparison of thermodynamic minimum energy requirements to desalinate seawater (SW) and 25, 50 and 75
Percentile produced water (PW) as a function of fresh water recovery.

Multi-stage Flash Evaporation (MSF)

Multi-stage flash evaporation is a relatively mature technology that involves a series of stages
under partial vacuum in which a portion of the feed water evaporates yielding a product water
essentially free of dissolved solids and salinity. It is energy intensive in that feed water needs to
be heated to 90-110 °C. Heat is recovered from the vapors at each stage to assist in this
process. It can be applied to highly saline waters although scaling on heat transfer surfaces can
be problematic. The technology is most efficient for large volume water treating. The primary
limitation of multistage flash evaporation is that the recovery for existing facilities is limited to
20%. This is not a serious limitation for treating seawater at the coast in that feed volume can
be increased to meet desired treated water targets. For produced water, however, this
limitation means that MSF reduces the volume of produced water that must sent for deep well
disposal by only 20%. This may not be a sufficient disposal volume to encourage large scale
investment despite a relatively low cost. The estimated costs of MSF for various size facilities
assuming 20% freshwater recovery are shown in Table 9.

The primary resource for capital cost is Bhojwani et al.>° A low- and a high-cost range is shown
with the primary difference being assumed process efficiencies. For seawater, the typical range

39 Bhojwani, S.; Topolski, K.; Mukherjee, R.; Sengupta, D.; El-Halwagi, M. M., Technology review and data analysis for cost assessment of water
treatment systems. Science of The Total Environment 2019, 651, 2749-2761.
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of gained output ratio defined as kg of product treated water/kg steam is 8-15.%° For produced
water, the low range operating cost is defined by the higher expected thermodynamic
efficiency for highly saline systems (20%) while the high range operating cost is defined by the
lower efficiency of seawater MSF desalination (about 4%).%! Like all of these technologies,
practical information obtained through pilot projects will be critical to the development of
realistic cost data. Members have noted that extrapolating costs from seawater desalination
can result in projected CAPEX and OPEX deficiencies, particularly through materials for
construction, the loss of convenient heat sink of seawater for vapor condensing, impact of
scaling/cleaning, and impact of ability to recover.

Table 9: Estimated costs of multi-stage flash evaporation for seawater and various quality produced waters assuming 20%
recovery of the feedwater.

Multi-stage Flash

Feedflow  Feedflow Recovery Product flow Capital Cost Operating Cost Operating Cost per volume water
MBD MGD % (vIv) MGD M$ Ms$/yr $/m3 $/bbl
Low High Low High Low High
Case Seawater
0.048 2 20 0.40 7.98 0.6 11 1.05 2.02 0.17 0.32
Case Produced water - 25th Percentile TDS Low High Low High Low High
0.048 2 20 0.40 0.8 34 1.42 6.08 0.23 0.97

Case Produced water - 50th Percentile TDS
0.048 2 20 0.40 1.0 4.5 1.85 8.10 0.29 1.29

Case Produced water - 75th Percentile TDS
0.048 2 20 0.40 1.2 5.4 2.20 9.71 0.35 1.54

Multi-Effect Distillation (MED)

Multi-effect distillation is also a relatively mature technology that produces freshwater at
slightly lower temperatures than multi-stage flash. The system can be operated in a forward
feed mode in which all streams move through stages in the same direction, backward feed
when the vapors and feed move in opposite directions, and parallel feed where feed water is
fed to all stages simultaneously. Recovery is typically higher than with multi-stage flash
including up to 67% in some applications. However, like MSF scaling on heat transfer surfaces
are an issue for produced water.

As with multi-stage flash, the primary resource for capital costs is Bhojwani et al.! For seawater,
the typical range of gained output ratio defined as kg of product treated water/kg steam is 10-
16*. For produced water the high range operating costs assumes the same gain output ratio as
seawater case while the low range is defined by a higher thermodynamic efficiency (20%).°
Operating costs are summarized in Table 10 for a recovery of 50%.

40 Al-Karaghouli, A.; Kazmerski, L. L., Energy consumption and water production cost of conventional and renewable-energy-powered desalination
processes. Renewable and Sustainable Energy Reviews 2013, 24, 343-356.

41 Thiel, G. P. Desalination systems for the treatment of hypersaline produced water from unconventional oil and gas processes. Massachusetts
Institute of Technology, 2015.
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Table 10: Estimated costs of multi-effect distillation for seawater and various quality produced waters assuming 50% recovery of
the feedwater.

Multi-effect distillation

Feedflow Feedflow Recovery Product flow Capital Cost Operating Cost Operating Cost per volume water

MBD MGD % (Viv) MGD M$ M$/yr $/m3 $/bbl

Low High Low High Low High
Case Seawater
0.048 2 50 1.00 7.6 1.3 2.2 0.97 1.57 0.15 0.25
Case Produced water - 25th Percentile TDS Low High Low High Low High
0.048 2 50 1.00 2.4 7.2 1.75 5.20 0.28 0.83
Case Produced water - 50th Percentile TDS
0.048 2 50 1.00 3.3 9.8 2.35 7.06 0.37 112
Case Produced water - 75th Percentile TDS
0.048 2 50 1.00 3.9 11.8 2.82 8.52 0.45 1.35

Mechanical Vapor Compression

Mechanical vapor compression desalination uses pressure rather than temperature as the
primary tool to achieve evaporation. It operates at relatively low temperatures for an
evaporative technology, increasing its efficiency. The water vapor from the
evaporator/condenser gets compressed producing a superheated fluid which provides the heat
for the vaporization of the pre-heated feed. Relatively high recoveries (up to 40-50% are
possible).

As with multi-stage flash, the primary resource for capital costs is Bhojwani et al.*> A low and a
high operating cost range is shown with the primary difference being assumed process
efficiencies. Overall efficiencies range from 8-14% °, Costs are summarized in Table 11 for a
recovery of 50%. Only the lowest flowrates evaluated for other processes are shown because
this technology has not been demonstrated for higher flowrates. Higher flowrates are achieved
by multiple MVC systems in parallel.

Table 11: Estimated costs of MVC for seawater and various quality produced waters assuming 50% recovery of the feedwater.

Mechanical Vapor Compression

Feedflow Feedflow Recovery Product flow Capital Cost Operating Cost Operating Cost per volume water

MBD MGD % (VIV) MGD M$ M$/yr $/m3 $/bbl

Low High Low High Low High
Case Seawater
0.048 2 50 1.00 4.90 0.7 1.2 0.49 0.88 0.08 0.14
Case Produced water - 25th Percentile TDS Low High Low High Low High
0.048 2 50 1.00 17 4.1 1.21 2.95 0.19 0.47
Case Produced water - 50th Percentile TDS
0.048 2 50 1.00 2.3 5.6 1.66 4.05 0.26 0.64
Case Produced water - 75th Percentile TDS
0.048 2 50 1.00 2.8 6.8 2.01 491 0.32 0.78

42 Bhojwani, S.; Topolski, K.; Mukherjee, R.; Sengupta, D.; El-Halwagi, M. M., Technology review and data analysis for cost assessment of water
treatment systems. Science of The Total Environment 2019, 651, 2749-2761.
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Membrane distillation (MD)

Membrane distillation is a promising but less mature technology than those evaluated above.
The membrane is hydrophobic allowing only vapor to pass ensuring that salts dissolved in the
liguid phase are not passing through the membrane. The membrane typically has larger pores
than with RO and the lack of water flux avoids some fouling issues. Condensation of liquids on
the product sides slow vapor transport. Various configurations exist to correct this problem
including air-gap membrane distillation which has stagnant air between the sides of the
membrane and sweeping air membrane distillation minimizes vapor condensation on the
membrane. Vacuum membrane distillation also ensure that condensation does not occur on
the membrane surface.

Tavakkoli et al.** conducted a technoeconomic evaluation of MD for Marcellus produced water
which typically exhibits higher salinities than Permian water. They estimated that an 1893
m3/day facility producing 1263 m3/day of freshwater (7944 barrels per day, 0.33 MGD) would
cost $1.58 /barrel.

Table 12 summarizes our estimates for costs to treat Permian basin produced water. Note that
MD has only been demonstrated at small pilot plant level scales and extrapolation to high
flowrates is not supported.

Table 12: Estimated costs of MDD for seawater and various quality produced waters assuming 50% recovery of the feedwater.

Membrane Distillation

Feedflow Feedflow Recovery Product flow Capital Cost Operating Cost Operating Cost per volume water
MBD MGD % (VvIv) MGD M$ M$/yr $/m3 $/bbl
Low High Low High Low High
Case Seawater
0.048 2 50 1.00 8.9 15 4.7 111 341 0.18 0.54
Case  Produced water - 25th Percentile TDS Low High Low High Low High
0.048 2 50 1.00 6.0 16.5 431 11.91 0.69 1.89

Case Produced water - 50th Percentile TDS
0.048 2 50 1.00 8.3 22.8 5.97 16.46 0.95 2.62

Case Produced water - 75th Percentile TDS
0.048 2 50 1.00 10.1 27.8 7.28 20.04 1.16 3.19

43 Tavakkoli, S.; Lokare, O. R.; Vidic, R. D.; Khanna, V., A techno-economic assessment of membrane distillation for treatment of Marcellus shale
produced water. Desalination 2017, 416, 24-34.
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Other technologies
A variety of other technologies have been proposed for desalination. Panagopoulos# compared
the actual energy consumption and treated product water cost for several processes including

e Membrane based processes
0 Electrodialysis metathesis (EDM)
Reverse osmosis (RO)
Nanofiltration (NF)
High pressure reverse osmosis (HPRO)
Forward osmosis (FO)
Electrodialysis (ED) and electrodialysis reversal (EDR)
Osmotically assisted reverse osmosis (OARO)
Membrane distillation
Membrane crystallization
e Thermal processes
Multi-effect distillation (MED)
Multi-stage flash evaporation (MSF)
Brine concentrator (BC)
Spray dryer (SD)
Eutectic freeze crystallization (EFC)
Brine crystallizer (BCr)

O O0O0OO0OO0O0O0OOo

©O O0O0O0OO0O0

It is difficult to directly compare the analysis in Panagopoulos to those herein due to different
assumptions about feed water quality, but the energy and costs reported in the manuscript can
provide some indication of the relative behavior of the processes as well as provide some
additional rationale for the processes evaluated in this report.

Figure 39 shows the actual energy consumption estimated by Panagopoulos for the various
technologies. Although the energy consumption of the membrane processes are relatively low,
they are, in general, not applicable to highly saline water streams. Intermediate in energy
requirements are the thermal processes (including MSF and MED considered in this report).
These processes have the advantage of being capable of addressing highly saline waters. The 5
relatively high energy processes are, except for MD, brine concentration or crystallization
approaches which are not part of the current analysis.

4 Panagopoulos, A.; Haralambous, K. J.; Loizidou, M., Desalination brine disposal methods and treatment technologies - A review. Sci Total Environ
2019, 693, 133545.
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Figure 39 Actual energy consumption (AEC) for various processes from Panagopoulos*

Figure 40 shows the estimated costs of the treated water produced for the various processes
from Panagopoulos. The only processes considered that are neither membrane-based
processes nor brine concentatrion/crystallizaiton processes are MSF, MED and MD. These other
processes may be appropriate for specialized applications in the future and should be
considered for demonstration and evaluation for those applications. The processes discussed in
this report, however, remain the processes most likely to be applicable to broad based
treatment of highly saline waters with the concentrate phase remaining a liquid for deep well
disposal.

“ Ibid.
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Figure 40 Cost of treated freshwater (<800 mg/L TDS) produced by the various processes from Panagopoulos*®

Existing Produced Water Treatment Facilities

The data and analyses presented above is largely an effort to extrapolate from existing data on
seawater desalination facilities to compare basic facilities for produced water desalination on a
common basis (no pre- or post-treatment, no storage or transportation, no hybrid or
combination technologies and operating costs only). There are existing produced water
treatment facilities at both full and pilot scale which can also provide information, and most are
thermal (evaporation/condensation) technologies as were the focus of the discussion here.
These facilities have mostly been constructed and operated in oilfield basins other than the
Permian and thus may have different economic and regulatory drivers. In the Marcellus Shale,
for example, there are few disposal wells, the amount of water generated is relatively low
compared to the Permian and the TDS concentration is high (i.e., greater than the Permian
basin medium TDS). The latter characteristics could be viewed as a negative, but it allows the
facilities to produce more easily salts and high value products such as lithium which can
partially offset the cost of desalination. Thus, many of the plants that are currently operating
include solids management and recovery or produce a valuable concentrated brine which are
not considered in the analyses herein. These facilities also tend to exhibit higher water
recoveries since one of the goals is to recover as much as possible from the produced water
feed stream. Thus, the overall costs and energy requirements are typically higher than those
evaluated here.

46 Panagopoulos, A.; Haralambous, K. J.; Loizidou, M., Desalination brine disposal methods and treatment technologies - A review. Sci Total
Environ 2019, 693, 133545.
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Although the assumptions are different the summaries provided by EPA are instructive as to the
energy requirements and costs of such facilities. Table 13 compares energy requirements form
mechanical vapor compression technologies by this work and operating facilities summarized
by EPA 2018.#’ Although there is no perfect comparison, EPA reported energy requirements of
22-94 kWh/m? of treated product water using produced water 60-130 g/L, MVC-based
technologies, and recoveries of 50-95%. The range we report for MVC technology treating
Permian Basin produced water (90-140 g/L) and 50% recovery is 18-75 kWh/m?3 of treated
product water. Higher energy requirements are associated with higher TDS and higher
recovery. Although energy requirements are similar, operating costs reported by EPA tend to be
significantly higher due to different assumptions about unit energy costs as well as the cost of
money and return on investment which are not included in our analyses.

Table 13: Comparison of PW energy requirements in this work to that reported by EPA, 2018 for mechanical vapor compression.

ENERGY COMSUMPTION COMPARISON FOR MVC DESALINATION

Feed TDS Energy (KWh/m3—product) Reference
Type (g/L) Recovery Low High

Theoretical estimate 35 50 7.0 12.0 This study
Theoretical estimate 95.6 50 18.0 44.0 This study
Theoretical estimate 122 50 25.1 61.3 This study
Theoretical estimate 140.1 50 30.6 74.8 This study
Vendor/Field study/Reports 110-130 50 81.8 94.35 EPA 2018
Vendor/Field study/Reports 60-80 60-90 38.6 EPA 2018
Vendor/Field study/Reports <128 60-95 22.0 304 EPA 2018

We were not able to include capital costs of produced water treatment facilities in our
evaluation. EPA has summarized costs for existing facilities, and these are included in Table
148, Note that these facilities are relatively small (only one exceeds 0.5 MGD) and may have
normalized costs that exceeds large scale operational facilities that may be developed in the
future. A major goal of the TXPWC and pilot projects is to reduce this normalized treatment
cost through a combination of scale and design.

Table 14: Capital Costs of PW treatment facilities (EPA, 2018).

CAPITAL COSTS
Feed TDS Capacity Capital cost Total Capital cost Total cost

Technology Type (Q/L) (MGD) ($/gpd) (in million $) ($/bbl) Cost type Reference
MVR 45-80 0.32 NA NA 2.57-4.5 Purchase EPA 2018
MVR NA 0.11 38 4.0 5.0-6.0 Purchase EPA 2018
MVR NA 0.05 22-44 1.7 2.0-3.0 Purchase EPA 2018
MVR <128 0.07 34 2.4 2.5-6.5 Purchase EPA 2018
Evaporative 25.3-195 NA 8 NA 5.24 Purchase EPA 2018
NA 100 NA NA NA 6.3-8.25 NA EPA 2018
NA 100 NA NA NA 6.5-10.0 NA EPA 2018
NA 15-230 4.2 NA 22-95 3.6-7.5 NA Oklahoma PWWG, 2017

MVR- Mechanical Vapor Recompression

47 US EPA, Detailed Study of the Centralized Waste Treatment Point Source Category for Facilities Managing Oil and Gas Extraction Wastes, EPA-
821-R-18-004, 2018.

4814,
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Member Feedback and Future Issue

Establishing Bonding and Process Safeguards

Another important issue that will need to be considered if beneficial use outside of oil & gas
becomes a reality: establishing bonding and process safeguards to ensure resources are
available to address potential hazards and/or facility abandonment. 76% of survey respondents
agreed in whole or in part with this concept, while 7% disagreed that such measures need to be
established. Among the concepts for further discussion members offered ideas such as creating
an industry funded treated produced water reclamation fund to insure against future liability,
evaluating Pennsylvania’s tiered annual renewal fee for covering releases and abandonments,
and reviewing existing RRC reclamation, road base manufacturing plant bonding, commercial
vs. non-commerecial fluid recycling and CCUS programs along with Natural Resource Code
91.109. Some members recommended lowering the dollar value requirements for existing
water recycling operations, while others indicated the existing disposal regulation bonding and
safeguard processes are a good place to start. Other potential existing programs to model
include RCRA and CERCLA, the John Graves General Permit through TCEQ, RRC SWR 3.1 and
3.78, and existing bonding requirements for gas processing plants and water treatment facilities
in other states. There was also feedback related to going beyond just accidental releases to
include any potential impacts associated with intentional reuse, and a desire to further clarify
who/what is required to carry such bonding.

Summary
An analysis of a variety of potentially applicable treatment technologies leads us to the
following conclusions.

e Based on theoretical evaluation using minimum energy for salt separation processes
combined with estimated range of thermodynamic efficiencies for given desalination
processes, there are potentially applicable technologies that may reduce disposal
volume by a factor of 2 and with individual operating costs less than $1/ bbl on the basis
of evaluating salts removal.

e Costs and necessity of pre- and post-treatment for further organic and inorganic
treatment are a significant unknown and will increase the operating cost per barrel
accordingly.

e Storage and distribution to users likely controls the economic viability of beneficial use.

e Thermal (Evaporation/Condensation) technologies can be viable options depending on
configuration, waste heat availability and water recovery.

e Membrane technologies are continuing to develop but currently have limited
applicability due to high osmotic pressure and scaling challenges. They may be
appropriate as part of an overall treatment train.

e There is a need for pilot projects of potentially applicable technologies to determine
their full potential, define efficient hybrid/combination approaches and evaluate pre
and post treatment requirements.
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Pilot Projects

One of the most important next steps for this Consortium is to undertake a series of pilot
projects to develop and improve understanding of economically viable production scalable
treatment technologies or treatment trains. While the Consortium is working to develop exact
parameters for the project RFP’s by the end of 2022, ideally the projects would require
technology capable of treating average Permian TDS between 120,000-130,000 mg/L. The
Consortium is also working to establish standards targets and/or to identify testing and
analytical programs, including sampling and analysis plans and quality control/quality
assurance, that will be utilized in the subsequent testing and analysis phase with treated
produced water samples. The following are the proposed pilot projects:

Phase 1: Immediate Focus

Minimum 500 barrel/day output of treatment technology equipment co-located
in the Midland Basin at an existing produced water collection site, designed to
provide treated produced water samples for testing and analysis of constituent
characterization and risk and toxicology assessment, and operational costs.
Estimated operation: 3-6 months per technology, continuing thereafter as
necessary.

Minimum 500 barrel/day output of treatment technology equipment co-located
in the Delaware Basin at an existing produced water collection site, designed to
provide treated produced water samples for testing and analysis of constituent
characterization and risk and toxicology assessment, and operational costs.
Estimated operation: 3-6 months per technology, continuing thereafter as
necessary.

Phase 2: Operated as Funding and Consortium Member Interest Allows

Structure

Establish bench scale “plug-and-play” testing facility to focus on innovative
technologies and treatment-train efficacy research.

Site analysis of existing non-Texas based produced water treatment facilities.
Contained and monitored application testing and analysis of treated produced
water on native rangeland, cotton, and/or regional edible crops to further aid in
overall system knowledge regarding human health and environmental hazard and
risk assessment.

Utilizing Consortium member participation and oversight, Phase 1 pilot projects will be selected
and operated on their ability to treat a minimum of 500 bopd of average quality Permian Basin
PW (120,000-130,000 mg/L TDS) to <1000 mg/L. The RFP process will be split into two phases.
The first RFP will be location-based to find volunteer facilities with the capability to accept a
third-party treatment system or containing their own treatment system, minimum of one
facility in each of the Delaware and Midland basins. The second RFP will be technology based to
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solicit companies who can warrant they are able to meet the requirement established in the
RFP. Additional considerations for pilot projects may include:
e Access to a PW volume necessary for direct feed or storage and feed to a technology or
technology system.
e Access to disposal of liquids and solid wastes.
e Energy required by the treatment technology or treatment system.
e Access for testing and monitoring.

These Phase 1 Pilot Projects aim to leverage knowledge gained through NMPWRC bench scale
projects to test production capacity of a treatment technology (or treatment train) to
understand complete costs (CAPEX & OPEX), waste volumes and qualities, and treated
produced water quality achieved. Pilot projects will require a Consortium determined set of
monitoring, measuring, testing, analyzing, and reporting methods. Current Consortium member
input, published papers, and existing permit requirements offer a wide range of options for
monitoring and testing methods including sampled testing for analytes, WET (Whole Effluent
Toxicity) testing, and Liquid Chromatography High Resolution Mass Spectrometry (qTOF)
methods in addition to the risk assessment framework developed by the GWPC (see Appendix
F). As mentioned previously, there has been some disagreement between members on the
exact approach to testing and analysis at this time, and we are working to develop guidelines
prior to releasing an RFP.

Projects in Phase 1 are designed to find the most technologically ready and scalable technology
(members have indicated that a system that can reliably treat a minimum inflow of 500 barrels
per day provides relative assurance of continued scalability) for achieving beneficial use.
Additionally, bench scale testing ensures innovative technologies that may drive further
efficiencies and/or better economics are still appropriately considered. Once membership is
willing, the Consortium would aim to also test and analyze treated produced water application
on soil, plants (rangeland & crops), and animals (wildlife & livestock) in contained and
monitored environments to aid in the continued understanding of any potential human health
and environmental impacts. These tests would at minimum be administered according to all
applicable regulations and permitting requirements, along with any other necessary
membership approved containment protocols to prevent and/or limit off-site exposure and
transmission risks.

State Participation Needs: Funding for Testing

With such a critical focus on providing proof-of-concept through the scalable pilot projects, the
associated testing and analysis of the treated water will be the lynch pin to the whole system.
Funding for Phase 1 project testing will vary as Consortium members set the parameters and
frequency for testing in the coming months. Proposed methods of testing and associated costs
have been developed through member input and with the help of cost analysis from NMPWRC
to provide an estimate. Currently one of the most expansive approaches includes a series of
comprehensive analyte testing on influent and effluent water streams, potentially accompanied
by daily and weekly monitoring tests and sampling. This is another area where some members
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are split, with other members contending that if no process or influent water quality in the
treatment system is changed (which may not be feasible if located at a centralized/shared
facility), daily and weekly testing should be minimized as it is likely redundant. Table 15
provides a breakdown of the potential range of cost estimates that can be adjusted depending
on which method Consortium members choose (also included in Appendix L):

Table 15: Potential Testing Costs for 3- and 6-Month Pilot Projects.
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As you can see from the table, administering testing for two pilot projects over 3-6 months is
estimated to run between $362,000-480,000. Attempting to operate several sets of pilot
projects within a year could reach and exceed $1,000,000 for the first year, likely declining once
the Consortium is comfortable with the achieved characterization and risk analysis of the initial
trials’ produced water samples.

Timeline

Depending on the finalization of RFP’s and selected location and technology-based applicants,
the Consortium would ideally like to have projects selected no later than Q2 2023 with start
dates pending any state appropriation. Consortium members will also decide on length of
project trials, currently identified between 3-6 months per project.

Critical Components of RFP

Members have added several ideas for RFP inputs that will continue to be considered, including
ensuring zero-discharge, uptime expectations, focusing on determining full-treatment costs
(including operations and maintenance, energy, and appropriate solids management), utilizing
grid electricity or natural gas as the most reliable forms of energy as opposed to waste heat,
and making sure that certain standards targets are established prior to adoption of an RFP.
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Water Quality Standards

This chapter discusses the water quality requirements for typical non-oil and gas sector water
uses. It also presents a discussion on current data gaps, future research and application
directions that are necessary for establishing water quality standards for various end uses.

Introduction

Over 400,000 acre-feet of produced water is disposed annually using deep well injection
methods within the Permian Basin region of Texas.*® Being a semi-arid region with limited
water resources, this water has the potential to mitigate some of the current and projected
water deficits in West Texas.>® The disposal of produced water has also contributed to
increased seismic activity in recent times.>%? Therefore, reuse of produced water outside of
the oil and gas industry could be beneficial if it can be proven that treatment technologies can
efficiently and economically treat water to a quality that is acceptable for other end users and is
protective of human health and the environment.

While there is a growing interest in reusing produced water in non-oil and gas applications,
doing so is not without challenges. The quality of Permian produced water will require
additional treatment prior to its use. Additional consideration should be given to constituents
within the produced water that may pose risks to human health and the environment, not only
for their potential presence in treated effluents, but also from risks or spills that may occur
while raw water is transported and stored prior to any treatment. In addition, there could be
residual constituents in the produced water (even after treatment) whose impacts on an
intended use may not fully be known at this stage. All these factors are important when reuse
of produced water is considered in any given sector.

Water quality standards (WQS) are provisions of state, territorial, authorized tribal or federal
law approved by EPA that describe the desired condition of a water body and the means by
which that condition will be protected or achieved.>3 This definition implies that standards
mainly focus on evaluating whether a water source is fit for a given purpose. As stated earlier,
treatment technologies are often required to make the source water fit for a given purpose. In
addition, if the source water contains constituents of concern, additional care must be taken to
ensure that the source water is stored and transported properly. The treatment of produced
water will result in generation of concentrated brine that may include elevated levels of many
constituents of concern. Therefore, disposal of waste concentrate is also an important aspect of
overall produced water reuse.

The primary focus of this chapter is to better understand what is known or available in current
standards or guidelines that could inform the ongoing discussion between Consortium

4% Railroad Commission of Texas, https://www.rrc.state.tx.us/, 2022
50Br.Scanlon,https://www.researchgate.net/publication/339307492_Will_Water_Issues_Constrain_Oil_and_Gas_Production_in_the_US

51 Railroad Commission of Texas, “Seismicity Response,” https://www.rrc.texas.gov/oil-and-gas/applications-and-permits/injection-storage-
permits/oil-and-gas-waste-disposal/injection-disposal-permit-procedures/seismicity-review/seismicity-response/

52 Texas Seismological Network, https://earthquake.usgs.gov/data/comcat/contributor/tx/ 2022.

S3EPA, "What are water quality standards?” https://www.epa.gov/standards-water-body-health/what-are-water-quality-
standards#:~:text=Water%20quality%20standards%20(WQS)%20are,will%20be%20protected%200r%20achieved
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members in developing recommended guidance on water quality standards that would be
necessary to treat produced water to a quality that is fit for a given use.

Caveats, Assumptions and Limitations

While there is a growing interest in reusing treated produced water in many sectors, much of
the work carried out to-date is still at laboratory or small-scale piloting stages.>* As such, the
potential impacts of reusing produced water at field scale is largely unknown for most
applications. The lack of hazard and risk assessment is perhaps the most significant limitation of
this study. The Texas Produced Water Consortium will continue to track efforts in this area and
update this document as more studies become available and when it is possible and necessary
to do so.

The reuse of treated produced water for numerous variable end-uses to address challenges
associated with drought and dwindling water resources facing many Texas water users is
certainly an ideal end-goal. However, questions still exist with regards to a detailed
characterization of the produced water and the likely risks to human health and the
environment posed by constituents within the produced water.>>°6°7585960 Bgsed on the
feedback from the stakeholders of the Texas Produced Water Consortium, given the current
state-of-the-knowledge, and the constraints of time, both direct and indirect potable reuse
were not considered in this study. Therefore, no attempt was made to study the water quality
standards for potable water use. The consortium will continue to engage with its stakeholders
and other researchers and regulatory agencies to address this issue in the future.

It may be more practical to treat produced water for certain applications, such as industrial use
or agricultural applications, which are discussed in this report below. Members have also
expressed interest in studying the possible effects of potential ammonia concentrations in
treated produced water and their possible application for irrigated agriculture use. Studies on
the blending of saline (brackish and seawater) and fresh waters in other provide insight to the
potential for conjunctive use of treated produced water and freshwater to minimize potential

54 NAE, Flowback and produced waters: opportunities and challenges for innovation: proceedings of a workshop of the National Academies of
Sciences Engineering and Medicine and others. National Academies Press, 2017.

55 P, Xu, Y. Zhang, W. Jiang, L. Hu, X. Xu, K. C. Carroll, and N. Khan, CHAR- ACTERIZATION OF PRODUCED WATER IN

THE PERMIAN BASIN FOR POTENTIAL BENEFICIAL USE NM WRRI Technical Completion Report No.398. "New Mexico Water Resources Institute,
2022.

56 R. V. Emmons, G. S. Shyam Sunder, T. Liden, K. A. Schug, T. Y. Asfaha, J. G. Lawrence, J. R. Kirchhoff, and E. Gionfriddo, “U nraveling the complex
composi- tion of produced water by specialized extraction methodologies,” Environmental Science & Technology, vol. 56, no. 4, pp. 2334-2344,
2022.

57 C. Danforth, J. McPartland, J. Blotevogel, N. Coleman, D. Devlin, M. Olsgard, T. Parkerton, and N. Saunders, “Alternative management of oil and
gas produced water requires more research on its hazards and risks,” Integrated environmental assessment and management, vol. 15, no. 5, pp.
677-682, 2019.

58P, Xu, Y. Zhang, W. Jiang, L. Hu, X. Xu, K. C. Carroll, and N. Khan, CHAR- ACTERIZATION OF PRODUCED WATER IN

THE PERMIAN BASIN FOR POTENTIAL BENEFICIAL USE NM WRRI Technical Completion Report No.398. "New Mexico Water Resources Institute,
2022.

59R. V. Emmons, G. S. Shyam Sunder, T. Liden, K. A. Schug, T. Y. Asfaha, J. G. Lawrence, J. R. Kirchhoff, and E. Gionfriddo, “U nraveling the complex
composi- tion of produced water by specialized extraction methodologies,” Environmental Science & Technology, vol. 56, no. 4, pp. 2334-2344,
2022.

60 C. Danforth, J. McPartland, J. Blotevogel, N. Coleman, D. Devlin, M. Olsgard, T. Parkerton, and N. Saunders, “Alternative management of oil and
gas produced water requires more research on its hazards and risks,” Integrated environmental assessment and management, vol. 15, no. 5, pp.
677-682, 2019.
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crop yield losses and prolong the useful life of scarce and nonrenewable freshwater resources
such as the Ogallala Aquifer.262 The Consortium is also aware of a number of bench-scale trials
currently evaluating produced water and produced water blended with fresh water on crops,
specifically cotton, in Texas and Colorado. These are questions the Consortium will continue to
study through pilot projects and the input of users across the stakeholder spectrum.

While the focus of this chapter is on water quality standards that may be required for various
end-uses, it is important to be clear that the Texas Produced Water Consortium does not have
the regulatory authority to set standards. Therefore, this section is aimed at compiling existing
standards and a foundational understanding of the end use needs of various applications. The
Consortium will continue to utilize this baseline information with data gathered from produced
water treatment pilot projects to validate or identify recommendation for fit-for-purpose
treated produced water quality standards for various uses that protect public health and the
environment. Another purpose here is to document data and knowledge gaps that currently
exist that may limit the use of produced water as an alternative source of water for meeting
water needs outside of the oil and gas industry. The purpose here is to document what is
currently known and the likely concerns associated with current water quality guidelines that
are available. The research presented here must not be construed to represent treatment
level requirements for produced water in totality or as being endorsed as appropriate end
use standards by the authors of this report or the Texas Produced Water Consortium.

In the remainder of this chapter, water quality considerations for various common applications
are discussed with a goal of identifying and tabulating generally acceptable criteria based on
existing knowledge and practices for commonly used waters. To the extent possible, a short
discussion of how the constituents of the produced water can affect the intended use is also
presented to place the standards in perspective.

Water Quality - Construction Activities

Water is an essential ingredient in construction activities. It is primarily used for mixing
concrete, curing concrete, cleaning sands to wash out low strength materials such as clays and
in general improve the workability characteristics of materials, especially slurries of cement and
concrete. Water is also used for making asphalt emulsions and there is a growing interest in
using cold and warm asphalt mixes to reduce high carbon emissions associated with the hot mix
process.53 64

The primary goals of construction activities include - 1) The constructed structure must
withstand the design loads and not fail prematurely; 2) The structure must not alter the
environment by causing unwanted emissions and exposures; examples include organic

61K, F.I. Murad, A. Hossain, O. A. Fakir, S. K. Biswas, K. K. Sarker, R. P. Rannu, and J. Timsina, “Conjunctive use of saline and fresh water increases
the productivity of maize in saline coastal region of Bangladesh,” Agricultural Water Management, vol. 204, pp. 262—-270, 2018.

62 p, Gowda, R. Bailey, I. Kisekka, X. Lin, and V. Uddameri, “Featured series introduction: Optimizing Ogallala aquifer water use to sustain food
systems,” 2019.

63 M. E. Abdullah, K. A. Zamhari, R. Buhari, S. K. A. Bakar, N. H. M. Kamarud- din, N. Nayan, M. R. Hainin, N. A. Hassan, S. A. Hassan, and N. |. M.
Yusoff, “Warm mix asphalt technology: a review,” Jurnal Teknologi, vol. 71, no. 3, 2014.

645, Jain and B. Singh, “Cold mix asphalt: An overview,” Journal of Cleaner Production, vol. 280, p. 124378, 2021.
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emissions in indoor air and infiltration of contaminants from road surfaces during rainfall
events; and 3) The materials used for construction, particularly surfaces that interact with the
natural environment and living beings (e.g., pavements), must not exhibit excessive wear and
tear than what is to be typically expected. Excessive repairs and rehabilitation of constructed
structures are not only expensive, but can lead to hazardous conditions, cause unwanted
inconveniences, and affect the overall quality of life within a region. In addition, potential short-
and long-term exposures to workers at construction sites arising from the use of water is also
an important factor to consider when evaluating the reuse of produced water in construction
activities.

The efforts by the construction industry to reduce its environmental footprint, enhanced
emphasis on recycling and scarcity of freshwater are some of the factors that promote the use
of less quality waters in construction activities. In particular, understanding the impacts of using
saline water on construction material strength has been an active area of research. Much of the
interest in using highly saline water or understanding salinity impacts on construction are
driven by activities in coastal areas and potential interactions of road construction materials
with road salts in cold climates as well as structures built to store high salinity waters (e.g.,
cooling towers). The literature focused on using produced water from oil and gas operations is
extremely sparse. One study on the use of produced and brackish water in concrete mixtures
out of Oman provides useful insights related to how the use of high salinity water affects
construction activities, and therefore can help better understand the water quality
requirements of the construction industry.%°

Cement, concrete, steel and asphalt are the most common construction materials used for
large-scale construction. Therefore, the focus of this study will be the likely impacts of using
produced water in construction with these materials.

Cement

Special grades of cement have been developed for use in structures that interact with highly
saline waters. In particular, the APl Grade G and Grade H cements are used for construction of
boreholes and wells in the oil and gas industry. These cements can withstand waters of high
salinity. The ordinary portland cement (OPC) typically used for general construction does not
exhibit higher durability when used with saline waters. However, the strength of the cement
can be improved by using it in conjunction with other materials (e.g., fly-ash) to create
geopolymers.®® 67 The presence of clays and microbial growth also affect the strength
properties of cement mixes, especially when they are mixed with waters of higher salinity.5®

65 R. A.Taha, A. S. Al-Harthy, and K. S. Al-Jabri, “Use of production and brackish water in concrete mixtures,” International Journal of Sustainable
Water and Environmental System, vol. 1, no. 2, pp. 39-43, 2010.

% H. M. Giasuddin, J. G. Sanjayan, and P. Ranjith, “Stress versus strain behav ior of geopolymer cement under triaxial stress conditions in saline
and normal water,” Development, vol. 2, no. 3, p. 12, 2013.

7 P. Thirumakal, M. Nasvi, and K. Sinthulan, “Comparison of mechanical be- haviour of geopolymer and opc-based well cement cured in saline
water,” SN Applied Sciences, vol. 2, no. 8, pp. 1-17, 2020.

68 S. Horpibulsuk, W. Phojan, A. Suddeepong, A. Chinkulkijniwat, and M. D. Liu, “Strength development in blended cement admixed saline clay,”
Applied clay science, vol. 55, pp. 44-52, 2012.
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Cement mixes made with saline water typically exhibit lower compressive strength and may
take longer times to cure. The presence of salts can also cause chemical interactions that
reduce the strength of the cement compared to cements mixed with normal water.®® As a rule-
of-thumb, in purely cement-based construction, water of any salinity can be used as long as the
strength reductions are likely to be within 10% of that obtained using high quality water.”

Concrete

Concrete is the second most used material in the world after water. It is an ad-mixture of
cement, coarse grained particles (gravel) and fine-grained particles (sands) of varying
proportions. The quality of water used to prepare concrete has a profound influence on its
structural properties and the failure modes a structure can experience.”* 7273 In the US, the
American Society of Testing and Materials (ASTM), prescribes certain water quality
requirements ASTM C94-1996 for ready mix concrete and ASTM 1602M-06 for the production
of hydraulic cement concrete. The water quality requirements from these documents are
summarized in Table 16.74

Table 16: ASTM Specifications for Ready-Mix Concentrate.

Constituent Requirement |[Remarks

Total Dissolved Solids (TDS) < 50000 mg/L

pH 4.5-8.5 > 6 preferred
Total Alkalinity <600 mg/L as CaCOs
Sulfate (SO%*) <3000 mg/L

4

Chloride (CI") <4000 mg/L

Total Suspended Solids (TSS) < 2000 mg/L

Oil and Grease (mineral oil) 2% by wt of concrete
Total Iron 2% by wt of concrete

8 H. M. Giasuddin, J. G. Sanjayan, and P. Ranjith, “Stress versus strain behav-ior of geopolymer cement under triaxial stress conditions in saline
and normal water,” Development, vol. 2, no. 3, p. 12, 2013.

70 F, Saleh, R. Rivera, S. Salehi, C. Teodoriu, and A. Ghalambor, “How does mixing water quality affect cement properties,” in SPE International
Conference and Exhibition on Formation Damage Control, OnePetro, 2018.

71 0. A. Qasim, B. H. Maula, H. H. Moula, and S. H. Jassam, “Effect of salinity on concrete properties,” in IOP Conference Series: Materials Science
and Engineering, vol. 745, p. 012171, I0P Publishing, 2020.

72R. A.Taha, A. S. Al-Harthy, and K. S. Al-Jabri, “Use of production and brackish water in concrete mixtures,” International Journal of Sustainable
Water and Environmental System, vol. 1, no. 2, pp. 39-43, 2010.

73T. Dhondy, Y. Xiang, T. Yu, and J.-G. Teng, “Effects of mixing water salinity on the properties of concrete,” Advances in Structural Engineering,
vol. 24, no. 6, pp. 1150-1160, 2021.

74D. G. Daniel and C. L. Lobo, User’s Guide to ASTM Specification C-94 on Ready-mixed Concrete. ASTM International, 2005.
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Reinforced Concrete, Steel, Other Metals

Concrete as a material offers excellent compressive strength but does not do well under tensile
loads. Therefore, reinforcements are added to improve the tensile strength of concrete. The
most common reinforcement material is steel but other materials such as fiber-reinforced
plastics (FRP) are also used. The risk of corrosion damage is the most important factor that
limits the use of produced water with steel construction. Higher grade stainless steel is
expensive and while it may used in small scale applications such as oil-water separators and
produced water treatment, its use in large-scale construction will be cost prohibitive. The water
quality requirements for use with steel reinforced cement concrete (RCC) tends to be more
stringent with regards to the presence of total dissolved solids (TDS), sulfates and chlorides as
compared to water use in concrete without steel reinforcements.

Table 17: ASTM Specification for Steel Reinforced Cement Concentrate’>.

Constituent Requirement [Remarks

Total Dissolved Solids (TDS) < 2000 mg/L

pH 4.5-8.5 > 6 preferred
Total Alkalinity <400 mg/L as CaCOs3
Sulfate (SO%) <400 mg/L

4

Chloride (CI") <500 mg/L

TSS < 2000 mg/L

Oil and Grease (mineral oil) 2% by wt of concrete
Total Iron 2% by wt of concrete

While the construction of steel structures does not involve the use of water, the corrosion of
steel due to prolonged exposure to water is of concern. Typically, steel structures that are likely
to come in contact with water are coated with hydrophobic substances (water repellents) to
prevent direct contact with water and thus minimize the risks of corrosion.

Aluminum alloys are also widely used in construction applications as it offers higher resistance
to corrosion compared to steel. However, these alloys can undergo local corrosion effects due
to material defects and imperfections. One study suggests that aluminum alloys with
magnesium (Mg) and zinc (Zn) can undergo biocorrosion caused by the presence of fungi such
as A. Nigher which are fairly ubiquitous in saline environments.”® This biocorrosion can be both
uniform and localized depending upon the attachment characteristics of the microbes. The
excretion of organic acids was noted to be the primary cause of corrosion which led to
reductions of pH. While the study was conducted under controlled conditions and focused on
inorganic salinity, the presence of organic acids in produced water and those arising during its
treatment could pose problems in the use of produced water with construction materials based

75 D. G. Daniel and C. L. Lobo, User’s Guide to ASTM Specification C-94 on Ready-mixed Concrete. ASTM International, 2005.
76 J. Wang, F. Xiong, H. Liu, T. Zhang, Y. Li, C. Li, W. Xia, H. Wang, and H. Liu, “Study of the corrosion behavior of aspergillus niger on 7075-t6
aluminum alloy in a high salinity environment,” Bioelectrochemistry, vol. 129, pp. 10-17, 2019.
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on aluminum alloys. Additional insights from oil and gas producers with regards to the use of
storage structures constructed from aluminum alloys could be useful to evaluate the
performance of these materials that come in contact with produced water.

Asphalt

Asphalt is another widely used material in construction of roads and pavements. Asphalt is a
naturally occurring material (also called bitumen) and combined with sand and gravel to create
asphalt concrete. Bitumen, serves as the binding agent and is particularly useful to create water
repellent, smooth surfaces, two characteristics that improve the safety of the drivers and the
quality of the driving experience.

Hot mix asphalt (HMA) is the most common method for producing construction grade asphalt
concrete. The fugitive emissions associated with this procedure has led to preparation
techniques such as the warm mix asphalt (WMA) which is now used in about 30% of road
construction activities in the US. Experiments are currently underway to create cold mix
asphalt.”””’8 However, water use in asphalt-based construction, especially in HMA and WMA, is
fairly low. Elevated ions in the water can interfere with the asphalt binding process and reduce
the adhesion between the asphalt and the rock mixtures due to reduced interfacial tension.”® &

Major Findings

The use of treated produced water in construction may be feasible when the construction
largely involves cement concrete. The ASTM standards suggest that the quality of water used
for mixing and curing concrete can be lower than typical freshwater as long as the loss in
strength is within 10% of what would be obtained using fresh water. Some experimentation
may be necessary to ascertain if such is the case, prior to any use. The use of treated produced
water is more problematic with steel and asphalt materials as they have higher water quality
requirements and the general recommendation is to use potable water with these applications.

Thermoelectric Uses

The US thermoelectric sector is the largest (non-consumptive) user of water. Water is largely
used as a coolant to remove waste heat that is generated as part of the electric generation
process and may then be discharged to surface waters in compliance with Clean Water Act
(CWA) National Pollutant Discharge Elimination System permits (NPDES) issued by EPA or
states.8? Co-location of desalination and power plants is noted to be advantageous as the waste
heat can be used to reduce the energy and carbon footprint associated with the desalination

77 M. E. Abdullah, K. A. Zamhari, R. Buhari, S. K. A. Bakar, N. H. M. Kamarud- din, N. Nayan, M. R. Hainin, N. A. Hassan, S. A. Hassan, and N. I. M.
Yusoff, “Warm mix asphalt technology: a review,” Jurnal Teknologi, vol. 71, no. 3, 2014.

78S, Jain and B. Singh, “Cold mix asphalt: An overview,” Journal of Cleaner Production, vol. 280, p. 124378, 2021.

79 N. Baldino, R. Angelico, P. Caputo, D. Gabriele, and C. O. Rossi, “Effect of high water salinity on the adhesion properties of model bitumen
modified with a smart additive,” Construction and Building Materials, vol. 225, pp. 642-648, 2019.

80 N. Voutchkov, “Seawater desalination costs cut through power plant co-location,”

Filtration & separation, vol. 41, no. 7, pp. 24-26, 2004.

81 EPA, “Steam Electric Power Generating Effluent Guidelines,” https://www.epa.gov/eg/steam-electric-power-generating-effluent-guidelines.
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process.8% 8 |n particular, direct contact membrane distillation (DCMD) was reported to
effectively utilize waste heat and recover about 65% of water regardless of the produced water
concentration using a calibrated modeling study.8

In determining a potential fit-for-purpose quality of treated produced water for thermoelectric
uses there are considerations arising specifically from salt concentrations that must be taken
into account. Infrastructure modifications may effectively handle issues of scaling and
corrosion, but dissolved salts lower the vapor pressure of water which in turn causes a decrease
in thermal efficiency. This reduced thermal efficiency will in turn result in a bigger cooling tower
to achieve same cooling as with freshwater and also increases the power consumption. It is
estimated that there will be a decrease in performance efficiency of about 1.1% for every
10,000 mg/L of TDS in the water or about 5% decrease in the overall efficiency for a 50,00 mg/L
water 8> 86

While it may be possible to use treated produced water for cooling applications, the variability
in water quality, the availability of water on a steady basis and potential loss of efficiencies
must be taken into account and further evaluated prior to making a recommendation. While
specific standards have not been prescribed, some problematic constituents are noted to be -
calcium (Ca*?), sulfate (SO4%7); chloride (CI") and ammonium (NH4*) and pH <6.5 (acidic solutions
cause corrosion). In addition, the presence of microbes in the water can also lead to biofouling
(biocides may aid in controlling this issue). Accidental exposures from organic compounds
present in the produced water could also be a concern, especially if their concentrations are at
an elevated level (above permissible indoor air quality standards).

Agricultural Uses

Irrigated agriculture is the largest user of water in the world. With increasing water scarcity,
there is a growing interest in using produced water for meeting crop water needs. Results to
date have largely been mixed. A greenhouse study evaluated the potential beneficial reuse of
produced water to grow wheat using various dilutions of produced water.?” The results from
this study indicated that irrigation with even 5% produced water dilution led to decreases in soil
health, microbial diversity and crop yields. Another study concluded that the treatment of
produced water (specific to that region) for agricultural standards was feasible and cost
effective compared to certain disposal costs in Colorado.® In a simulation study in Qatar,
produced water was blended with treated sewage (municipal wastewater) for irrigation of

82 d.
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sugar beet (a salt tolerant crop).?’ While this theoretical study identified produced water as a
potential alternative source of irrigation water, the conditions in Qatar (i.e., the extreme water
scarcity) is not directly applicable to this study.

Agriculture is a major water user in West Texas and accounts for nearly 90% of the total water
use. The major crops grown in this area include cotton, corn, sorghum and winter wheat.
Peanut farming is localized to areas in Gaines County where the soils are sandy (a requirement
for peanut crop). Of the major crops, cotton and sorghum exhibit higher tolerances to water
guality compared to corn. The water requirements for corn are also high and its production in
West Texas is not possible without irrigation. Smaller aquifer depths and higher levels of
depletion has limited corn production in southern parts of the High Plains of Texas.

Water quality requirements of irrigation are not standardized and can vary due to several
factors, which include - 1) The plant cultivar, 2) The water availability in the region; 3) the
farmers tolerance of yields and lower revenues 4) precipitation patterns in the region,
especially the timing of rainfall events that can help limit the amount irrigation water needed
and 5) water markets and other alternatives that can be profitable compared to irrigated
agriculture (e.g., selling water for oil and gas production, placement of land into conservation
reserve program).

As the need for new water sources increases, produced water isn’t the only new resource being
evaluated. The large availability of brackish groundwater in geological units underlying the
Ogallala and other major aquifers has led to a renewed interest in exploring the potential of
using lower quality waters in agriculture.®®®1°2 In particular, there has been a growing interest
in producing cotton using brackish and produced water at various freshwater blended ratios.®>
94,959,937 Fyrther research is being conducted to determine if cotton lint yields are comparable
by water quality and may indicate potential for reusing treated produced water for non-edible
crop production.®®

Elevated levels of salt in irrigation water affects plant growth in many ways. The application of
the saline water causes changes to the soil structure and affects its permeability. The ion-
exchange between water and soil minerals cause these changes. The reduction of permeability

8 A, Echchelh, T. Hess, and R. Sakrabani, “Agro-environmental sustainability and financial cost of reusing gasfield-produced water for agricultural
irrigation,” Agricultural Water Management, vol. 227, p. 105860, 2020.

%5, Kalaswad, B. Christian, and R. Petrossian, “Brackish groundwater in TexasTexas,-” The future of desalination in Texas,” vol. 2, 2004.

1 ). E. Meyer, M. R. Wise, and S. Kalaswad, Pecos Valley aquifer, West Texas: structure and brackish groundwater. Citeseer, 2012.

92V, Uddameri and D. Reible, “Food-energy-water nexus to mitigate sustain- ability challenges in a groundwater reliant agriculturally dominant
environment (grade),” Environmental Progress & Sustainable Energy, vol. 37, no. 1, pp. 21-36, 2018.

3 K. Wei, J. Zhang, Q. Wang, Y. Guo, and W. Mu, “Irrigation with ionized brackish water affects cotton yield and water use efficiency,” Industrial
Crops and Products, vol. 175, p. 114244, 2022.

% G. Yang, F. Li, L. Tian, X. He, Y. Gao, Z. Wang, and F. Ren, “Soil physicochemical properties and cotton (gossypium hirsutum 1.) yield under
brackish water mulched drip irrigation,” Soil and Tillage Research, vol. 199, p. 104592, 2020.

9 |. Sharif, S. Aleem, J. Farooq, M. Rizwan, A. Younas, G. Sarwar, and S. M. Chohan, “Salinity stress in cotton: effects, mechanism of tolerance and
its management strategies,” Physiology and Molecular Biology of Plants, vol. 25, no. 4, pp. 807-820, 2019.

% K. Lewis, J. Moore, and B. Weathersby, “Agricultural Reuse of Treated Produced Water.”
https://www.owrb.ok.gov/2060/PWWG/Resources/Lewis Katie.pdf, 2022.
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limits the amount of water reaching the root zone and affects the water use efficiency. Salts
present in the water are also expelled initially in the root zone (a process similar to membrane
desalination). The accumulation of these salts however reduces the water uptake in the long
run (i.e., over the growing season). Elevated salts in water taken up by the plants can affect the
pH, cause sodium toxicity as well as other physiological impacts that stunt the plant growth and
cause yield reductions.®® Recent research indicates that while cotton cultivars can tolerate up to
6000 ppm of dissolved solids in water, there were noticeable yield reductions and sustained use
of such water for irrigation purposes was not optimal.1%% 01 Even with low salinity produced
water the risks of sodium toxicity and elevated boron concentrations were noted to be higher
compared to groundwater in California.'®?

The reductions of leaf areas and a plants ability to expand its leaf are both affected by salinity
stresses. The reduction of average leaf area leads to reductions of net photosynthesis while the
reduction in the ability to expand the overall leafy biomass led to diminished total
photosynthesis. While the reductions of average leaf area were noted for elevated levels of
salinity in sorghum, the impacts of total leaf biomass were noted with lower salinity levels as
well.2% The use of highly saline water had bigger impacts on the germination and early growth
stages of sorghum than crop yield losses at maturity.%* 195 Salinity in general was noted to
reduce carbon dioxide absorption from the atmosphere and reductions in plant
evapotranspiration due to inefficient stomatal conductance, which not only affect plant growth
but can also affect greenhouse gas emissions and affect long-term precipitation dynamics both
within the region as well as on a larger regional scale.106 107,108

The interaction between soil texture and salinity also plays an important role in determining the
effects of saline water irrigation on plant growth. Field studies indicate that salinity effects on
corn and soybean yields was less in sandy loam soil compared to those in silty loam.%° Calcium
(Ca) is noted to play a major role in fighting salinity stresses as it helps maintain the integrity of
the root membrane. In- creased ionic strength can cause calcium displacement from cell
membranes and lead to salinity stresses. In addition to the more common sodium (Na) and

91, Sharif, S. Aleem, J. Farooq, M. Rizwan, A. Younas, G. Sarwar, and S. M. Chohan, “Salinity stress in cotton: effects, mechanism of tolerance and
its management strategies,” Physiology and Molecular Biology of Plants, vol. 25, no. 4, pp. 807-820, 2019.

100K, Wei, J. Zhang, Q. Wang, Y. Guo, and W. Mu, “Irrigation with ionized brackish water affects cotton yield and water use efficiency,” Industrial
Crops and Products, vol. 175, p. 114244, 2022.

101 G. Yang, F. Li, L. Tian, X. He, Y. Gao, Z. Wang, and F. Ren, “Soil physicochemical properties and cotton (gossypium hirsutum 1.) yield under
brackish water mulched drip irrigation,” Soil and Tillage Research, vol. 199, p. 104592, 2020.

102 A, ). Kondash, J. H. Redmon, E. Lambertini, L. Feinstein, E. Weinthal, L. Cabrales, and A. Vengosh, “The impact of using low-saline oilfield
produced water for irrigation on water and soil quality in California, “Science of The Total Environment,” vol. 733, p. 139392, 2020.

103G, W. Netondo, J. C. Onyango, and E. Beck, “Sorghum and salinity: li. gas exchange and chlorophyll fluorescence of sorghum under salt stress,”
Crop science, vol. 44, no. 3, pp. 806—811, 2004.

104 E. Maas, J. Poss, and G. Hoffman, “Salinity sensitivity of sorghum at three growth stages,” Irrigation Science, vol. 7, no. 1, pp. 1-11, 1986.

105 H, Esechie, “Interaction of salinity and temperature on the germination of sorghum,” Journal of Agronomy and Crop Science, vol. 172, no. 3,
pp. 194-199, 1994.

106 K, J. Harding and P. K. Snyder, “Modeling the atmospheric response to irrigation in the great plains. part ii: The precipitation of irrigated water
and changes in precipitation recycling,” Journal of Hydrometeorology, vol. 13, no. 6, pp. 1687— 1703, 2012.

107 A, DeAngelis, F. Dominguez, Y. Fan, A. Robock, M. D. Kustu, and D. Robinson, “Evidence of enhanced precipitation due to irrigation over the
great plains of the United States,” Journal of Geophysical Research: Atmospheres, vol. 115, no. D15, 2010.

108 p_W. Keys, M. Porkka, L. Wang-Erlandsson, I. Fetzer, T. Gleeson, and L. J. Gordon, “Invisible water security: Moisture recycling and water
resilience,” Water security, vol. 8, p. 100046, 2019.

109 K, Butcher, A. F. Wick, T. DeSutter, A. Chatterjee, and J. Harmon, “Corn and soybean yield response to salinity influenced by soil texture,”
Agronomy Journal, vol. 110, no. 4, pp. 1243-1253, 2018.
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potassium (K), other monovalent cations such as lithium (Li), cesium (Cs) and rubidium (Rb) can
also affect the integrity of root uptake and increase salt stresses in corn.1°

Removal of salts leaching from the use of salt-enriched water leads to salinization of the soil
both at the surface (enhanced by soil evaporation) as well as at depth (due to rejection of salts
by the roots and presence of clays that retard the downward movement of salts. Low moisture
contents in the deeper vadose zones also impede the flow of water due to low relative
hydraulic conductivities). Salt drainage structures (e.g., tile drains) are crucial to avoid soil
salinization risks, but most fields in West Texas do not have them installed as they use center-
pivot irrigation systems. The use of saline water in center-pivot and drip irrigation systems can
also lead to salt accumulations in and around the nozzle which lead to clogging and decreased
irrigation application efficiencies. The elevated levels of sodium (Na) especially in comparison to
calcium (Ca) increases the sodium absorption ratio (SAR). Technologies that reduce the
concentrations of sodium and chloride in irrigation water, calcium amendments to reduce
sodium absorption ration may become necessary.

Table 18: Water Quality Requirements for Major Crops in West Texas.

The water quality requirements for major crops in West Texas presented in Table 18 were
compiled from regional-specific literature and in consultation with extension agents and other
agricultural experts in the region based on the potential use of brackish water.!!?

In addition, general crop water quality requirements are presented in a Food and Agricultural
Organization (FAOQ) irrigation paper and serve as a standard reference for acceptable limits for
various trace elements and other constituents typically present in water.'*2

Summary

Depending on the concentration, salinity and other constituents present in produced water can
have deleterious effects both on crops and the soil. Therefore, use of treated produced water
must be further studied to ensure constituents that may impact the specific end-use irrigated
product, soils, or workers are appropriately removed or reduced.

10, Lynch, G. R. Cramer, and A. Lauchli, “Salinity reduces membrane-associated calcium in corn root protoplasts,” Plant Physiology, vol. 83, no.
2, pp. 390-394, 1987.

11 A, Karim, M. Gonzalez Cruz, E. A. Hernandez, and V. Uddameri, “A gis-based fit for the purpose assessment of brackish groundwater formations
as an alternative to freshwater aquifers,” Water, vol. 12, no. 8, p. 2299, 2020.

12 FAO, “Water Quality for Agriculture,” https://www.fao.org/3/t0234e/t0234€00.htm
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Livestock Use

Brackish water has been used as a water supply source for livestock use in many arid and semi-
arid regions especially during periods of drought. A study found that increased levels of salinity
in drinking water (up to 10,000 mg/L) with “otherwise harmless water quality” had no negative
impact on the health of young bulls.'®* However, the use of high salinity water for livestock use
can result in reduced water intake by animals which in turn also leads to lower feed intake and
as such loss of cattle biomass and reduced milk and meat yields. While lower water can be
tolerated by cattle for shorter periods of time, especially in the absence of other sources, there
are noticeable health effects (e.g., diarrhea) when total

dissolved solids (TDS) is greater than 7000 ppm and must be

avoided when possible. In addition, waters with TDS below

5000 ppm are recommended for pregnant and lactating

cattle. Generally speaking, older ruminants have greater

tolerance for salinity than younger cattle.!'* Sulfate levels

below 500 ppm is considered safe for all cattle, but high

sulfate concentrations in water can cause some sporadic

cases of polio.}*>11¢ |n addition, water with sulfates greater

than 3000 mg/L is not recommended for lactating and

confined cattle.!t’

Nutrient guidelines for dairy cattle have been prescribed by

National Research Council and are commonly used by FAO

and extension services to derive general water quality Figure 41: Cattle Water Quality Guidelines
guidelines that are presented in Figure 41.118 from National Research Council.

Summary

Brackish water with TDS up to 7000 ppm or higher with has been used in cattle operations
especially in the short-term. However, prolonged use of saline water can result in reduced
yields and affect animal health. In addition, bioaccumulation of organic compounds in beef and
dairy products and their subsequent transfer to humans cannot be ruled out and warrants
further study.'?® The nature and extent of treatment required to make produced water
compatible with the needs of the cattle industry has not been studied well. Given these
limitations, it is recommended that treated produced water not be used in the cattle industry at
this point in time.

13 C, Visscher, S. Witzmann, M. Beyerbach, and J. Kamphues, “Watering cattle (young bulls) with brackish water—a hazard due to its salt content?,”
Tierarztliche Praxis Ausgabe G: GrofStiere/Nutztiere, vol. 41, no. 06, pp. 363—-370, 2013.

114D, Breede, “Evaluation of water quality and nutrition for dairy cattle,” in High Plains Dairy conference, 2006.

115 Id

116 South Dakota State University Extension, “How Do Sulfates in Water Affect Livestock Health?” https://extension.sdstate.edu/how-do-sulfates-
water-affect-livestock-health

117 Id

18 N. R. Council et al., Nutrient requirements of dairy cattle: 2001. National Academies Press, 2001.

19 M. S. Mclachlan, G. Czub, M. MacLeod, and J. A. Arnot, “Bioaccumulation of organic contaminants in humans: a multimedia perspective and
the importance of biotransformation,” Environmental science & technology, vol. 45, no. 1, pp. 197-202, 2011.
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Other Considerations

The water quality standards and recommendations discussed above provide an initial
assessment of end-use needs for various sectors where produced water may potentially be
reused. Large water users such as agriculture and thermoelectric users will require guarantees
that produced water will be available when needed and at a firm yield for extended periods of
time (particularly for thermoelectric uses). While the standards described above provide at
least pre-liminary guidelines for treatment, it is important to recognize that produced water will
contain other constituents of concern, whose prolonged exposure can cause harm to human
health and the environment.

Most desalination processes have the ability to remove many classes of chemicals. However,
the concentrations of many constituents, especially those whose toxicity characteristics are
known, should also be considered as part of the water quality monitoring requirements until it
is determined that treatment technologies reduce the levels of these concentrations such that
they have no observable health or environmental effects.2°

Exposure assessment of chemicals that are either accidentally or intentionally released into the
environment as part of the produced water reuse is also an essential next step in refining the
guideline criteria presented here. Fate and transport models and exposure assessment
protocols have been established for many chemical classes across different exposure pathways
and can be adopted for site-specific evaluations with treated produced water. 1% 122,123,124

Human and environmental health risk assessment associated with produced water constituents
also continues to be an active area of research. The New Mexico Produced Water Research
Consortium (NMPWRC) has several ongoing studies focused on comprehensive characterization
of human health and environmental risks associated with produced water. The Groundwater
Protection Council has also developed a risk assessment framework that is under consideration
by the TXPWC to identify data gaps and inform research needs to improve risk-based decision
making, shown in Appendix F. If Consortium members decide to adopt this approach to risk
assessment, it would include first characterizing treated produced water with a set of defined
constituents and research on the diverse options to control or remove those constituents. The
Consortium will continue interfacing with NMPWRC to better understand their approach to
comprehensive risk assessment as we develop our own approach to setting standards targets
for pilot projects and beyond.

120 € J. Folkerts, G. G. Goss, and T. A. Blewett, “Investigating the potential toxicity of hydraulic fracturing flowback and produced water spills to
aquatic animals in freshwater environments: a north american perspective,” Reviews of Environ- mental Contamination and Toxicology Volume
254, pp. 1-56, 2020.

121 p_J. Rice, P. J. Rice, E. L. Arthur, and A. C. Barefoot, “Advances in pesticide environmental fate and exposure assessments,” Journal of
agricultural and food chemistry, vol. 55, no. 14, pp. 5367-5376, 2007.

122 ), A. Berry and P. G. Wells, “Integrated fate modeling for exposure assessment of produced water on the sable island bank (Scotian shelf,
Canada),” Environmental Toxicology and Chemistry: An International Journal, vol. 23, no. 10, pp. 2483— 2493, 2004.

123 M. D. Lurdes Dinis and A. Fiuza, “Exposure assessment to heavy metals in the environment: measures to eliminate or reduce the exposure to
critical receptors,” in Environmental heavy metal pollution and effects on child mental development, pp. 27-50, Springer, 2011.

1241 A. Klinchuch and J. M. Waldron, “Fate and transport modeling with American petroleum institute decision support system applied in a site
assessment for residual crude oil in unconsolidated sediments: Case study in Kern county, California,” Environmental Geosciences, vol. 2, no. 2,
pp. 85-94, 1995.
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Member Feedback and Future Issues

Industry Support to Help Develop a Broad Understanding of Produced Water Constituents

As we move forward on the charge to develop guidance on recommendations for standards for
beneficial use, an overwhelming 90% of member survey respondents indicated that the
Consortium should continue working with industry partners to develop a broad understanding
of constituents contained in produced water. When asked how the industry could best support
a system of collection, sampling, and data generation/analysis members indicated a robust and
wide range of options. Members suggested various methods of public and private reporting
utilizing existing or in-development sources, with examples such as FracFocus, TEXNET, Water
Star in New Mexico, and data sourced from and in coordination with state agencies such as RRC
and TCEQ. Members indicated an interest in studying sub-basins, formations, and life-of-well
effects (temporal variation), and a few members also suggested reporting be mandated by
legislation. The Consortium will continue discussing and working on consensus
recommendations on this and other issues.

Regulating End Product vs Intermediates

With an eye towards the future of treated produced water, members were interested in
discussing whether or not at some point only the treated produced water product could be
regulated as opposed to any intermediary stages. 48% of respondents agreed with only
regulating the end product, 14% agreed with modifications, and 10% disagreed. Member
responses included suggesting looking to existing models (such as industrial wastewater
permits that have numerical discharge criteria), relying on any forthcoming risk assessments to
determine the need for intermediary monitoring, mirroring other permits like NPDES which
only monitors at the “outfall,” ensuring permit writers and permits allow for the encapsulation
of present or potentially present constituents to foster a more holistic understanding
throughout the process, and ensuring that intermediates are regulated to take into account the
possibility of spills, leaks, and other accidental discharges. As we learn more about the
characteristics of produced water the Consortium will continue to develop guidance on this
issue.

Conclusions

There is still a need for continued and advanced testing and analysis of treated produced water
samples utilizing various treatment technologies before verifying or recommending their
application for beneficial use outside of the oil & gas industry. With the proper analysis of
constituents in treated produced water along with associated risk assessment for beneficial
uses, the potential for reuse of treated produced water may exist in many sectors.

The basic guidelines collected above define some minimum end use requirements of water and
provide an initial depiction of the quality required for a given purpose. These requirements
guide the type of treatment that may be necessary for making produced water fit for a given
purpose. Just like many other sources, produced water is also a mixture of many constituents. It
is not possible to fully characterize all constituents within produced water, but there are
advanced tools available today that can gather comprehensive and detailed information that

83



would inform a pilot study’s effluent analysis program to ensure it assesses removal or
reduction of most constituents of potential concern.

Two other important questions arise when setting standards for produced water use: 1) Do
constituents within produced water affect the fitness of treated produced water for a given
use? and 2) Even when there is effect on the fitness, does produced water use lead to
unacceptable levels of human health and environmental risks? These factors must also be
ascertained for safe use of produced water. Therefore, site specific exposure assessments are
recommended in addition to meeting existing or future water quality guidelines. Understanding
the composition of the produced water, development of new analytical methods for
characterization of unknown constituents and the risks these constituents can pose are all
important topics and active areas of research that the Consortium will continue to take into
account in its future research and pilot work. While we are not recommending new specific
standards for non-oil & gas uses in this report, water quality guidelines must be approached
with a dynamic lens and be reviewed as more information becomes available.
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Economics of Produced Water

Overview

Along with the need of pilot projects to produce treated water samples for further testing and
analysis, there is a parallel and equally important need to extract economic data from these
pilot projects in order to build any future economic model with confidence. As mentioned in
the previous section, these projects can provide crucial information as it relates to the efficacy
of treatment technologies in achieving various water quality levels through any combination of
processes and it is through these efforts that we may also derive the most economical and
efficient approach to treating produced water for various fit-for-purpose beneficial uses that
still protects public health and the environment.

In considering the approach to modeling the economics of a beneficial reuse system for treating
produced water, this section illustrates various economic factors that impact that system,
including current disposal costs, potential treatment costs, estimated water values using
regional water planning cost analysis of water supply projects, and potential impacts to oil and
gas production revenues based on production disruptions from disposal limitations. Among
these there are certain factors that we can determine with a fair amount of accuracy currently
(disposal costs), factors that will vary greatly over time and lend themselves to forecasting
(future value of water), and other factors that will need further proof-of-concept (such as
treatment technology economics).

Disposal Costs

As you will see illustrated, disposal through EPA Class Il injection wells, or wells regulated by the
Railroad Commission of Texas for injection of fluids associated with oil and natural gas
production, is currently the most cost-effective method of managing excess volumes of
produced water by a significant margin.'?> This is largely due to significantly lower treatment
requirements for disposal compared to beneficial uses and availability of facilities across the
Permian Basin that can dispose of produced water. However, external factors could continue to
decrease this margin over time and influence the model, such as future water scarcity
conditions driving increased water valuation and seismic events leading to further disposal
disruptions such as those currently being experienced in the Permian Basin.?®

In their 2021 paper titled “Oil and Gas Produced Water Reuse: Opportunities, Treatment Needs,
and Challenges,” Carolyn Cooper et. al. used the modeling system Water Techno-Economic
Assessment Pipe-Parity Platform (WaterTAP3) to estimate levelized cost of water in dollars per
cubic meter across three fit-for-purpose treatment train approaches, as well as to analyze costs
for utilizing saltwater disposal facilities in the Permian.*?” The WaterTAP3 analysis showed a
baseline disposal cost of $.18/bbl before adding in conveyance, which can range from an

125 EPA, “Class Il Oil and Gas Related Injection Wells,” https://www.epa.gov/uic/class-ii-oil-and-gas-related-injection-wells.

126 Sejsmicity Response, Railroad Commission of Texas https://www.rrc.texas.gov/oil-and-gas/applications-and-permits/injection-storage-
permits/oil-and-gas-waste-disposal/injection-disposal-permit-procedures/seismicity-review/seismicity-response/

127 Cooper, Carolyn M., et al. "Oil and Gas Produced Water Reuse: Opportunities, Needs, and Challenges." ACS ES&T Engineering 2.3 (2021): 347-
366.
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additional $.37/bbl for pipeline and up to $1.64/bbl if trucking is required.'?® This would give us
an approximate range of $.55-51.81/bbl for SWD. As pipeline conveyance is the more
economical and more widely used method, input from Consortium membership on average
disposal fees utilizing pipelines allows us to narrow that range down to $.60-5.70/bbl in most
instances.

Projected Treatment Costs

To be a viable option, treatment costs to achieve a water quality that is suitable for beneficial
use and protective of public health and the environment will have to be competitive with
disposal; based on input from Consortium members the targeted cost to be competitive is
S1/bbl of recovered treated water. Depending on variable input costs such as natural gas for
energy, members have indicated current assessments of treatment options average $2.55/bbl
with some instances as high as $10/bbl.

Theoretical treatment costs using WaterTAP3 software were developed for the treatment
technologies reviewed by the Consortium and are included in the technology section as well as
the appendices. While these estimates show that the cost for treatment technology alone may
rival that of disposal, they do not account for transportation, storage, or the potential need to
run pre- and post-treatment and/or polishing to achieve certain qualities.

Potential Water Values

Among the toughest factors to
determine is the potential value
produced water may hold to a
purchasing end user outside of
the oil and gas industry. There are
several factors that will come into
play with valuing this water, many
of which cannot be ascertained at
the time of this report, such as:
increases in water values due to
future scarcity events, legislative
or regulatory changes impacting
new or existing water supplies,
and the potential need for
discounting new sources of water
(such as direct or indirect potable
reuse, produced water, etc.) based on public perception and confidence in the source.

Figure 42: TWDB Planning Region F (Texas Water Development Board).

The approved 2021 Region F Water Plan (which includes the vast majority of the Permian Basin)
details several water supply projects and their associated costs, including numerous projects

128 /d
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aimed at developing new and existing groundwater resources.?® The plan provides a projected
annualized cost per 1,000 gallons, both before and after servicing the debt associated with
capital costs of the supply projects. Taking the cost of the water after debt service provides an
excellent snapshot of the current willingness to pay (value) for groundwater resources in this
region of Texas. After adjusting the figures for barrels rather than gallons, the average cost
before debt service of 40 proposed supply projects for this region is $.23/bbl, with values
ranging from $.02/bbl to $.87/bbl, and the average cost after debt service is $0.07/bbl, with
values ranging from less than $.01/bbl up to $.43/bbl. Of note, there are outliers with this data
set, noted in the graphs in the appendices, that are seemingly not groundwater-development
based projects. Rather, they are projects aimed at potable reuse, aquifer storage and recovery,
and even city-to-city purchase of treated water.

Produced Water Disposal/Management Limitations

In December 2021, in response to seismic activity in the Gardendale Seismic Response Area
(SRA), the Railroad Commission of Texas indefinitely suspended “injection into deep geologic
strata — below the top of the Strawn Formation and especially the Ellenburger Formation.” 3
RRC continues to monitor this and other SRA’s for seismic activity and methods of disposal, but
the economic reality of limited disposal options for produced water provides a necessity and
opportunity to pursue greater innovation in treatment and beneficial reuse options.

Members have indicated under these circumstances a number of options that are or will be
explored. More data and modeling will help us to determine the optimal option or set of
options that operators and midstream companies would likely choose, but these options
include transporting produced water into other areas or basins for disposal (increasing
transportation cost per barrel) or exploring injection into available strata.

In extreme circumstances, production may also be disrupted if other disposal or management
methods are not viable. The calculation that an operator needs to make in order to determine
the true value of treatment options versus disposal methods in a scenario where disposal
options are limited can better illustrate the value of beneficial reuse. We can derive the
potential value per barrel of treatment technology alternatives by finding the revenue lost on
unrealized oil production due to halting production and dividing by the number of barrels of
excess water with no alternative disposal method. For example, let’s suppose an operator
needs to dispose of 100,000 barrels of PW per day. Due to a limitation on disposal, they can
only dispose of 70,000 barrels per day. This leaves 30,000 barrels of excess produced water
with no viable disposal option, thus creating the need to halt production once 70,000 barrels of
PW are achieved. For the purposes of this example we will assume a 7:1 pw to oil ratio on
production (operators would likely shut-in their highest water producing wells first) and an
average spot price of $65/bbl (based on the average of the last 5 years oil Cushing, OK WTI Spot
Price3!). With these assumptions, the amount of oil that would theoretically not be produced

129 https://www.twdb.texas.gov/waterplanning/rwp/plans/2021/index.asp
Bohttps://www.rrc.texas.gov/oil-and-gas/applications-and-permits/injection-storage-permits/oil-and-gas-waste-disposal/injection-disposal-
permit-procedures/seismicity-review/seismicity-response/

131 https://www.eia.gov/dnav/pet/hist/LeafHandler.ashx?n=pet&s=rwtc&f=m
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on those 30,000 barrels of excess water is roughly 4,286 bbls. The revenue lost on those
unrealized barrels of production would amount to approximately $278,590 per day, and
therefore the breakeven price in treating a barrel of pw is now $9.29/bbl:

(4,286 bbls oil per day unrealized) x (565/bbl) = $278,590 lost revenue per day
(5278,590) /(30,000 bbls pw) = 59.29/bbl breakeven cost

Regional Impact

Beyond revenue losses to industry operators and state coffers, impacts to an entire region such
as the Permian when there are production issues can be devastating. To illustrate the current
vibrancy of their economy and what is really at stake, several graphs in Appendix N detail 2021
Bureau of Labor Statistics data for the Permian. In summary, the 24 counties comprising the
Permian contain over 12,000 businesses employing 152,000 people, representing over $11
billion in wages. Businesses (establishments), employment, and wages are concentrated in
higher population counties with larger municipalities in the 24 Permian Delaware and Midland
Basin County Area. The $11B in 2021 Annual Wages is impressive when compared to other non-
major metro areas in the state.

Member Feedback and Future Issues

Prioritizing Movement of Treated Produced Water

Another critical component to the economics of potential beneficial use is the movement of
produced water- the more it costs to transport and utilize treated produced water the more
expensive and difficult it will be to foster its use outside of oil & gas. As noted previously,
pipelines are by far the most cost-effective method for transporting produced water by a factor
of more than 3x over trucking. 62% of respondents agreed that prioritizing the most efficient
method of transportation would deliver cost-effective economics and further utilization, 14%
agreed with modifications and 3% disagreed. Responses offered that colocation of generation
and point of use will be highly unlikely although prioritizing uses closest to the generation
should occur, meeting a quality of water that would allow for partnering with municipal service
companies would be highly beneficial, creating tax reduction incentives for the creation of
pipeline networks to help the prioritization of movement, and carefully considering how
transportation and pipelines need to preserve private property rights through landowner
notifications and fair compensation, while another respondent simply indicated it was too early
in the process to determine.

Key Aspects of a Holistic Economic Model

Further member input on other key aspects to consider as a holistic economic model continues
to be developed include the social cost of GHG emissions (current federal government
consideration) and an assigned value of water for replenishing aquifers, ongoing consideration
for the potential to commercialize byproducts extracted from produced water, quantitative ESG
analysis, a continued focus on an economic model that protects pubic heath and the
environment, and understanding the impacts and changes to CapEx on a cost-per-barrel
throughput capacity as systems are scaled in size.
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Economic Benefits of Continued O&G Operations in an Environment of Increased Injection Disposal
Restrictions

Along with the potential economics of shut-in production, members provided feedback on
encapsulating the value that other produced water reuse options would provide for preserving
oil & gas operations in an environment of increased injection disposal restrictions. Some
members wanted to focus on the “highest cost to dispose of produced water,” (i.e. rather than
assuming production would shut-in, exploring the cost to transport to a different basin still
allowing for disposal) and better evaluating the impact of water usage increasing and
replenishment decreasing.

Conclusion

More concrete information is vital to developing an economic model for treating produced
water for beneficial use, particularly in the form of practical technology evaluation and
projected future water values. The gap between low disposal costs (S.60-70/bbl) and estimated
treatment costs (member reported average of $2.55/bbl) is too significant when considering
the need to deal with millions of barrels of produced water every day. Efficiencies in technology
will drive that cost down, regulatory actions in response to potential seismicity may limit
disposal options causing increased costs, and future water shortages may lead beneficial end
users outside of the oil & gas industry to be willing to pay higher premiums for water. Like any
economic system facing such external pressures, there is a breakeven point in the future where
all these inputs will likely result in treated produced water reuse as a viable option; however,
we cannot risk affecting the economic engine of a region and a state waiting on increasing
problems to force markets into submission.
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Appendix A — Oil and Gas Production Methods
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Appendix B — 2021 Texas Shale Play QOil Production
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Appendix C— 2022 Texas Water Plan Overview for 24 County Area

94



Appendix D — Railroad Commission of Texas Qil and Gas Division District

Boundaries
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Appendix E—WOR Calculations
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Appendix F — GWPC Risk Assessment Framework

Produced Water Report: Regulations, Current Practices, and Research Needs

Figure 3-9: Framework for Research, Evaluation and Decision-Making

Page 129
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Appendix G — Mechanical Vapor Compression (MVC)

Description of the technology

Mechanical Vapor Compression (MVC), also referred to as Mechanical Vapor Recompression
(MVR), is a thermal technology relying on the thermodynamic principle where decrease in
pressure results in lowering of boiling point temperature enabling it to operate at lower
temperatures (70°C [1]). MVC is one of two Vapor Compression (VC) desalination technologies,
the other being Thermal Vapor Compression (TVC). MVC typically consists of a compressor
coupled to an evaporator/condenser and heat exchangers to pre-heat feed water (Figure 43).
The water vapor from the evaporator/condenser gets compressed producing a superheated fluid
which provides the heat for the vaporization of the pre-heated feed [2]. It can be set up as a
single or double evaporation system, the single evaporation system being the one mostly used.
The single evaporation system does the compression in one stage while the double evaporation
system does in two. Both systems can be with or without brine recirculation. The compressor
unit of MVC is typically the most energy intensive part of the system.

Thermal technologies rely on evaporating part of the feed water creating a brine stream of higher
salt concentration than the feed. Due to the increase in boiling point elevation with salinity and
the energy needed for evaporation, a higher salt concentration leads to higher energy demand
in the system. Double evaporation MVC addresses this by pre-evaporating part of the solution,
that is at a lower salt concentration, in the first stage and the rest in the second. This setup has
shown to be efficient in treating high salinity water [3]. Further, implementing brine recirculation
increases the efficiency of the system by 25% regardless of the system setup. With brine
recirculation, the heat transfer coefficient increases, decreasing the transfer area required [2].
For seawater total annual cost including both annualized capital cost and operating cost can be
as low as $0.25 — $0.34/bbl.

Process description

A process schematic is shown Figure 43.

1. The incoming feed water is split in equal proportions and
passed through regenerators where the feed gets heated up
before entering the evaporator.

2. The feed water is then sprayed in the evaporator/condenser
onto hot tubes causing evaporation.

3. Then the vapor is pulled into the compressor where it gets
compressed becoming a superheated fluid.

4, The superheated fluid from step 3. passes through tubes

inside the evaporator/condenser where its latent heat of

condensation is used to evaporate the feed water.
Figure 43: SCHEMATIC OF SINGLE-

EVAPORATION MVC PROCESS FLOW

[4]
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Pretreatment required

Removal of oil and suspended solids (SS).

Scale inhibitors.
Limitations

Small capacity

Energy intensive (electrical energy).
Restricted implementation due to possible volatile components (legislative restraints) [5].
Product water (Salinity, Other quality measures, Recovery)

Distillate, recovery up to 40% [1].

Potential Application

Used to produced potable water.

Technology Readiness

Commercial application - up to 3000 m3/day for a single unit. Multiple units can be used to

increase desalination capacity.

Incorporated in various hybrid setups.

Economics

Mechanical Vapor Compression

Feedflow Feedflow Recovery Product flow Capital Cost Operating Cost Operating Cost per volume water

MBD MGD % (Viv) MGD M$ M$/yr $/m3 $/bbl

Low High Low High Low High
Case Seawater
0.048 2 50 1.00 4.90 0.7 1.2 0.49 0.88 0.08 0.14
Case Produced water - 25th Percentile TDS Low High Low High Low High
0.048 2 50 1.00 1.7 4.1 1.21 2.95 0.19 0.47
Case Produced water - 50th Percentile TDS
0.048 2 50 1.00 2.3 5.6 1.66 4.05 0.26 0.64
Case Produced water - 75th Percentile TDS
0.048 2 50 1.00 2.8 6.8 2.01 4.91 0.32 0.78

Table 19: Literature summary of energy consumption and costs (product water basis) to desalinate seawater.

Electrical Capacity Utility cost- Total cost References
Energy [m?/day] ($/bbl) (S/bbl)
consumption
[kWhe/m?]
Seawater 7-12 <100 - 3,000" 0.07-0.102 0.13-0.32% [2, 5-7]
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Produced 10-30

water

468

0.7-2.1 0.95—1.75 (8]

* 100 - 1,000 m3/day is a medium size MVC treatment plant

A Cost ranges are representative for seawater being sensitive to primary utility cost, treatment efficiencies and capacities should

not be considered exhaustive.

Table 20: Pros and Cons related to MVC.

Advantages

Disadvantages

Shown to be suitable for higher seawater feed
salinities [1, 4].
Compact unit with small foot-print compared to
MSF and MED [1].
High thermodynamic efficiency [2].
No external heat source required [2].
Coupled with other desalination techniques as
hybrid systems (e.g., MED-MVC).

Increase in energy demand with the increase of
salinity feed 2.

Volatile components if such are present in the
feed stream can have adverse effect on
performance [5].

Not flexible for varying flow rates [1].

High level of skill needed to operate [1].

a. With concentrating the feed, the increase in salinity results in the increase of boiling point which in turn means a higher energy input is needed

to maintain the heat-transfer difference [3].

Technology Path Forward for PW treatment:
e Research the applicability of the dual-evaporator MVC for PW treatment.
e Design efficient compressors with high capacities and low capital cost.

Uncategorized References

1.

Igunnu, E.T. and G.Z. Chen, Produced water treatment technologies. International
journal of low-carbon technologies, 2014. 9(3): p. 157-177.

Jamil, M.A. and S.M. Zubair, On thermoeconomic analysis of a single-effect mechanical
vapor compression desalination system. Desalination, 2017. 420: p. 292-307.

Liang, L., et al., Treatment of high-concentration wastewater using double-effect
mechanical vapor recompression. Desalination, 2013. 314: p. 139-146.

Thiel, G.P., et al., Energy consumption in desalinating produced water from shale oil and
gas extraction. Desalination, 2015. 366: p. 94-112.

Osipi, S.R., A.R. Secchi, and C.P. Borges, Cost assessment and retro-techno-economic
analysis of desalination technologies in onshore produced water treatment.

Desalination, 2018. 430: p. 107-119.

Al-Karaghouli, A. and L.L. Kazmerski, Energy consumption and water production cost of
conventional and renewable-energy-powered desalination processes. Renewable and
Sustainable Energy Reviews, 2013. 24: p. 343-356.
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7. Karagiannis, I.C. and P.G. Soldatos, Water desalination cost literature: review and
assessment. Desalination, 2008. 223(1-3): p. 448-456.

8. Bartholomew, T.V., N.S. Siefert, and M.S. Mauter, Cost optimization of osmotically
assisted reverse osmosis. Environmental science & technology, 2018. 52(20): p. 11813-
11821.

Appendix H — Multi-Effect Distillation (MED)

Description of the technology

Multi-Effect Distillation (MED) is a thermal desalination technology that has been applied in
seawater desalination. The vapor from a stage is used to heat subsequent stages, thus achieving
a high gain to output ratio (GOR), defined as the ratio of the mass of distillate to the mass of the
input steam (Al-Karaghouli and Kazmerski [2]). This is also the definition of the Performance Ratio
(PR)T in Bhojwani, Topolski [3]. Typical GOR values for MED range from 10 to 16 kg-distillate/kg-
steam corresponding to an energy input of 230 MJ/m3 to 145 MJ/m?3, respectively[2].

The process relies on three main parameters that influence thermal energy consumption i.) the
average enthalpy of evaporation ii.) liquid specific heat iii.) boiling point elevation across the
effects [1]. As with other thermal desalination technologies MED becomes more efficient if a
waste heat source is readily available. MED operates at a top brine temperature (TBT) range of
65°C — 90°C, the typical operating temperature being 70°C (60°C — 70°C) which is lower than the
TBT for MSF (110°C — 120°C). The average recovery ratio of MED is around 35% with a reported
range of 20% to 67% [4]. Due to its relatively low operating temperature compared to MSF, MED
is a highly versatile technology and is adaptable to a wide range of heat sources [5, 6]. Efficient
implementation of MED is dependent on balancing capital and operational cost with the energy
source available.

Several variations of MED exist, all with the primary goal of lowering energy input while
maintaining or increasing output. Variations of MED are based on the direction of flow. Forward
feed MED is a configuration where all streams (feed, product, and vapor) flow in the same
direction. This configuration can operate at high TBT and is the most resistant to scaling. These
specifications make Forward Feed MED ideal for treating waters with high TDS. However, this
configuration is rarely used due to its complexity which in turn means a higher cost of product
water. Backward feed MED vapor and feed move in opposite directions, achieving high thermal
efficiency but requiring more electrical energy for pumping. Parallel feed MED, the simplest and
most used out of the mentioned configurations, is a configuration where the feed water is evenly
distributed throughout stages using a single pump. Due to higher TBT than other configurations,
parallel feed MED has a higher propensity for scaling than other configurations. The benefit of
this configuration is that it uses one pump to move the brine, and for vapor flow between stages
no pump is needed as the process uses pressure potential between stages [6].

For seawater total annual cost including both annualized capital cost and operating cost can be
as low as $0.10 — $0.34/bbl [7].
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Process description

A process schematic is shown in Figure 44.

1. In the first stage/effect,
product water is pumped
into the hot side of the
evaporator, at the same
time, the feed stream is
dispersed in the cold side
of the evaporator. The
feed stream is passed
through the condenser
where it is pre-heated

Figure 44 SCHEMATIC OF CONVENTIONAL MED PROCESS FLOW [2] before entering the first

stage. Due to the low

pressure in the stage, water in the feed stream evaporates at relatively low temperatures.

2. The produced stream then passes through a demister, then condensing on the hot side of the
evaporator in the second effect becoming the product stream. The excess heat from
condensation heats the feed stream feed of the second stage. The remaining liquid from the
first effect is drained off as brine.

3. These steps are repeated in the subsequent stages with the steam from the final stage cooled by
the feed stream in a condenser.

4. The remaining liquid from each stage is drained into the brine stream, collected and either
disposed of or further treated depending on the design.

Pretreatment required

Removal of oil and suspended solids (SS).
Addition of antiscalants.
Limitations

Deterioration of supporting equipment due to high TDS (pumps).
Product water (Salinity, Other quality measures, Recovery)

Distillate, typical recovery ranges from 20% to 35% with higher recoveries up to 67% noted in
some cases for seawater [4].
Potential Application
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Used to produce potable water.
Technology Readiness

Mature technology for seawater desalination.

Economics

Multi-effect distillation

Feedflow Feedflow Recovery Product flow Capital Cost Operating Cost Operating Cost per volume water

MBD MGD % (vIv) MGD M$ M$/yr $/m3 $/bbl

Low High Low High Low High
Case Seawater
0.048 2 50 1.00 7.6 1.3 2.2 0.97 1.57 0.15 0.25
Case Produced water - 25th Percentile TDS Low High Low High Low High
0.048 2 50 1.00 2.4 7.2 1.75 5.20 0.28 0.83
Case Produced water - 50th Percentile TDS
0.048 2 50 1.00 3.3 9.8 2.35 7.06 0.37 1.12
Case Produced water - 75th Percentile TDS
0.048 2 50 1.00 3.9 11.8 2.82 8.52 0.45 1.35

Table 21: Literature summary of energy consumption and costs (product water basis) to desalinate seawater.

Electrical Energy Thermal energy Capacity Utility | Total | References
consumption consumption in [m3/day] cost- cost
[kWhe/m3] electricity equivalents (S/bbl) | (S/bbl)
(corresponding thermal
range)
[kWhe/m?]
2-27 10-21.4 (120-257 10,000 — 500,000" 0.06 - | 0.10- [2,7,8]

MJ/m3) 0.11% | 0.342

* 12,000 — 55,000 m3/day is a medium size MED treatment plant [2]
A Cost ranges are representative for seawater being sensitive to primary utility cost, treatment efficiencies and capacities and

should not be considered exhaustive.

Table 22: Pros and Cons related to MED.

Advantages

Disadvantages

Well established technology, widely researched
and implemented for desalination.

More stable energy consumption under partial
load operation than MSF [5].

Not flexible for varying water flow rate [4].
Prone to scaling and equipment deterioration
with increase in recovery.
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Lower operating temperature than MSF (MSF Using variations of MED, although more energy
operating temperature ~120°C while for MED its | efficient, increase the complexity of the system

<70°C) [9]. as well as capital cost.
Easily coupled with different renewable energy Complex setup increasing the cost of labor as it
sources (Solar, geothermal). necessitates high skilled labor [4].

Technology Path Forward for PW treatment:
e Effective and low-cost pre-treatment technologies to remove scale forming components.
e Designing efficient heat exchangers and evaporators with low capital cost.
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Appendix | — Multi-Stage Flash (MSF)

Description of the technology
Multi-stage Flash is one of the two most well-established thermal technologies for water
desalination and involves a series of stages under partial vacuum in which a portion of the feed
water evaporates yielding a product water essentially free of dissolved solids and salinity. The
vapor from each stage is condensed to form the product water and to provide heat to increase
the temperature of the incoming feed. The feed water needs to be heated to a temperature to
allow flashing at the first stage, typically requiring a top brine temperature (TBT) of 90-110 °C.
As an energy intensive process, it is usually employed in conjunction with a source of waste
heat. The waste heat is usually in the form of a low pressure (1 to 3 bars) steam that can be
utilized to heat the incoming brine, lowering the energy demand of the process[2].
The performance of the MSF is largely controlled by the TBT. The efficiency and number of
stages is determined by the temperature difference between TBT and the temperature of the
feed water. As a result efficiency can change between winter and summer due to changes in
the feed water temperature[3]. A higher TBT results in higher water recovery but also may lead
to higher risks of scaling and corrosion. Corrosion inhibitors are necessary whose price and
availability is also a determining factor in determining TBT [4].
MSF is generally limited to low recoveries (<20%[5]) and so is typically only employed for
seawater due to the need for large amounts of feed water to meet target product water
flowrates. For seawater total costs including both annualized capital cost and operating costs
can be as low as $0.11-50.45/bbl [2].
Process description
A process schematic is shown in Figure 45.
1. The feed comes from the brine heater to the
first stage evaporator. It passes through the
cooling tube bank (or feed heater) exiting each
stage. There it gets gradually heated while also
serving as a coolant for vapor condensation.
2. After the last stage the feed enters the bottom
of the evaporator which is called the brine pool.
3. A part of the brine flashes due to it’s a vacuum
in the stage, passing through the demister, and
finally condensing on the surface of the cooling
tubes.
4. The remainder of the brine goes to the next
stage where the process is repeated. This
sequence ends after the final stage after which

the concentrated brine is disposed of.

5. The final stage typically connected to vapor
compressors (e., thermal vapor compressor) to control and maintain pressure drop in the stages and
discharge non-condensable gas present in the system [1].

Figure 45 SCHEMATIC OF MSF PROCESS FLOW [1]

Pretreatment required
Screening and rough filtration to remove solids.
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Scaling inhibitors cost and availability.

Limitations

Not economically feasible as a small-scale plant.

Feed water quality along with scaling inhibitor cost and availability can cap TBT which governs
output quantity and recovery of product water.

For the technology to be a viable option, the plant must be placed adjacent to a waste heat
source.

Product water (Salinity, Other quality measures, Recovery)

Water typically containing from 2 to 10 mg/L TDS with water recovery typically between 10 -
20%

Potential Application (within the oil field, agricultural irrigation, agricultural livestock, industrial,
domestic non-potable, potable water)

With suitable post treatment high water quality is achievable including potable water.
Technology Readiness (commercial, pilot scale, bench scale)

Mature technology with commercial units available at multiple scales.

Economics

Multi-stage Flash

Feedflow  Feedflow Recovery Product flow Capital Cost Operating Cost Operating Cost per volume water
MBD MGD % (vIv) MGD M$ Ms$/yr $/m3 $/bbl
Low High Low High Low High
Case Seawater
0.048 2 20 0.40 7.98 0.6 11 1.05 2.02 0.17 0.32
Case Produced water - 25th Percentile TDS Low High Low High Low High
0.048 2 20 0.40 0.8 34 1.42 6.08 0.23 0.97

Case Produced water - 50th Percentile TDS
0.048 2 20 0.40 1.0 4.5 1.85 8.10 0.29 1.29

Case Produced water - 75th Percentile TDS
0.048 2 20 0.40 1.2 5.4 2.20 9.71 0.35 1.54

Table 23: Literature summary of energy consumption and costs (product water basis) to desalinate seawater.

Electrical Energy Thermal energy Capacity Utility | Total | References
consumption consumption in [m3/day] cost- cost
[kWhe/m3] electricity equivalents (S/bbl) | (S/bbl)
(corresponding thermal
range)
[kWhe/m?]
2.5-5 15.8 - 23.5 (190 - 282 5000 - > 500,000* 0.07- 0.11- [2,6,7]

MJ/m3) 0.13% | 0.455

* 50,000-75,000 m3/day is considered a typical sized MSF
4 Cost ranges are representative for seawater being sensitive to primary utility cost, treatment efficiencies and capacities and
should not be considered exhaustive.
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Table 24: Pros and Cons related to MSF.

Advantages

Disadvantages

Suitable for treating high salinity feeds (> 55 000
mg/L) [8].

Well established and used technology for water
treatment.

High treatment capacity (>500 000 m3/day) [1].
Long plant lifecycle (>30 years).

Less pre-treatment than membrane technologies.
Adaptable to highly varying water quality.

High Product water quality [5].

Robust and reliable[4].

Economically viable as a large-scale treatment
plant.

Low recovery ratio compared to other
technologies.

High salinity feed increases the boiling point
elevation, meaning that more energy is required
for treatment.

Less energy efficient than MED (Second Law of
Efficiency: 3.8% compared to 5.1% for MED) [8].
Rigid system. Efficiency depending on flow
(constant hydraulic head in the brine pool) [1].
High thermal energy demand[4].

Technology Path Forward for PW treatment:
e Research and develop new materials with higher resistivity to scaling that could be

implemented in the design.

e Explore pretreatment options with the goal of reducing scaling potential thus increasing TBT

(produced water output).

o Develop site and feed water specific setup (implementing renewable energy sources, waste
heat streams, power generation, energy recovery, etc..).

e Evaluate possible uses of the product water in industries requiring water of high purity.

Hanshik, C., et al., Improved productivity of the MSF (multi-stage flashing) desalination

plant by increasing the TBT (top brine temperature). Energy, 2016. 107: p. 683-692.

Al-Karaghouli, A. and L.L. Kazmerski, Energy consumption and water production cost of

conventional and renewable-energy-powered desalination processes. Renewable and

Alhazmy, M.M., Economic and thermal feasibility of multi stage flash desalination plant

with brine—feed mixing and cooling. Energy, 2014. 76: p. 1029-1035.

Marc, A.R. and F. Aida, Sustainable Energy Technologies for Seawater Desalination.
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Appendix ] — Membrane Distillation (MD)

Description of the technology

Membrane distillation (MD) is a crossover of both thermal and membrane technology. It is
driven by thermal energy evaporating water and a porous hydrophobic microfiltration
membrane that allows only water vapor molecules to pass through. The hydrophobicity is
based on the surface tension forces of the membrane, not allowing molecules in a liquid state
to pass through. The flux of the water vapor molecules is driven by the vapor pressure
difference across the membrane which is a direct result of the temperature difference between
the hot and cold sides of the membrane.

MD operates at a temperature range of 60°C — 90°C which is a temperature range comparable
to that of Multi-Effect Distillation (60°C — 70°C). The reported range for thermal energy
required by the system is 56 kWh/m3 — 100 kWh/m?3 with a GOR of up to 11.2 [2]. As with all
membrane technologies, membrane fouling is a key consideration in its efficient operation.
Compared to RO, MD membranes have larger pores which have lower fouling propensities. As
the technology relies primarily on its membrane’s hydrophobicity (surface tension), the
presence of surface-active components can cause wetting of the membrane leading to
decreased effectiveness. Proper pretreatment of feed stream is crucial for its successful
implementation [3].

Different configurations of MD exist which are mainly based on methods for maintaining vapor
pressure difference across the membrane and condensation of the permeated vapor. Direct
contact membrane distillation (DCMD) is the simplest of its configuration. Here, the feed is in
direct contact with the hot side of the membrane. Evaporating at the membrane interface the
vapor condenses on the cold side of the membrane leading to an increase in sensible heat
loss.132 Air-gap membrane distillation (AGMD) is another MD configuration addressing this
effect. Distinguishable by an air gap of stagnant air between the hot and cold side of the
membrane. The generated vapor additionally must pass through the air gap before it
condenses. By introducing this additional step, the conductive heat transfer resistance
increases, accompanied by an increase in mass transfer resistance which in turn decreases the
permeate flux. To mitigate this effect, a cold inert gas can be applied to sweep the water vapor
molecules thus the condensation occurs away from the surface of the membrane. Sweeping gas
membrane distillation (SGMD) is a configuration that utilizes said configuration. Another MD
configuration addressing the sensible heat loss is the Vacuum membrane distillation (VMD)
configuration. In this configuration, a vacuum, that is lower than the saturation pressure of
pure water, is applied to the permeate side. Same as in SGMD, condensation occurs away from
the membrane. In this configuration, the applied vacuum cannot exceed the liquid entry
pressure of the pores as wetting might occur. The liquid entry pressure is a function of the
feed’s surface tension and the membrane’s physical properties such as pore size, material, etc.
[3]. A variation on DCMD is the Permeate Gap Membrane Distillation (PGMD). This
configuration differs from DCMD in that it integrates energy recovery into the membrane

132 The increase of sensible heat loss directly relates to conductive heat loss. In the case of DCMD, this causes a decrease in thermal energy on
the hot side of the membrane that is available to generate water vapor i.e., cooling of the membrane.

109



module eliminating the air gap. With this integration, the mass transfer resistance between the
two sides of the membrane is reduced [4].
Process description

A process schematic for PGMD configuration is shown in Figure 46.

6. The feed enters the membrane on the hot side where it is
heated to the designed temperature (T¢7) .

7. The heated feed enters the evaporator passing over the
hydrophobic membrane permeable to vapor but not the
liquid phase.

8. The cold side of the membrane is in contact with the
permeate stream and the temperature difference creates a
water vapor pressure difference causing evaporation on the
hot side while condensation on the cold side of the
membrane.

Figure 46. SCHEMATIC OF PGMD PROCESS FLOW [1]

Pretreatment required

Removal of organics, suspended solids, and hydrocarbons.

Removal of hydrophobic components that may cause wetting (alcohols, oil).

Limitations

Fouling at high recovery ratios.

The presence of surfactants affects the efficiency of the hydrophobic membrane [5].
Product water (Salinity, Other quality measures, Recovery)

Distillate, recovery ratio up to 50% [6].

Potential Application (within the oil field, agricultural irrigation, agricultural livestock, industrial,
domestic non-potable, potable water)

Production of potable water [7].

Technology Readiness (commercial, pilot scale, bench scale)

So far to the best of our knowledge, the technology has been used on a pilot scale and small
capacity field scales (< 100 m3/d).
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Economics

Membrane Distillation

Feedflow Feedflow Recovery Product flow Capital Cost Operating Cost Operating Cost per volume water
MBD MGD % (vIv) MGD M$ M$/yr $/m3 $/obl
Low High Low High Low High

Case Seawater

0.048 2 50 1.00 8.9 15 4.7 1.11 3.41 0.18 0.54
Case  Produced water - 25th Percentile TDS Low High Low High Low High
0.048 2 50 1.00 6.0 16.5 4.31 11.91 0.69 1.89
Case  Produced water - 50th Percentile TDS

0.048 2 50 1.00 8.3 22.8 5.97 16.46 0.95 2.62
Case Produced water - 75th Percentile TDS

0.048 2 50 1.00 10.1 27.8 7.28 20.04 1.16 3.19

Table 25: Literature summary of energy consumption and costs (product water basis).
Feed Electrical Thermal energy Capacity Utility | Total | References
water Energy consumption in [m3/day] cost- cost
consumption electricity (S/bbl) | (S/bbl)
[kWhe/m3] equivalents
(corresponding
thermal range)
[kWhe/m?]
Seawater 0.13-2 43 - 800" 3.6-26.4" 0.09- | 0.10- [6-10]
0.27% 0.8
Produced 1.9 173 1263 1.1 1.4 [11]
Water

1+ AGMD pilot project Solarspring in Germany has a energy consumption of 200 — 800 kWh/m?3, treating a feed stream of 240,000
mg/L TDS with an output of 128 mg/L TDS, GOR is reported as 3.64 [6].

* Values represent data from pilot projects.

A Cost ranges are representative of seawater being sensitive to primary utility cost, treatment efficiencies, and capacities and

should not be considered exhaustive.

Produced water cost is based on simulation of a hypothetical single stage DCMD plant operating at 0.5 MGD feed capacity at 67

% recovery and inlet TDS of 100 g/L

Table 26: Pros and Cons related to Membrane Distillation.

Advantages

Disadvantages

Lower operating pressures than RO (MD up to a
few bars compared to RO that can be more than
80 bars [3]).

Ability to utilize low-grade heat [3].

Poor energy efficiency compared to other
technologies [1].

Low flux compared to other technologies (MD: 1
—41/m?3, RO: 12— 17 L/m3) [12].

Not energy efficient in a single stage [1].
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Membrane has a lower propensity to fouling due | Not suitable to remove paraffins and TOC/VOCs
to large membrane pores and the absence of [5].
applied hydraulic pressure [3]. Currently not implemented as a full-scale

treatment option.

Technology Path Forward for PW treatment:

Membrane research increasing resistance to wettability and increasing the membrane flux.
Pilot scale using PW is necessary to determine its applicability. Efficiency might be increased by
researching configurations utilizing:

0 brine recirculation

0 Multi-pass systems

0 Waste heat sources
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Appendix K — Reverse Osmosis (RO)

Description of the technology

Reverse Osmosis (RO) is one of several membrane-based water treatment technologies and is
the standard technology for separating low salinity (seawater and below) streams. Osmosis is the
process of water movement from solutions of lower salinity solution (low osmotic pressure) to
the higher salinity solutions (high osmotic pressure). In RO, pressure to the feed is applied to the
feed using a pump, the pressurized feed is then passed through the membrane in the opposite
direction to the osmotic potential. To maintain such a flow, the applied pressure must exceed
the osmotic pressure of the higher salinity solution.

RO systems are evaluated on their Specific Energy Consumption (SEC). This metric is defined as
the ratio of energy consumption to the volume of permeate. SEC is a function of pressure on both
the feed and permeate side, and the recovery ratio. Recovery ratio is, as its name implies, the
ratio of the permeate (produced) water to the feed. Further, recovery ratio influenced by the
feed salinity, temperature, parts efficiency (pump, energy recovery device). Apart from the
concentrate increasing osmotic pressure thus also the energy demand, temperature effects
consequently do the same. With the increase in temperature, both salt and feed permeability
coefficient increase resulting in inconsistent effects on SEC.

RO operates at a feed pressure of 6 — 30 bar for brackish water while 55 — 80 bar for seawater.
The salt rejection for both waters is higher than 95%. A single RO system around 45% of the feed
becomes permeate, and around 55% as the brine stream. With the addition of a second stage,
the permeate increases to 60% and the brine drops to around 40% [2].

In a two-stage setup, the brine from the first stage gets pressurized to overcome the osmotic
pressure of that stream. Called the top stage pressure, this design parameter is correlates to the
salinity of the feed being treated before entering the stage. From this we can ascertain that
salinity is a controlling variable for the energy consumption of the system [1].

The least work of separation represents the base line of the energy required by the system under
ideal conditions. For produced water Thiel, Tow [1] stipulates that the least work of separation is
approximately five times that of seawater for a recovery of 50%. The higher osmotic pressure of
high salinity produced water significantly increases the pressure required to force water through
the membrane in RO and the use of RO to desalinate waters much more than seawater is
considered impractical both due to the cost of producing the required high pressure and the fact
that membranes are not designed to handle the required pressures.

For seawater total annual cost including both annualized capital cost and operating cost can be
as low as $0.11 — $0.22/bbl.

Process description

A process schematic is shown in Figure 47.
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1. The feed stream enters the low-pressure pump
pressurizing the feed to a low pressure such as 2
bar. A portion is diverted to the first high-pressure
pump (HP;). There it is pressurized to the designed
pressure of the first RO stage.
2. From the first stage, the feed moves along the
membrane while being concentrated. This feed, as
in step 1. is split into two streams where one is
directed to the second high pressure pump (HP3),
pressurized to the design pressure of the second
RO stage.
3. The brine from the second RO stage proceeds
to the pressure exchanger (PX) where it pressurizes
the influent feed.

Figure 47 SCHEMATIC OF TWO STAGE HYPOTHETICAL HiGH % 1€ booster pumps pressurize the second feed

SALINITY RO PROCESS FLOW [1] stream and the brine from the PX to the pressure
required before the RO membrane [1].

Pretreatment required

Removal of oil and suspended solids (SS).
Filtration depending on contained particle size (microfiltration, ultrafiltration, nanofiltration)
Addition of antiscalants.

Limitations

Unproven for salinities above 7% [1].
Deterioration of supporting equipment due to high TDS (pumps).
Membrane fouling and pressure limitations are defined by structural integrity.

Product water (Salinity, Other quality measures, Recovery)

Distillate, with a recovery ratio of 35% — 50% for seawater, 50% - 85% for rakish [2].
Potential Application
Used to produce potable water from seawater and lower salinity waters.

Used to treat lower salinity waters from coal bed methane production [1].

Technology Readiness

Mature technology for seawater desalination and distillation of solutions with lower salinities.
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Economics

Reverse Osmosis

Feedflow Feedflow  Recovery Product flow Capital Cost Operating Cost Operating Cost per volume water

MBD MGD % (viv) MGD M$ M$/yr $/m3 $/bbl

Low High Low High Low High
Case Seawater
0.048 2 50 1.00 8.6 0.3 0.8 0.25 0.55 0.04 0.09
Case Produced water - 25th Percentile TDS Low High Low High Low High
0.048 2 50 1.00 0.9 24 0.68 171 0.11 0.27

Hypothetical Cases (RO not demonstrated at these salinites)

Case Produced water - 50th Percentile TDS
0.048 2 50 1.00 1.3 3.2 0.91 231 0.14 0.37
Case Produced water - 75th Percentile TDS
0.048 2 50 1.00 15 3.9 1.08 2.78 0.17 0.44

Table 27: Literature summary of energy consumption and costs (product water basis) to desalinate seawater.

Electrical Energy Capacity Utility | Total | References
consumption [m3/day] cost- cost
[kWhe/m?] (S/bbl) | ($/bbl)
25-6 250 — 500,000 0.04- | 0.11- [2, 3]
0.10% | 0.22%

* 60,000 m3/day is an average size RO treatment plant [4].

A Cost ranges are representative for seawater being sensitive to primary utility cost, treatment efficiencies and capacities and

should not be considered exhaustive.

Table 28: Pros and Cons related to RO.

Advantages

Disadvantages

Small footprint compared to thermal based
technologies [3].

Applicable for a wide range of TDS [3].
Extensively researched thus continuously adding
new and innovative approaches (Closed circuit
desalination, removal of ~99.6% TDS & ~89% DOC
(5]1)

High ion rejection rates (>99% [1])

Membrane more foulant resistant than FO ( e.g.
more than 5 times [6]).

Energy costs can be reduced by implementing
energy recovery [7].

Successful pilot scale project for oilfield low
salinity produced water treatment in Bakersfield,
California [7].

Pretreatment based on types of solutes and their
concentration [2].

Concentration polarization while treating high
saline solutions [2].2

Propensity for fouling.

Not resistant to organic foulants (e.g. flux decline
~46% [8]).

High energy demand for treating high TDS feeds
[1].

a. Due to the convective flow of bulk fluid to the membrane, salt concentration increases at the surface of the membrane
causing a boundary layer. The salt concentration in the boundary layer exceeds that of the bulk solution which leads to the

diffusion of solutes away from the membrane.
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Technology Path Forward for PW treatment:

Develop methods of determining the most effective pretreatment based on water chemistry.
Designing membranes more resistant to fouling while keeping low capital cost.
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Appendix L — Estimated Pilot Project Testing Costs

3 Month Pilot
Project Testing

Daily
Weekly
Comprehensive

6 Month Pilot
Project Testing

Daily
Weekly
Comprehensive

Frequency of Tests

Number of Number of
Number of )
Weekly 4 Comprehensive
Daily Tests
Tests Tests
84
12
Number of Number of
Number of .
Weekly 5 Comprehensive
Daily Tests
Tests Tests
168
24

Estimated Cost Per Test

Estimated Testing Costs (Cost Per Test x Number of

Tests
Influent Effluent Influent Effluent Tokal TPW Water
Test Costs
241.00 $ 108.00 | $ 20,244.00 $  9,072.00 | S 29,316.00
1,265.00 S 1,175.00 | $ 15,180.00 S 14,100.00 | S 29,280.00
16,000.00 $ 16,000.00 | $ 48,000.00 $ 48,000.00 | $ 96,000.00
s 154,596.00
Total TPW Wat
Influent Effluent Influent Effluent o et
Test Costs
241.00 S 108.00 | S 40,488.00 5 18,144.00 |5 58,632.00
1,265.00 S 1,175.00 | S 30,360.00 $ 28,200.00 | S 58,560.00
16,000.00 5 16,000.00 | 5 48,000.00 S 48,000.00 |5 96,000.00
S 213,192.00

Additional Analysis

Environmental -

Human Tox Risk

s

Whole Effluent

Model for Toxicity Testing
Assessment
15,000.00 S  11,000.00

Environmental -

Human Tox Risk

S

Whole Effluent

Model for Toxicity Testing
Assessment
15000.00 S 11,000.00

Holistic Beneficial — Total

Use Testing Total — Projected 3-
Cost Per Si:es Month Project

Treatment System Testing Costs

s 180,596.00 2 $ 361,192

Holistic Beneficial Wi Total

Use Testing Total _— Projected 6-
Cost Per Sit]e Month Project

Treatment System Testing Costs

S 239,192.00 2 $ 478,384
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Appendix M — Region F Water Supply Projects

Pecos - Indirect Potable
— Reuse with

Aquifer Storage and
Recovery Project

\ Greater Gardendale WSC —

Purchase Treated Water from
\ City of Odessa
Pecos - Direct

Potable Reuse

Odessa - Develop Edwards
Trinity and
—™> Capitan Reef Complex Aquifer
Supplies in
Pecos County Phase |
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Appendix N — 2021 Bureau of Labor Statistics Overview

US Bureau of Labor Statistics (BLS) 2021 Total Establishments, Employment and Wages for the Permian Delaware and Midland
Basin 24 County Area. Source data BLS prepared by TXPWC.
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US Bureau of Labor Statistics (BLS) 2021 Total Establishments for the Permian Delaware and Midland Basin 24 County Area.
Source data BLS prepared by TXPWC.
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US Bureau of Labor Statistics (BLS) 2021 Total Employment for the Permian Delaware and Midland Basin 24 County Area. Source
data BLS prepared by TXPWC.
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US Bureau of Labor Statistics (BLS) 2021 Total Wages for the Permian Delaware and Midland Basin 24 County Area. Source data
BLS prepared by TXPWC.
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US Bureau of Labor Statistics (BLS) 2021 Total Wages for the Permian Delaware and Midland Basin 24 County Area. Source data
BLS prepared by TXPWC.

124



Agriculture or
Agricultural

Aquifer

Barrel

Barrels of
Water per Day

Basin

Beneficial Use

Beneficial Use

Glossary and Current Working Terms

BBL

BWPD

Any of the following activities:

(A) cultivating the soil to produce crops for human food, animal feed,
or planting seed or for the production of fibers;

(B) the practice of floriculture, viticulture, silviculture, and
horticulture, including the cultivation of plants in containers or non-soil
media by a nursery grower;

(C) raising, feeding, or keeping animals for breeding purposes or for
the production of food or fiber, leather, pelts, or other tangible products
having a commercial value;

(D) raising or keeping equine animals;

(E) wildlife management;

(F) planting cover crops, including cover crops cultivated for
transplantation, or leaving land idle for the purpose of participating in
any governmental program or normal crop or livestock rotation
procedure; and

(G) aquaculture as defined in Texas Agriculture Code, §134.001, which
reads "'aquaculture' or 'fish farming' means the business of producing
and selling cultured species raised in private facilities. Aquaculture or
fish farming is an agricultural activity."

A geological formation, group of formations, or part of a formation that
is capable of yielding a significant amount of water to a well or spring.

In the energy industry, a barrel is 42 U.S. gallons measured at 60 °
Fahrenheit.

Measure of Barrels of Water Per Day.

A large, natural depression on the Earth’s surface in which sediments,
generally brought by water, accumulate.

Use of the amount of water which is economically necessary for a
purpose authorized by this chapter, when reasonable intelligence and
reasonable diligence are used in applying the water to that purpose and
shall include conserved water.

Use of the amount of water which is economically necessary for a
purpose authorized by law, when reasonable intelligence and
reasonable diligence are used in applying the water to that purpose and
shall include conserved water.
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British

Thermal Unit BTU

Clean Water

Act CWA

Discharge

Disposal

Disposal Well

Dispose

Drinking
Water

Enhanced Oil

EOR
Recovery

Environmental
Protection EPA
Agency

Fluid oil and
gas waste

The amount of heat required to raise the temperature of one pound of
water by one degree F.

Federal Clean Water Act

Deposit, conduct, drain, emit, throw, run, allow to seep, or otherwise
release or dispose of any pollutant, or to allow, permit, or suffer any of
these acts or omissions.

Engaging in the act of discharging, depositing, injecting, dumping,
spilling, leaking, or placing of any oil and gas NORM waste into or on any
land or water, or causing or allowing any such act, so that such waste, or
any constituent thereof, may enter the environment or be emitted into
the air or discharged into any waters, including subsurface waters. For
purposes of this subchapter, disposal of oil and gas NORM waste
includes its management at the site (e.g., lease, unit, or facility) where
disposal will occur when undertaken for the explicit purpose of
facilitating disposal at that site. The term does not include
decontamination activities, except for in-place mixing of oil and gas
NORM waste to remedy historical contamination of the land surface and
decontamination of equipment and facilities that become contaminated
solely through disposal operations. In addition, the term does not
include activities, including processing or treatment, that occur at a
location other than the disposal site.

Well used for disposal of saltwater into an underground formation.

To engage in any act of disposal subject to regulation by the commission
including, but not limited to, conducting, draining, discharging, emitting,
throwing, releasing, depositing, burying, landfarming, or allowing to
seep, or to cause or allow any such act of disposal.

All water distributed by any agency or individual, public or private, for
the purpose of human consumption or which may be used in the
preparation of foods or beverages or for the cleaning of any utensil or
article used in the course of preparation or consumption of food or
beverages for human beings. The term "drinking water" shall also
include all water supplied for human consumption or used by any
institution catering to the public.

The use of any process for the displacement of oil from the reservoir
other than primary recovery.

The United States Environmental Protection Agency

Waste containing salt or other mineralized substances, brine, hydraulic
fracturing fluid, flowback water, produced water, or other fluid that
arises out of or is incidental to the drilling for or production of oil or gas.
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Fresh Water

Groundwater
GWPC
Hydraulic

Fracturing
Fluid

Industrial Use

Injection Well

Irrigation

Lease

Million British
Thermal Units

National
Pollutant
Discharge
Elimination
System

NORM

NPDES Permit

MMBTU

NPDES

NORM

Water having bacteriological, physical, and chemical properties which
make it suitable and feasible for beneficial use for any lawful purpose.

Any water that is located beneath the surface of the ground and is not
under the direct influence of surface water.

Ground Water Protection Council.

The fluid, including the applicable base fluid and all additives, used to
perform a particular hydraulic fracturing treatment.

The use of water in processes designed to convert materials of a lower
order of value into forms having greater usability and commercial value,
including the development of power by means other than hydroelectric,
but does not include agricultural use.

Well used to inject fluids (usually water) into a subsurface formation by
pressure.

The use of water for the irrigation of crops, trees, and pasture land,
including, but not limited to, golf courses and parks which do not receive
water through a municipal distribution system.

(A) The tract of land included in the proration units of a well(s).(B) A
legal document executed between landowner or lessor that grants the
right to exploit the premises for minerals or other products.

The amount of heat required to raise the temperature of one pound of
water by one degree F.

The National Pollutant Discharge Elimination System under which the
Administrator of the United States Environmental Protection Agency can
delegate permitting authority to the State of Texas in accordance with
Section 402(b) of the Federal Water Pollution Control Act.

Naturally occurring radioactive material.

A permit issued by the regional administrator under the authority of the
Federal Clean Water Act, §402, Title 33, United States Code, §1342.
NPDES permits can either be individual or general permits.
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Occupational

Safety and U.S. Department of Labor, Occupational Safety and Health
OSHA . .

Health Administration

Administration

Any well which produces one barrel or more crude petroleum oil to each

ailitdiel 100,000 cubic feet of natural gas.

A person, acting for himself or as an agent for others and designated to
the commission as the one who has the primary responsibility for
complying with its rules and regulations in any and all acts subject to the
jurisdiction of the commission.

Operator

Means a person who assumes responsibility for the physical operation
and control of a well as shown by a form the person files with the
commission and the commission approves. The commission may not
require a person to assume responsibility for a well as a condition to
being permitted to assume responsibility for another well. In the event
of a sale or conveyance of an unplugged well or the right to operate an
unplugged well, a person ceases being the operator for the purpose of
Section 89.011 only if the well was in compliance with commission rules
relating to safety or the prevention or control of pollution at the time of
sale or conveyance and once the person who acquires the well or right
to operate the well:

Operator
(A) specifically identifies the well as a well for which the person assumes
plugging responsibility on forms required and approved by the
commission;

(B) has a commission-approved organization report as required by
Section 91.142;

(C) has a commission-approved bond, letter of credit, or cash deposit
under Sections 91.103-91.107 covering the well; and

(D) places the well in compliance with commission rules.

Potable Water Water that has been treated for public drinking water supply purposes.

Includes refined crude oil, crude tops, topped crude, processed crude
petroleum, residue from crude petroleum, cracking stock, uncracked
fuel oil, fuel oil, treated crude oil, residuum, casinghead gasoline, natural
gas gasoline, gas oil, naphtha, distillate, gasoline, kerosene, benzine,
wash oil, waste oil, blended gasoline, lubricating oil, blends or mixtures
of petroleum, and/or any and all liquid products or by-products derived
from crude petroleum oil or gas, whether hereinabove enumerated or
not.

Product
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Productive
Zone

Recycle

Reservoir

Reuse

Safe Drinking
Water Act

Saltwater
Disposal

Saltwater
Disposal Well

Secondary
Recovery

Tertiary
Recovery

Texas
Commission
on
Environmental
Quality

SDWA

SWD

TCEQ

Any stratum known to contain oil, gas, or geothermal resources in
commercial quantities in the area.

To process and/or use or re-use oil and gas wastes as a product for
which there is a legitimate commercial use and the actual use of the
recyclable product for the purposes authorized in this subchapter or a
permit. 'Recycle,' as defined in this subsection, does not include injection
pursuant to a permit issued under §3.46 of this title (relating to Fluid
Injection into Productive Reservoirs).

A porous and permeable underground formation containing a natural
accumulation of producible oil and/or gas that is confined by
impermeable rock or water barriers and is individual and separate from
other reservoirs.

The authorized use for one or more beneficial purposes of use of water
that remains unconsumed after the water is used for the original
purpose of use and before that water is either disposed of or discharged
or otherwise allowed to flow into a watercourse, lake, or other body of
state-owned water.

Federal Safe Drinking Water Act

All of the produced water from the well is being directed towards a salt-
water disposal to get rid of it.

A well used for the purpose of injecting produced water back into the
ground.

Hydrocarbons produced in one well bore by increasing reservoir
pressure with water in another well bore.

An enhanced recovery process that goes beyond water or gas flooding. It
may involve steam, fire, chemicals, miscible gases, bacteria or other
techniques.

Texas Commission on Environmental Quality
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Texas Railroad
Commission

Total
Dissolved
Solids

Transportation
orTo
Transport

Treatment
Facility

Water Flood

Water
injection
Water Oil
Ratio

RRC

TDS

Wi

WOR

Texas Railroad Commission

Conductivity test of ions in the water. The combined dry weight of
dissolved materials, both organic and inorganic, expressed in ppm that
are contained in the water.

The movement of any crude petroleum oil or products of crude
petroleum oil or the products of either from any receptacle in which any
such crude petroleum or products of crude petroleum oil or the
products of either has been stored to any other receptacle by any means
or method whatsoever, including the movement by any pipeline,
railway, truck, motor vehicle, barge, boat, or railway tank car. It is the
purpose of this definition to include the movement or transportation of
crude petroleum oil and products of crude petroleum oil and the
products of either by any means whatsoever from any receptacle
containing the same to any other receptacle anywhere within or from
the State of Texas, regardless of whether or not possession or control or
ownership change.

Any plant, disposal field, lagoon, incinerator, area devoted to sanitary
landfills, or other facility installed for the purpose of treating,
neutralizing, or stabilizing waste.

An improved oil recovery technique that involves injecting water into a
producing reservoir to enhance movement of oil to producing wells.

The injection of water in order to maintain reservoir pressure and boost
production.

The ratio of produced water to produced oil.
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1 Executive Summary
1.1 Legislative Updates Since the 2022 Report

Since its inception in 2021, the Texas Produced Water Consortium has joined a growing
chorus of stakeholders with a vested interest in finding new solutions for produced water
management across our state and nation. As outlined in our 2022 Report to the Texas
Legislature, Texas is a state plagued by current and rapidly increasing water shortage concerns!.
Meanwhile, the oil & gas industry generates excess quantities of produced water as a byproduct
that has to be managed by their operations. The Texas Legislature has a storied history of water-
forward thinking, and thus the Consortium was created to bring together information resources to
determine the environmental and economical viability of treating produced water for beneficial
use outside of the oil & gas industry. During the 88™ Regular Session in 2023, the Legislature
passed Senate Bill (SB) 1047 and appropriated an additional $5 million to the Consortium to
continue its work towards finding solutions, namely focused on the establishment of pilot
projects designed to provide information on achievable water qualities and treatment technology
capabilities in a rapidly evolving landscape of water management options.

That same year, the Texas Legislature also passed one of the most significant water-related
pieces of legislation in its near 200-year existence with SB 28 and the associated Senate Joint
Resolution (SJR) 75. These paved the way for voters statewide to approve the development of a
new $1 billion water fund, administered by the Texas Water Development Board, under
Proposition 6. Under the provisions of SB 28, this new fund is to be utilized across a wide
variety of projects, including a significant approach to addressing aging infrastructure and
mitigating water loss. Additionally, a minimum of 25% of the fund must go towards projects
promoting the development of new water sources, specifically to include marine and brackish
desalination, and produced water treatment. Prop 6 received one of the highest passage rates on
the November 2023 ballot with 78% approval, or almost 2 million ‘yes’ votes?. By comparison,
voters approved the 2013 creation of the $2 billion State Water Implementation Fund for Texas
with 73% approval®, potentially indicating both a widespread and growing acceptance for water
infrastructure related funding. While there is still significantly more work to be done to address
future water needs for all Texans, this is an achievement that warrants immense exaltation for the
policymakers, regulators, and voters of this state.

1.2 Pilot Projects

Being able to demonstrate water treatment capabilities is paramount to the purpose of the
Consortium. Taking the theoretical into the practical through pilot projects is a crucial step in
advancing the potential for utilizing all new water sources in an economical manner. What we
achieve through the process of produced water treatment translates into the furtherance of

! https://www.depts.ttu.edu/research/tx-water-consortium/downloads/22-TXPWC-Report-Texas-Legislature.pdf
2 https://ballotpedia.org/Texas_Proposition_6, Creation_of the Water Fund Amendment (2023)
3 https://ballotpedia.org/Texas_State Water Fund Amendment, Proposition 6 (2013)
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knowledge and promising potential for other water sources, especially those with lower salinity
such as seawater and brackish water.

Over the past year, the Consortium has worked with multiple companies operating pilot
projects across the Delaware and Midland Basins to obtain samples for constituent analysis and
associated whole effluent toxicity testing. Samples were submitted to a third party NELAP
certified laboratory, Eurofins Scientific. While the Consortium members are currently reviewing
that data for a future white paper, initial results reported by Eurofins and the participating
projects show very promising results. Across the five (5) current projects, incoming raw water
salinity ranged from 55,000 mg/L total dissolved solids (TDS) up to 190,000 mg/L. The resulting
treated water salinities ranged from as low as 36 mg/L to 900 mg/L TDS with an average of 376
mg/L TDS.

TDS is just one of a panoply of constituents that must be considered as we continue
discussing produced water’s viability as a new water source for uses beyond the oil & gas
industry, but these results are positive indications thus far. The Consortium is working to
produce a thorough examination of constituent analysis and member discussion later this year.

1.3 Standards

Through state and federal delegation over the past decade, both the Railroad Commission
of Texas (RRC) and the Texas Commission on Environmental Quality (TCEQ) have certain
jurisdictions regarding the permitting of produced water for various uses and discharges. In brief,
TCEQ is responsible for permitting all direct surface water discharges to “water in the State,”
while RRC is currently responsible for permitting all other potential beneficial uses*. Both
agencies have already begun implementing measures addressing the potential for permitting
produced water for beneficial reuse outlined later in this report.

In January 2024, the RRC promulgated a pilot study framework for produced water
recycling through land application®. This initial approach to piloting and permitting includes
many quality variables for consideration, including an approach to limiting the concentration of
constituents such as ammonia which is a source of nitrogen that could prove beneficial in certain
crop applications. There are other exclusions at present, however, that warrant further
consideration such as benzene, toluene, ethylbenzene and xylene, otherwise known as BTEX.
Likewise, TCEQ has a long history of delegated authority by the EPA to regulate various water
permits; most applicably given control to administer the National Pollutant Discharge
Elimination System (NPDES) for discharges from produced water in 2021°. These programs are
backed by decades of research leading to foundational knowledge and resulting permit standards
for potable and non-potable water uses.

These existing standards are the obvious choice as a starting reference for treated produced
water permitting. Additionally, the purpose of this Consortium is to work with all state
regulatory agencies in the continuous review of data and analysis of produced water treatment
capabilities and achievable qualities while providing recommendations to their permitting

4 Texas Water Code §26.131
5 https://www.rre.texas.gov/oil-and-gas/applications-and-permits/environmental-permit-types/pilot-projects/
6 https://www.epa.gov/newsreleases/epa-approves-clean-water-program-texas-commission-environmental-quality
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processes for any revisions or additions that Consortium members feel necessary. Forthcoming
publications on data review will provide crucial guidance and insights for these agencies in the
continuation of their regulatory oversight.

1.4 Economics

Economic viability continues to be the most significant hurdle to beneficial use of treated
produced water. From the Consortium’s 2022 report, the cost of disposal via injection (estimated
at between $0.60-0.70/bbl) drastically outweighs the current capital and operating costs required
to treat produced water to beneficial reuse qualities, even offset by the potential value of that
treated water to external users such as irrigated agriculture and municipalities, among others’.
Progress in technological efficiencies, declining available water resources, and other market
forces will continue to narrow that delta over time.

In order to better understand future potential values, the Consortium contracted with
WestWater Research to dive deeper into the projected value of freshwater resources across the
Permian Basin to more realistically inform the potential value of treated produced water as a new
source or an offset to freshwater. The two most identifiable users in the region, being irrigated
agriculture and municipalities, were utilized to develop projections of “willingness to pay” for
freshwater resources aligned with Texas Water Development Board (TWDB) State Water Plan
estimates to'th‘e yeat 2050 The Table 1: WestWater Research estimated willingness to pay for municipal shortage
outlook for irrigated agriculture avoidance.
remains largely unchanged from
our 2022 report, with a marginal
increase in willingness to pay of
$0.0020-0.0045/bbl by 2050 under
current market conditions.

Municipal value, however, shows a

stark contrast between current and

projected water values depending

on future shortages and availability

of resources, potentially rising as high as $0.69-0.85/bbl in that same period under extreme
circumstances as illustrated in Table 1. These estimates underscore several critical realizations;
first, our current prices for freshwater are likely well undervalued. Second, without an absolute
guarantee of future resource adequacy through development and improved access to new and
existing water sources, scarcity conditions could lead to a momentous rise in cost for future
populations.

In considering other pathways to economic viability for a system of treating produced
water, carbon capture/sequestration could be a considerable alternative especially when
appropriately paired with land application with a target towards crop propagation and/or
ecosystem restoration. This is a bourgeoning area, however, with the ongoing development of
carbon markets and federal regulations, and industry participation in establishing varying
infrastructure as a result. Further information is needed both on the stability of future markets as

7 https://www.depts.ttu.edu/research/tx-water-consortium/downloads/22-TXPWC-Report-Texas-Legislature.pdf
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well as our continued efforts to assess environmental impacts to land, wildlife and livestock that
are an essential component of prairie ecosystems.

The Consortium also takes this opportunity to highlight the work of our partners at the
Department of Energy with their Produced Water Application for Beneficial Reuse,
Environmental Impact and Treatment Optimization (PARETO) software, an undertaking 3-years
in the making. The initiative is committed to developing open-source decision-support software
for the broader produced water (PW) community. The PARETO suite of tools facilitates cost-
effective, resource-efficient, and environmentally sustainable PW management decisions using
mathematical optimization tools. The tools have been designed with input and feedback from
O&G (oil and gas) industry stakeholders since the project’s inception and support all major
stages of well operation, PW treatment, disposal, and beneficial reuse. More information on the
PARETO project can be found in the addendum section.

1.5 Technologies & Volumes

Following up on the multitude of treatment technology options explored in our 2022
report, the Consortium ventured to further narrow in on the current potential leading systems for
treating varying qualities of water across the Permian Basin. While there are many treatment
systems, both established and novel, that more than warrant continued consideration, the review
of this report focuses specifically on the potential for reverse osmosis/ultra high pressure reverse
osmosis (RO/UHP-RO) and mechanical vapor compression/recompression (MVR) as the most
efficient current commercial technologies.

In instances where salinity approaches an average of 70,000-80,000 mg/L TDS, as can be
the case in certain areas of the Delaware Basin, a RO/UHP-RO treatment system (membrane
based technology) could be the most cost-effective treatment approach as opposed to MVR. This
represents an uptick in membrane capabilities that have historically been limited by their lower
level tolerances for salinity compared to thermal processes. More work through laboratory and
field trials should be conducted for increased understanding.

Alternatively, thermal desalination through systems like MVR continues to be the most
robust approach to dealing with higher salinity ranges like the averages we see in the Midland
Basin and parts of the Delaware as well, 120,000-130,000 mg/L TDS to be specific. At this
elevated salinity, and taking into consideration common issues such as scaling of calcium
carbonate and ammonia carryover, MVR may provide a cost-benefit in energy savings as well as
post-treatment reduction.

Outlined in an addendum at the end of this report is an updated analysis of current and
projected produced water volumes in the Permian Basin. Currently, the daily water production
from unconventional (horizontal wells) in the Permian basin is 12 MMBBDIs (1,547 Acre-Feet)
split roughly 50/50 between the Midland and Delaware Basins. The production forecast shows a
maximum daily rate of 15 MMBbls (1,935 Acre-Feet) in 2042 in our projected base case. A
review of an additional 7,000 samples also shows the potential for major portions of the
Delaware to experience lower salinity than the Midland, potentially leading to higher recovery
rates and more affordable treatment approaches.
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1.6 Upcoming Research Projects

The Consortium continues to pursue all options for achieving environmentally safe and
economically viable options for treating and reusing produced water; to that end, and in addition
to the continued research outlined already, there are a few other projects specifically slated for
development in the coming year(s).

Beyond the traditional crops grown in the oil & gas producing regions of Texas,
alternative crops could provide opportunities through both increased economic value and better
utilization of varying quality waters, particularly those higher in salinity. One such targeted crop
that the Consortium will be partnering in the research of is guayule, namely as a source of latex
rubber. Guayule offers several advantages over traditionally produced crops, including reduced
water use and management inputs, as well as the creation of a stable ecosystem for pollinators
between harvests. The natural rubber latex derived from production of guayule could also
become a key supplemental cash crop in areas struggling with water availability or quality,
contributing to a sustainable production system based on ecosystem and resource conservation.
Produced water studies on guayule latex will take place in the greenhouse and garden complex of
Texas Tech University. Latex yields, properties, plant physiology, water use efficiency,
nutritional status, and overall plant biomass will be identified over a period of one year.

Another crucial area of interest shared by industry participants and external markets is the
potential for critical mineral recovery from produced water. The concentration of these mineral
resources could lead to manufacturing of high-value products to enhance economic growth and
job creation. Partnering with the University of Texas at Austin and pursuing grant funding from
the U.S. Department of Energy’s Fossil Energy and Carbon Management office, this project will
characterize and assess critical mineral resource potential in oil and gas industry waste, produced
water and subsurface brines, coal (primarily lignite), coal ash and other coal mine related waste,
and other non-fuel mine and processing waste material (e.g., red mud from bauxite processing),
sedimentary rocks, drill cuttings and other subsurface rock material with critical mineral
potential across the Permian Basin and the Gulf Coast.
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2 Update on Pilot Projects

On January 12, 2024 the Consortium released a request for proposals (RFP) for analytical
support for treatment of produced water as part of its pilot project program directed by the Texas
Legislature through SB 601 (87R) and SB 1047 (88R). The main purpose of these pilot projects
is to support assessment of treatment capabilities and associated costs of technologies for
potential social beneficial use of treated produced water. The program is designed to provide
coverage of expenses related to the analysis of treated produced water samples from existing
treatment operations through a third-party, National Environmental Laboratory Accreditation
Program (NELAP) certified laboratory®. The Consortium, following a rigorous state-mandated
procurement process through Texas Tech University, selected Eurofins Scientific as the
laboratory for this analysis.

As of the release of this report, the Consortium has five (5) pilot project participants and
continues to review responses on a rolling basis for future consideration. These current projects
are spread across multiple basins in the Permian and represent a wide range of treatment
capabilities, including varying levels of scalability, providing an excellent foundation of
knowledge regarding the current state of produced water treatment. Consortium members are
currently reviewing recently-issued final reports from Eurofins regarding sample analyses in
anticipation of an extensive analytical report to include critical member discussion and input,
projected for release by the end of 2024.

Project information is as follows:

1. Pilot A: Delaware basin collection. Pilot operation ran from March-June 2024 at a site
near Orla, TX, at a scale of >100 barrels per day (BPD). The system comprised of a pre-
treatment, thermal based desalination, and post-treatment train process. Inlet raw water
quality ranged in salinity from 111,000 to 140,000 mg/L in Total Dissolved Solids
(TDS). Preliminary analysis indicates the resulting finished water achieved an average
quality of 311 mg/L TDS.

2. Pilot B: Midland basin collection. Pilot operation ran from January-August 2024 at a site
near Midland, TX, at a scale of approximately 350 BPD. The system comprised of a pre-
treatment process and thermo-mechanical desalination unit. Inlet raw water quality
ranged in salinity from 125,000 to 190,000 mg/L in Total Dissolved Solids (TDS).
Preliminary analysis indicates the resulting finished water achieved an average quality of
36 mg/L TDS.

3. Pilot C: Delaware basin collection. Pilot operation is running from mid-July through
October2024 at a site near Orla, TX at a scale of approximately 500 BPD. The system is
comprised of a pre-treatment, advanced membrane desalination, and post-treatment train
process. Inlet raw water quality averaged approximately 120,000 mg/L in Total
Dissolved Solids (TDS). Preliminary analysis indicates the resulting finished water
achieved an average quality of 900 mg/L TDS.

4. Pilot D: Midland & Delaware basin collection. Pilot operation began in December 2023
at a site near Midland, TX, at a scale of >100 BPD. The system is comprised of a pre-
treatment, advanced thermal desalination, polishing and disinfection train process. Inlet

8 https://nelac-institute.org/content/NELAP/index.php

10
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raw water quality averaged approximately 120,000 mg/L in Total Dissolved Solids
(TDS). Preliminary analysis indicates the resulting finished water achieved an average
quality of 456 mg/L TDS.

. Pilot E: Midland basin collection. Pilot operation began in Fall 2023 at a site near
Colorado City, TX at a scale of approximately 132 BPD. The system is comprised of
multiple reverse osmosis processes. Inlet raw water quality averaged approximately
55,000 mg/L in Total Dissolved Solids (TDS). Preliminary analysis indicates the
resulting finished water achieved an average quality of 179 mg/L TDS.

11
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3 Review of standards and guidelines for use of treated
produced water in irrigation (land application) and
discharge to surface water

Treated produced water may be used beneficially in various applications (e.g., cooling
towers, land application, irrigation, discharge to surface water, efc.), subject to governing
standards to protect humans and the environment’. In some applications, guidelines may also be
relevant. This section provides a brief summary of standards and guidelines related to land
application (irrigation) and discharge to surface water.

Depending on the application, use of treated produced water in the State of Texas may be
governed by standards and permitting processes by:
(a) federal and state rules,

(b) a state agency with primacy to operate on behalf of a federal agency, or
(c) only state rules

Since the early 1900s, relevant state and federal regulations have been developed, and in
summary:

¢ land application (irrigation)
0 treated produced water applied to land (irrigation) is regulated by the Railroad
Commission (RRC) of Texas
0 land application of all other industrial wastewater is regulated by the Texas
Commission on Environmental Quality (TCEQ) through the Texas Land
Application Permits (TLAP) program
e discharge to surface water
O state authority to discharge to “water in the state” is regulated by the TCEQ under
Texas Water Code Chapter 26
0 federal authority to discharge to “waters of the United States” is regulated under
the federal Clean Water Act; the U.S. Environmental Protection Agency (EPA)
delegated authority to the TCEQ to regulate these discharges through the Texas
Pollutant Discharge Elimination System (TPDES) program

3.1 Federal Standards: Clean Water Act

The Federal Water Pollution Control Act (FWPCA), originally enacted in 1948 and later
substantially expanded in 1972 as the Clean Water Act (CWA), and applies to navigable waters
of the United States. The CWA is codified in 33 U.S.C. § 125119 et seq, while the CWA is

® Amy Hardberger. (2024) The Challenges and Opportunities of Beneficially Reusing Produced Water, 34 Duke
Environmental Law & Policy Forum 1-48

Available at: https://scholarship.law.duke.edu/delpt/vol34/iss1/1, accessed 2024-SEP-01

10 United States Code, Title 33 Navigation and Navigable Waters, §1251, available at
https://www.govinfo.gov/link/uscode/33/1251, accessed 2024-AUG-27

12
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implemented by the Environmental Protection Agency (EPA) in Title 40 of the Code of Federal
Regulations (CFR).!!

3.1.1 40 CFR Chapter I, Subchapter D Water Programs

“Water Programs” are covered in 40 CFR Chapter I Subchapter D'2, and select Parts
relevant to management of discharge of waters from industrial sources are highlighted here.
e Parts 110" and 112! prohibit the discharge of oil to the environment and prescribe

general prevention of oil pollution, including petroleum oils.
e Part 116' designates hazardous substances (listed in Table 116.4'®, which includes
benzene, toluene, ethylbenzene, and xylenes (BTEX) and ammonia).
e Parts 120 and 122 define “waters of the United States”.
e Parts 122 through 125 outline the National Pollutant Discharge Elimination System
(NPDES) program.
0 From 40 CFR Chapter I Subchapter D Part §122.1(b)(1)!":
The NPDES program requires permits for the discharge of “pollutants”
from any “point source” into “waters of the United States.” The terms
“pollutant”, “point source” and “waters of the United States” are defined
at§ 122.2.
0 From 40 CFR Chapter I, Subchapter D, Part 122, Subpart A, §122.2 Definitions'8,
several key definitions are highlighted here:

! Code of Federal Regulations, Title 40 Protection of the Environment, Chapter I Environmental Protection
Agency, available at https://www.ecfr.gov/current/title-40/chapter-1, accessed 2024-AUG-27

12 Code of Federal Regulations, Title 40 Protection of the Environment, Chapter I Environmental Protection
Agency, Subchapter D Water Programs, available at https://www.ecfr.gov/current/title-40/chapter-I/subchapter-D,
accessed 2024-SEP-02

13 Code of Federal Regulations, Title 40 Protection of the Environment, Chapter I Environmental Protection
Agency, Subchapter D Water Programs, Part 110 Discharge of Oil, available at https://www.ecfr.gov/current/title-
40/chapter-I/subchapter-D/part-110, accessed 2024-SEP-02

14 Code of Federal Regulations, Title 40 Protection of the Environment, Chapter I Environmental Protection
Agency, Subchapter D Water Programs, Part 112 Oil Pollution Prevention, available at
https://www.ecfr.gov/current/title-40/chapter-I/subchapter-D/part-112, accessed 2024-SEP-02

15 Code of Federal Regulations, Title 40 Protection of the Environment, Chapter I Environmental Protection
Agency, Subchapter D Water Programs, Part 116 Designation of Hazardous Substances, available at
https://www.ecfr.gov/current/title-40/chapter-I/subchapter-D/part-116, accessed 2024-SEP-02

16 Code of Federal Regulations, Title 40 Protection of the Environment, Chapter I Environmental Protection
Agency, Subchapter D Water Programs, Part 116 Designation of Hazardous Substances, Subsection 116.4
Designation of Hazardous Substances, available at https://www.ecfr.gov/current/title-40/chapter-I/subchapter-
D/part-116/section-116.4, accessed 2024-SEP-02

17 Code of Federal Regulations, Title 40 Protection of the Environment, Chapter I Environmental Protection
Agency, Subchapter D Water Programs, Part 122 EPA Administered Programs: The National Pollutant Discharge
Elimination System, Subsection 122.1 Purpose and scope, available at https://www.ecfr.gov/current/title-40/part-
122#p-122.1(b)(1), accessed 2024-SEP-02

18 Code of Federal Regulations, Title 40 Protection of the Environment, Chapter I Environmental Protection
Agency, Subchapter D Water Programs, Part 122 EPA Administered Programs: The National Pollutant Discharge
Elimination System, Subsection 122.2 Definitions, available at https://www.ecfr.gov/current/title-40/section-122.2,
accessed 2024-SEP-02

13
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» Discharge when used without qualification means the “discharge
of a pollutant.”
»  Effluent limitation means any restriction imposed by the Director

on quantities, discharge rates, and concentrations of “pollutants”
which are “discharged” from “point sources” into “waters of the
United States, ” the waters of the “contiguous zone,” or the ocean.

»  Hazardous substance means any substance designated under 40
CFR part 116 pursuant to section 311 of CWA.

= Pollutant means dredged spoil, solid waste, incinerator residue,
filter backwash, sewage, garbage, sewage sludge, munitions,
chemical wastes, biological materials, radioactive materials
(except those regulated under the Atomic Energy Act of 1954, as
amended (42 U.S.C. 2011 et seq.)), heat, wrecked or discarded
equipment, rock, sand, cellar dirt and industrial, municipal, and
agricultural waste discharged into water. It does not mean:
(a) Sewage from vessels, or
(b) Water, gas, or other material which is injected into a well to
facilitate production of oil or gas, or water derived in association
with oil and gas production and disposed of in a well, if the well
used either to facilitate production or for disposal purposes is
approved by authority of the State in which the well is located, and
if the State determines that the injection or disposal will not result
in the degradation of ground or surface water resources.

= Toxic pollutant means any pollutant listed as toxic under section

307(a)(1) or, in the case of “sludge use or disposal practices,” any
pollutant identified in regulations implementing section 405(d) of
the CWA.

»  Variance means any mechanism or provision under section 301 or
316 of CWA or under 40 CFR part 125, or in the applicable
“effluent limitations guidelines” which allows modification to or
waiver of the generally applicable effluent limitation requirements
or time deadlines of CWA. This includes provisions which allow
the establishment of alternative limitations based on fundamentally
different factors or on sections 301(c), 301(g), 301(h), 301(i), or
316(a) of CWA.

= Whole effluent toxicity means the aggregate toxic effect of an

effluent measured directly by a toxicity test.
O state program requirements (Part 123)
e water quality planning and management (Part 130)
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Texas Produced Water Consortium

e water quality standards (WQS) (Part 131), including federally promulgated WQS by state
(Subpart D), but Texas is not included here.
e hazardous waste injection restrictions (Part148)

3.1.2 40 CFR Chapter I, Subchapter N Effluent Guidelines and Standards

Effluent Guidelines and Standards for various types and categories related to oil and gas are
covered by 40 CFR Chapter I Subchapter N:

e general provisions (Part 401)

e petroleum refining (Part 419)

e oil and gas extraction (Part 435)

e centralized waste treatment category (Part 437)

The effluent guidelines and standards in 40 CFR Part 435 prohibit point source discharges of
produced water east of the 98th meridian, but they do allow discharges west of the 98th meridian
if they are of adequate quality and are put to beneficial use for agriculture or wildlife purposes.
Presently, the EPA is engaged in research!® and stakeholder engagement? aimed at looking at
additional guidance or standards for the discharge of treated produced water west of the 98th
Meridian for beneficial reuse. The EPA is also involved with a broader group of water reuse
stakeholders through the National Water Reuse Action Plan (WRAP)?!, and Action 2.3 Study of
Oil and Gas Extraction Wastewater Management®?> was completed in 2021. These efforts could
lead to the development of additional standards or guidance.

3.2 Texas Standards

In the State of Texas, relevant regulations are found in the Water Code of the Texas
Constitution and Statutes?® and in the Texas Administrative Code: Title 16 Economic Regulation
Part 1 Railroad Commission of Texas?*, Title 30 Environmental Quality?’, and Title 31 Natural

1% Environmental Protection Agency, Detailed Study of the Centralized Waste Treatment Point Source Category for
Facilities Managing Oil and Gas Extraction Wastes, EPA Report 821-R-18-004, available at
https://www.epa.gov/eg/centralized-waste-treatment-effluent-guidelines, accessed 2025-SEP-25

20 Environmental Protection Agency, Final Report: Oil and Gas Extraction Wastewater Management, Summary of
Input on Oil and Gas Extraction Wastewater Management Practices Under the Clean Water Act, EPA Report 821-
S19-001, available at https://www.cpa.gov/eg/final-report-oil-and-gas-extraction-wastewater-management, accessed
2024-SEP-25

2! Environmental Protection Agency, National Water Reuse Action Plan: Online Platform. Available at
https://www.epa.gov/waterreuse/national-water-reuse-action-plan-online-platform, accessed 2024-SEP-25

22 Environmental Protection Agency, National Water Reuse Action Plan, Action 2.3 Study of Oil and Gas Extraction
Wastewater Management, available at https://www.epa.gov/waterreuse/national-water-reuse-action-plan-online-
platform?action=2.3, accessed 2024-SEP-25

23 Texas Constitution and Statutes, Water Code, available at https://statutes.capitol.texas.gov/, accessed 2024-SEP-
24

24 Texas Administrative Code, Title 16 Economic Regulation, Part 1 Railroad Commission of Texas, available at
https://texreg.sos.state.tx.us/public/readtac$ext. ViewTAC?tac_view=3&ti=16&pt=1, accessed 2024-SEP-24

25 Texas Administrative Code, Title 30 Environmental Quality, available at
https://texreg.sos.state.tx.us/public/readtac$ext. ViewTAC?tac_view=2&ti=30, accessed 2024-SEP-24
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Resources and Conservation.?®, Historically, the Texas Railroad Commission (RRC) permitted
produced water discharges, and the Texas Commission on Environmental Quality (TCEQ)
permitted all other industrial wastewater discharges. Following passage of House Bill 2771,
(86th Texas Legislature, 2019) and TCEQ obtaining delegation of federal permitting authority
from EPA for produced water discharges, the state authority for permitting produced water
discharges to surface water bodies transferred from the RRC to the TCEQ. TCEQ obtained
federal permitting authority from EPA in January 2021 and now has both state and federal
permitting authority for all industrial wastewater discharges to surface waters in the state,
including produced water.

3.2.1 Railroad Commission (RRC) of Texas

Historically, most of the water produced with oil and gas in Texas has been disposed of
by deep well injection (DWI) through salt water disposal (SWD) wells permitted by Texas
Railroad Commission (RRC). Recently, the upstream industry has made great strides in
recycling produced water in their operations, which has significantly decreased the industry’s
need for freshwater sources. In 2021, Texas House Bill 3516 of the 87th Texas Legislature
directed the RRC to encourage the commercial recycling of liquid oil and gas wastes, including
produced water.

From the RRC website?’:

The RRC'’s general recycling authority can be found in Natural Resources Code

§122 (relating to Treatment and Recycling for Beneficial Use of Fluid Oil and

Gas Waste), which states the RRC shall adopt rules that encourage fluid oil and

gas waste recycling for beneficial purposes. The RRC has promulgated rules in

16 Texas Administrative Code (TAC) §3.8 (relating to Water Protection) that

provide for three categories of recycling: prohibited, authorized, and permitted

(16 TAC §3.8(d)(7)(A), (B), and (C), respectively). In addition, 16 TAC Chapter 4

contains rules for commercial recycling of oil and gas waste. The permitted

recycling provisions in 16 TAC §3.8(d)(7)(C) provide the framework that RRC

staff will employ to authorize pilot studies for the recycling of produced water:

(C) Permitted recycling.

(i) Treated fluid may be reused in any manner, other than the manner authorized

by subparagraph (B) of this paragraphl, pursuant to a permit issued by the

director on a case-by-case basis, taking into account the source of the fluids, the

anticipated constituents of concern, the volume of fluids, the location, and the

proposed reuse of the treated fluids. Fluid that meets the requirements of a permit
issued under this clause is a recyclable product.

26 Texas Administrative Code, Title 31 Natural Resources and Conservation, available at
https://texreg.sos.state.tx.us/public/readtac$ext. ViewTAC?tac_view=2&ti=31, accessed 2024-SEP-24

27 Texas Railroad Commission, Oil and Gas, Applications and Permits, Environmental Permit Types, Pilot Projects,
available at https://www.rrc.texas.gov/oil-and-gas/applications-and-permits/environmental-permit-types/pilot-
projects/, Accessed 2024-SEP-01
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3.2.1.1 RRC Pilot study for land application of treated produced water

The RRC developed a framework for the beneficial use of treated produced water,
beginning with a pilot study program?®, and in January of 2024, RRC released the Produced
Water Beneficial Reuse Framework for Pilot Study Authorization ("Pilot Study Framework"
Limits of water quality parameters are listed in Appendix C (p. 25-26) of the Pilot Study
Framework, and Table 2 compares these limits with other standards and guidelines for irrigation,
wildlife, and livestock because in large area applications, it is infeasible to perfectly prevent
wildlife and range livestock from accessing the irrigated acreage.

)29.

Noticeably present in the RRC Pilot Study Framework is a limit on the concentration of
ammonia (30 mg/L as nitrogen). Literature®? 3! 3233 34 35 indicate that terrestrial organisms are
less sensitive to ammonia than aquatic organisms, so it appears appropriate to have different
standards for land application (soil toxicity) versus surface water discharge (aquatic toxicity).
While nitrogen sources (e.g., ammonia, urea, and nitrate) can be applied to crops as a fertilizer to
increase crop yields, excess nitrogen can be detrimental. For example, applying 4 acre-feet of
water per acre (i.e., 48 inches of irrigation depth) in a growing season at the limit of 30 mg/L as
nitrogen is equivalent to applying 326 pounds of ammonia-nitrogen per acre; some crop-soil
combinations would be able to assimilate this mass loading of nitrogen, while others would not.
Furthermore, acrobic bacteria can oxidize ammonia/ammonium to nitrate; the Food and
Agriculture Organization (FAO) of the United Nations indicates that there is no restriction for
the use of irrigation water with less than 5 mg/L of nitrate as nitrogen®®. Thus, it may be
advantageous to some operators to treat produced water to a nitrogen (nitrate or ammonia)
concentration less than the RRC Pilot Study Framework limit of 30 mg/L.

28 Texas Railroad Commission, Oil and Gas, Applications and Permits, Environmental Permit Types, Pilot Projects,
available at https://www.rrc.texas.gov/oil-and-gas/applications-and-permits/environmental-permit-types/pilot-
projects/, accessed 2024-SEP-02

2 Texas Railroad Commission, Oil and Gas Division, Technical Permitting Section, Environmental Permits and
Support Unit, Produced Water Beneficial Reuse Framework for Pilot Study Authorization, available at
https://www.rrc.texas.gov/media/nznn2wsj/240108-produced-water-framework-final.pdf, accessed 2024-SEP-01

30 Niemeyer JC, Medici LO, Correa B, Godoy D, Ribeiro G, Ferreira Lima S de O, de Santo FB, Carvalho DF de.
2020. Treated produced water in irrigation: Effects on soil fauna and aquatic organisms. Chemosphere. 240:124791.
Available at https://doi.org/10.1016/j.chemosphere.2019.124791, accessed 2024-SEP-25.

31 Andrade BG, Andrade VT, Costa BRS, Campos JC, Dezotti M. 2011. Distillation of oil field produced water for
reuse on irrigation water: evaluation of pollutants removal and ecotoxicity. J Water Reuse Desalination. 1(4):224—
236. Available at https://doi.org/10.2166/wrd.2011.044, accessed 2024-SEP-25

32 Ferreira RNC, Weber OB, Crisdstomo LA. 2015. Produced water irrigation changes the soil mesofauna
community in a semiarid agroecosystem. Environ Monit Assess. 187(8):520. Available at
https://doi.org/10.1007/s10661-015-4744-7, accessed 2024-SEP-25

33 Rossetto CAV, Medici LO, Morais CSB de, Martins R da CF, Carvalho DF de. 2021. Seed germination and
performance of sunflower seedlings submitted to produced water. Ciénc E Agrotecnologia. 45. Available at
https://doi.org/10.1590/1413-7054202145010521, accessed 2024-SEP-25

34 Sousa AF, Crisostomo LA, Weber OB, Escobar MEO, OLIVEIRA TSD. 2016. Nutrient content in sunflowers
irrigated with oil exploration water. Rev Caatinga. 29(01):94-100. Available at https://doi.org/10.1590/1983-
21252016v29n111rc, accessed 2024-SEP-25

35 Huff L, Delos C, Gallagher K, Beaman J. 2013. Aquatic life ambient water quality criteria for ammonia-
freshwater. Wash DC US Environ Prot Agency. Available at https://www.epa.gov/sites/default/files/2015-
08/documents/aquatic-life-ambient-water-quality-criteria-for-ammonia-freshwater-2013.pdf, accessed 2024-SEP-25
36 Food and Agriculture Organization (FAO) of the United Nations. (1985) Water quality for agriculture, §1.4 Water
Quality Guidelines, Table 1 Guidelines for Interpretations of Water Quality for Irrigation,
https://www.fao.org/4/t0234¢/T0234E01.htm#ch1.4, accessed 2024-SEP-03
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Noticeably absent from the list of water quality parameters are benzene, toluene,
ethylbenzene, xylenes (BTEX) compounds, which are listed as hazardous substances in
40 CFR Chapter I, Subchapter D, Part 116, §116.4%7 and found in produced water. RRC could
consider implementing limits for these compounds in the Pilot Study Framework. Risk
characterization should consider the biodegradability and partitioning of these constituents
during evaluation of potential screening values.38 39 40 41

While the Pilot Study Framework does prohibit runoff and impact to groundwater, it does
not specify hydraulic loading limits (i.e., maximum daily volumetric flux) for land application.

37 Code of Federal Regulations, Title 40 Protection of the Environment, Chapter I Environmental Protection
Agency, Subchapter D Water Programs, Part 116 Designation of Hazardous Substances, Subsection 116.4
Designation of Hazardous Substances, available at https://www.ecfr.gov/current/title-40/chapter-I/subchapter-
D/part-116/section-116.4, accessed 2024-SEP-02

38 M. Pattanyek and S. J. McMillen (2008) Risk Assessment for Livestock in the Oriente Region of Ecuador. SPE
International Conference on Health, Safety, and Environment in Oil and Gas Exploration and Production, Nice,
France. Available at https://doi.org/10.2118/111955-MS, accessed 2024-SEP-25

39 American Petroleum Institute (2004) Risk-Based Screening Levels for the Protection of Livestock Exposed to
Petroleum Hydrocarbons. Available at https://www.api.org/environment-health-and-safety/environmental-
performance/~/~/media/files/ehs/environmental _performance/final as published 4733.ashx, accessed 2024-SEP-25
40 Craig W. Davis, David M. Brown, Chesney Swansborough, Christopher B. Hughes, Louise Camenzuli, Leslie J.
Saunders, Delina Y. Lyon (2024) Predicting Hydrocarbon Primary Biodegradation in Soil and Sediment Systems
Using System Parameterization and Machine Learning. Environmental Toxicology and Chemistry. Vol. 43, Iss. 6
Available at https://doi.org/10.1002/etc.5857, accessed 2024-SEP-25

4! Craig Warren Davis, Louise Camenzuli, Aaron D. Redman (2022) Predicting Primary Biodegradation of
Petroleum Hydrocarbons in Aquatic Systems: Integrating System and Molecular Structure Parameters using a Novel
Machine-Learning Framework. Environmental Toxicology and Chemistry. Vol. 41, Iss. 6, available at
https://doi.org/10.1002/etc.5328, accessed 2024-SEP-25
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Table 2: Comparison of Texas RRC Pilot Study Framework water quality limits with other standards and guidelines for irrigation, wildlife, and livestock.

Source TXRRC | NM FAO | Gwpc | ecwpc | ‘@nim | Karm | Karim | Karim -, MT NM | GWPC | NRC
etal etal etal etal

Use Category Irrigation | Irrigation |Irrigation |Irrigation [Irrigation [ Irrigation |Irrigation |[Irrigation | Irrigation V\,Md“fe & V\_/Ild“fe & Livestock | Livestock | Livestock

Livestock | Livestock
. . Short- MPDES | MPDES

Constituent CAS Units Long-term term Corn Sorghum | Cotton Wheat 2015-2019| 2020 Cattle

Alkalinity, tot - mg/Las CaCO3 100

Aluminum 7429-90-5 mg/L 5 5 5 5 20 5 0.5

Arsenic 7440-38-2 mg/L 0.1 0.1 0.1 0.1 2 0.5 0.5 0.2 0.2 0.05

Beryllium 7440-41-7 mg/L 0.1 0.1 0.1 0.5

Boron 7440-42-8 mg/L 0.75 0.75 0.75 2 2 3 3 3 5 5 5 5

Cadmium 7440-43-9 mg/L 0.01 0.01 0.01 0.01 0.05 0.08 0.05 0.05 0.005

Chloride 16887-00-6 mg/L 100 533 710 710

Chromium 7440-47-3 mg/L 0.1 0.1 0.1 0.1 1 1 1 1 0.1

Cobalt 7440-48-4 mg/L 0.05 0.05 0.05 0.05 5 1 1 1

Copper 7440-50-8 mg/L 0.2 0.2 0.2 0.2 5 0.5 0.5 0.5 10.5 1

Cyanide, tot 57-12-5 mg/L

Electrical Conductivity - uS/cm 1500 1100 1700 5100 4000 11000

Fluoride 16984-48-8 mg/L 1 1 1 15 3 2 2 2

Gross Alpha/Beta - pCi/L 15

Hardness, tot - mg/L 150

Iron 7439-89-6 mg/L 5 5 5 20

Lead 7439-92-1 mg/L 5 5 5 5 10 0.1 0.1 0.1 0.1 0.015

Lithium 7439-93-2 mg/L 2.5 2.5 2.5 2.5

Manganese 7439-96-5 mg/L 0.2 0.2 0.2 10 0.05

Mercury 7439-97-6 mg/L 0.01 0.01 0.01

Molybdenum 7439-98-7 mg/L 0.01 1 0.01 0.01 0.05

Nickel 7440-02-0 mg/L 0.2 0.2 0.2 2 0.25

Nitrite+Nitrate 14797-65-0 mg/Las N 132 110

14797-55-8

Nitrogen, ammonia 7664-41-7 mg/Las N 30

Nitrogen, nitrate 14797-55-8 mg/Las N 45 100 100

Nitrogen, nitrite 14797-65-0 mg/Las N 10 10 10 10

pH - 6.5-8.4 6.0-9.0 6.0-9.0

Phosphorus 7723-14-0 mg/L 5

Radium 226 13982-63-3 pCi/L 30

Radium 228 15262-20-1 pCi/L 30

Selenium 7782-49-2 mg/L 0.02 0.02 0.02 0.02 0.05 0.05 0.05 0.05 0.05

Sodium 7440-23-5 mg/L 100 533 710 710 2250

Sodium Absorption Ratio - mg/L 4 10 10 10 13

Strontium 7440-24-6 mg/L 8pCi/L

Sulfate 14808-79-8 mg/L 2500 2500

Total Dissolved Solids - mg/L 1000 704 1088 3264 2200 5000 5000 10000

Total Metals mg/L 10

Total Oil and Grease - mg/L 35 10 10

Total Organic Carbon - mg/L 10

Total Petroleum Hydrocarbons - mg/L 10

Turbidity - NTU 30

Vanadium 7440-62-2 mg/L 0.1 0.1 0.1 1 0.1 0.1

Zinc 7440-66-6 mg/L 2 2 2 10 25 25 24 5

19



3.2.2 Texas Commission on Environmental Quality (TCEQ)

In 1998, the U.S. EPA delegated authority to TCEQ to manage the NPDES program for the State
which was named the Texas Pollutant Discharge Elimination System (TPDES, typically
pronounced “tip-dees’). Through the TPDES and Texas Land Application Permits (TLAPs,
typically pronounced “tee-laps”)*? programs, TCEQ permits several types of treated wastewaters
and stormwater®’, including discharges of treated industrial wastewater into or adjacent to “water
in the state.” . Under Texas Water Code Section 26.001%4, defines "water in the state":

"Water" or "water in the state” means groundwater, percolating or otherwise,

lakes, bays, ponds, impounding reservoirs, springs, rivers, streams, creeks,

estuaries, marshes, inlets, canals, the Gulf of Mexico inside the territorial limits

of the state, and all other bodies of surface water, natural or artificial, inland or

coastal, fresh or salt, navigable or nonnavigable, and including the beds and

banks of all watercourses and bodies of surface water, that are wholly or partially

inside or bordering the state or inside the jurisdiction of the state.

An entity that desires permitting of an industrial wastewater must apply to TCEQ for a
permit (TCEQ Form 10055 Industrial Wastewater Permit Application*’), which can either be a
TLAP or TPDES permit. At the time of this writing, the TCEQ has several programs that
authorize the discharge of oil and gas wastewater*®. Several key programs are summarized
below.

3.2.2.1 TPDES permitting of treated produced water discharges to “water in the State”

In 2019, Texas House Bill 2771 (86™ Legislature) directed TCEQ to seck delegation from
EPA for discharges of treated produced water into “water in the State”. EPA approved TCEQ’s
delegation request effective January 15, 2021, and upon delegation, the state program for issuing
discharge permits for treated produced water transferred from RRC to TCEQ (through the
TPDES).

An applicant seeking a permit to discharge wastewaters into water in the State generated
during oil and gas exploration and production activities located west of the 98" Meridian must
apply for an individual permit. The application consists of an Administrative Application form

42 Texas Commission on Environmental Quality, Industrial Wastewater Discharges: The Permit Process, available at
https://www.tceq.texas.gov/permitting/wastewater/industrial/ TPDES _industrial wastewater_steps.html, accessed
2024-SEP-02

43 Texas Commission on Environmental Quality, Wastewater and Stormwater, Types of wastewater and stormwater
permits and registrations, and how to apply for them. Permitting requirements. Participating in the permitting
process., available at https://www.tceq.texas.gov/permitting/wastewater, accessed 2024-SEP-02

4 Texas Constitution and Statutes, Water Code, Chapter 26 Water Quality Control, available at
https://statutes.capitol.texas.gov/Docs/WA/htm/WA.26.htm, accessed 2024-SEP-02

45 Texas Commission on Environmental Quality, Industrial Wastewater Permit Application Technical Report 1.0,
available at https://www.tceq.texas.gov/downloads/permitting/wastewater/forms-tools/10055.docx, accessed
2024-SEP-02

46 Texas Commission on Environmental Quality, Oil and Gas Wastewater Permits, Wastewater permitting authority
for oil and gas discharges and information about the stakeholder group and House Bill 2771., available at
https://www.tceq.texas.gov/permitting/wastewater/oilandgas and Oil and Gas Wastewater Permits, Permits for oil
and gas facilities, requirements for each type, and links and information on how to apply, available at
https://www.tceq.texas.gov/assistance/industry/oil-and-gas/oil-and-gas-wastewater-permits, accessed 2024-SEP-02
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(TCEQ Form 20893%7) and the Industrial Wastewater Technical Application Form (TCEQ Form
10055). Individual permit applicants will be required to submit additional information, such as
treatment processes and analyses for an enhanced list of pollutants, as part of the application
process. Additionally, draft permits will include acute and chronic Whole Effluent Toxicity
(WET) testing. Applicants may need additional authorizations from the TCEQ Waste Permits
Division*® or the TCEQ Air Permits Division.

3.2.2.2 General Permit TXG310000 for onshore stripper wells east of 98" meridian and
coastal and territorial seas facilities

TCEQ has issued an Oil and Gas Extraction TPDES General Permit No. TXG310000,
with an effective date of January 10, 2024%°. This general permit is applicable for an onshore
stripper well facility located east of the 98th meridian, a coastal facility, or a territorial seas
facility that intends to discharge wastes associated with oil and gas extraction activities into
water in the state. Details regarding applicability and limits are provided in the General Permit
TXG310000° and corresponding Fact Sheet.!

3.2.2.3 General Permit WQG280000 for discharges located on the outer continental shelf

TCEQ has issued a Oil and Gas Outer Continental Shelf (OCS) General Permit No.
WQG280000, with an effective date of January 10, 2024.52 This general permit is applicable to
facilities that discharge waste associated with oil and gas extraction activities into the Gulf of
Mexico located greater than 3.0 statute miles and less than 10.357 statute miles from the Texas
coastline.Details regarding applicability and limits are provided in the General Permit
WQG280000°% and corresponding Fact Sheet®.

47 Texas Commission on Environmental Quality, Industrial Wastewater Application Checklist For Oil And Gas
Extraction Permits Issued Under Texas Water Code Chapter 26, available at
https://www.tceq.texas.gov/downloads/permitting/wastewater/forms-tools/20893.docx, accessed 2024-SEP-02

48 Texas Commission on Environmental Quality, Waste Management: Requirements and Permits Requirements to
transport and dispose of municipal solid, industrial and hazardous, and other wastes. Pending and current permits.
Registration status., available at https://www.tceq.texas.gov/permitting/waste_permits, accessed 2024-SEP-02

49 Texas Commission on Environmental Quality, Wastewater Discharges from Oil and Gas Extraction Facilities:
Obtaining Coverage under General Permit TXG310000, available at
https://www.tceq.texas.gov/permitting/wastewater/txg3 1-steps, accessed 2024-SEP-03

50 Texas Commission on Environmental Quality, TPDES General Permit to Discharge Wastewater Associated with
Oil and Gas Extraction Activities, available at
https://www.tceq.texas.gov/downloads/permitting/wastewater/general/oil-gas-extraction/txg31 general-
permit_issued.pdf, accessed 2024-SEP-03

5! Texas Commission on Environmental Quality, Fact Sheet And Executive Director’s Final Decision, For proposed
Texas Pollutant Discharge Elimination System (TPDES) General Permit No. TXG310000 to discharge wastewater
associated with oil and gas extraction activities into water in the state., available at
https://www.tceq.texas.gov/downloads/permitting/wastewater/general/oil-gas-extraction/txg3 10000-fact-

sheet issued.docx, accessed 2024-SEP-03

52 Texas Commission on Environmental Quality, Wastewater Discharges from Oil and Gas Outer Continental Shelf
Facilities: Obtaining Coverage under General Permit WQG280000, available at
https://www.tceq.texas.gov/permitting/wastewater/wqg28-steps/view, accessed 2024-SEP-03

53 Texas Commission on Environmental Quality, Oil and Gas Outer Continental Shelf General Permit No.
WQG280000, available at https://www.tceq.texas.gov/downloads/permitting/wastewater/general/oil-gas-outer-
continental-shelf/wqg280000-draft-permit_issued.pdf/view, accessed 2024-SEP-03

54 Texas Commission on Environmental Quality, Fact Sheet And Executive Director’s Final Decision, General
Permit No. WQG280000 to discharge wastes associated with oil and gas extraction activities into the Gulf of
Mexico (between 3.0 and 10.357 statute miles from the Texas coastline)., available at
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3.2.2.4 Other petroleum-related permits

TCEQ renewed TPDES General Permit No. TXG34000, with an effective date of
October 24, 2022%. TPDES GP No. TXG34000 regulates discharges of facility wastewater,
contact stormwater, and stormwater associated with industrial activities into or adjacent to water
in the state from petroleum bulk stations and terminals. Details regarding applicability and limits
are provided in the General Permit.>¢

The Hydrostatic Test Water General Permit TXG670000, effective October 21, 2020,
authorizes the discharge of water resulting from a hydrostatic test of a vessel into or adjacent to
water in the state>’. Details regarding applicability and limits are provided in the General
Permit’8,

TCEQ renewed the TPDES Petroleum Contaminated Water General Permit,
TXG830000, which has been issued with an effective date of September 12, 2023°°. This permit
covers certain discharges of petroleum-contaminated water in Texas. Details regarding

applicability and limits are provided in the General Permit®® and corresponding Fact Sheet.!

3.2.2.5 Land application (TLAP) for domestic and non-oil-and-gas industrial wastewater

TLAPs authorize disposal of treated domestic and non-oil-and-gas wastewater at a
property, not discharging into water in the State. TCEQ issues several TLAPs: (1) evaporation
(30 TAC 309), (2) surface irrigation (30 TAC 309), (3) subsurface irrigation (30 TAC 309), and
(4) subsurface area drip dispersal system (SADDS) (30 TAC 222). TCEQ Form 10054 is

https://www.tceq.texas.gov/downloads/permitting/wastewater/general/oil-gas-outer-continental-shelf/wqg280000-
fact-sheet issued.docx/view, accessed 2024-SEP-03

55 Texas Commission on Environmental Quality, Water Discharges from Petroleum Bulk Stations and Terminals:
Am I Regulated?, available at https://www.tceq.texas.gov/permitting/wastewater/general/TXG34 AIR html,
accessed 2024-SEP-03

6 Texas Commission on Environmental Quality, General Permit To Discharge Wastes under provisions of Section
402 of the Clean Water Act: National Pollutant Discharge Elimination System and Chapter 26 of the Texas Water
Code: Water Quality Control, available at
https://www.tceq.texas.gov/downloads/permitting/wastewater/general/petroleum-stations-terminals/txg340000-
issued-2022.pdf, accessed 2024-SEP-03

57 Texas Commission on Environmental Quality, Hydrostatic Test Water Discharges: Obtaining Coverage Under
General Permit No. TXG670000, available at

https://www.tceq.texas.gov/permitting/wastewater/general/ TXG67_steps.html, accessed 2024-SEP-03

8 Texas Commission on Environmental Quality, TPDES General Permit Number TXG670000 Relating To
Discharges Of Hydrostatic Test Water, available at
https://www.tceq.texas.gov/downloads/permitting/wastewater/general/hydrostatic-test-water/txg67-issued-permit-
11-3-2020.docx, accessed 2024-SEP-02

59 Texas Commission on Environmental Quality, General Permit Requirements for the Discharge of Petroleum
Contaminated Water, available at https://www.tceq.texas.gov/permitting/wastewater/general/ TXG83 _steps.html,
accessed 2024-SEP-03

60 Texas Commission on Environmental Quality, General Permit To Discharge Wastes, available at
https://www.tceq.texas.gov/downloads/permitting/wastewater/general/txg830000-2023.pdf, accessed 2024-SEP-03
6! Texas Commission on Environmental Quality, Fact Sheet And Executive Director's Final Decision Texas
Pollutant Discharge Elimination System General Permit TXG830000, available at
https://www.tceq.texas.gov/downloads/permitting/wastewater/general/22032-fact-sheet-final.docx, accessed 2024-
SEP-03

62 Texas Commission on Environmental Quality, Domestic Wastewater Permit Application Technical Report 1.0,
available at https://www.tceq.texas.gov/downloads/permitting/wastewater/forms-tools/10054.docx, accessed 2024-
SEP-03
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required. The application process involves a review of several aspects of the site: geologic
(surface water, groundwater, wells, topography, etc.), hydraulic (water application rate, average
rainfall, evapotranspiration), and agronomic (water application rate, average rainfall,
evapotranspiration, nutrient application rate, cropping plan, dry matter production, etc.).
Additionally, per 30 TAC 222 all SADDS will have a maximum application rate of

0.1 gal/ft*/day (4.88 acre-feet/acre per year), and per TCEQ policy, all subsurface irrigation
systems under 30 TAC 309 will have a maximum application rate of 0.1 gal/ft>/day (4.88 acre-
feet/acre per year). An irrigation spreadsheet has been developed by the TCEQ.

3.2.2.6 Use of domestic and non-oil-and-gas industrial reclaimed water

TCEQ has an existing program (State authority TWC Ch 26) for reusing domestic and
non-oil-and-gas industrial reclaimed water®.The program has established fit-for-purpose
standards that must be met before it can be reused (30 TAC 210%). Requirements for use of
industrial reclaimed water are covered in 30 TAC 210 Subchapter E.%

3.3 Other State Standards

3.3.1 Montana

The Montana Department of Environmental Quality (MDEQ)% is responsible for
regulating water quality standards in the state, particularly in relation to oil and gas operations.
The MDEQ establishes rules to protect water resources by setting criteria for pollutant levels and
maintaining standards for various water uses, including livestock and wildlife drinking water.
The Montana Bureau of Mines and Geology®’ supports these efforts by providing research and
data on groundwater and surface water quality, which informs regulatory decisions and water
management policies. The Fact Sheet® for MDEQ’s Montana Pollutant Discharge Elimination
System (MPDES) Produced Water General Permit (PWGP) explains that the permit
(MTG310000) allows for discharge to ephemeral receiving waters (ARM 17.30.602) or
discharge for wildlife propagation (40 CFR 435.51). The permit allows for either Technology
Based Effluent Limits (Fact Sheet §IV, p. 6) or Water Quality Based Effluent Limits (Fact Sheet
§V, p. 7). Per Fact Sheet §V, subsection C Beneficial Use: Wildlife or Livestock Watering,
“irrigation with produced water to agricultural fields or rangeland is not considered a beneficial

63 Texas Commission on Environmental Quality, Requirements for Reclaimed Water, Definition for and uses of
municipal (also called domestic) and industrial reclaimed water., available at
https://www.tceq.texas.gov/assistance/water/reclaimed _water.html, accessed 2024-SEP-02

%4 Texas Administrative Code, Title 30 Environmental Quality, Part 1 Texas Commission on Environmental Quality,
Chapter 210 Use of Reclaimed Water, available at

https://texreg.sos.state.tx.us/public/readtac%24ext. ViewTAC?tac_view=4&ti=30&pt=1&ch=210, accessed 2024-
SEP-03

%5 Texas Administrative Code, Title 30 Environmental Quality, Part 1 Texas Commission on Environmental Quality,
Chapter 210 Use of Reclaimed Water, Subchapter E Special Requirements For Use Of Industrial Reclaimed Water,
available at

https://texreg.sos.state.tx.us/public/readtac$ext. ViewTAC?tac_view=5&ti=30&pt=1&ch=210&sch=E&rl=Y,
accessed 2024-SEP-02

 Montana Department of Environmental Quality, available at https://deq.mt.gov/, accessed 2024-SEP-25

7 Montana Bureau of Mines & Geology, available at https://www.mbmg.mtech.edu/#gsc.tab=0, accessed 2024-
SEP-25

% Montana Department of Environmental Quality, Water Quality Division, Montana Pollutant Discharge
Elimination System (MPDES) Fact Sheet for Produced Water General Permit, Available at
https://deq.mt.gov/files/water/Forms/2020 FS MTG310000.pdf, accessed 2024-SEP-25
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use of produced water.” Water quality criteria for Wildlife and Livestock Drinking Water for
2015-2019 are listed in Table 3 (p. 6) of the Fact Sheet, and 2020 water quality criteria for
Wildlife and Livestock Drinking Water are listed in Table 6 (p. 11) of the Fact Sheet. These
Montana water quality criteria for the previous and current MPDES permit for produced water
are listed in Table 2.

3.3.2 New Mexico

New Mexico has two governing parties that regulate the use of produced water. The New
Mexico Oil Conservation Division (OCD)% within the New Mexico Energy, Minerals and
Natural Resources Department is the primary regulator for these standards. The NMOCD
regulates following the Oil and Gas Act and has the authority over the reuse of produced water
for oil and gas uses. The New Mexico Water Quality Control Commission’® within the New
Mexico Environment Department regulates all other uses of produced water.

Environmental protection is addressed in Title 207! of the New Mexico Administrative Code
(NMAC), including New Mexico regulatory constituent limits for drinking water, irrigation,
livestock water, wildlife, and aquatic life (acute and chronic). New Mexico water quality limits
for irrigation and livestock are listed in Table 2.

3.3.3 Colorado

The Colorado Water Quality Control Commission (CWQCC)’? is a division of the
Colorado Department of Public Health and Environment (CDPHE)”® and is the regulatory body
tasked with safeguarding the state’s water resources. Operating within the framework established
by the Colorado Water Quality Control Act, the CWQCC develops and implements policies,
standards, and regulations to ensure that water quality meets established benchmarks. The
Commission’s responsibilities encompass setting water quality classifications, developing
standards for pollutants and contaminants, and overseeing the implementation of measures to
achieve and maintain these standards. Through its oversight and regulatory authority, the
CWQCC plays a pivotal role in protecting Colorado’s valuable water resources for both human
and environmental health. The Colorado Oil and Gas Conservation Commission (COGCC) is
responsible for regulating the development and production of oil and gas resources in Colorado,
including the treatment and disposal of oil and gas production waste. In 2023, the Colorado State
Legislature created the Colorado Produced Water Consortium (CPWC), housed in the Colorado
Department of Natural Resources. The CPWC is currently working in cooperation with the
Texas and New Mexico Consortiums exploring state standards for produced water reuse.

% New Mexico Energy, Minerals and Natural Resources Department, Oil Conservation Division, available at
https://www.emnrd.nm.gov/ocd/, accessed 2024-SEP-25

70 New Mexico Environment Department, Water Quality Control Commission, Available at
https://www.env.nm.gov/opf/water-quality-control-commission/, accessed 2024-SEP-25

"I New Mexico Administrative Code, Title 20 Environmental Protection, available at
https://www.srca.nm.gov/nmac-home/nmac-titles/title-20-environmental-protection/, accessed 2024-SEP-25

2 Colorado Department of Public Health and Environment, Colorado Water Quality Control Commission, available
at https://cdphe.colorado.gov/wqcc, accessed 2024-SEP-25

3 Colorado Department of Public Health and Environment, available at https://cdphe.colorado.gov/, accessed 2024-
SEP-25
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3.4 Guidelines

In addition to federal and state standards, there also exist guidelines for certain
applications.

3.4.1 Food and Agriculture Organization (FAQO) of the United Nations

The Food and Agriculture Organization (FAO) of the United Nations (UN) published a
landmark guidance document on Water Quality for Agriculture (Ayers & Westcot, 1994)74, and
Table 21 of §5.5.2 Toxicities’” lists recommended maximum concentrations of trace elements in
irrigation water. These FAO water quality concentration limits are listed in are listed in Table 2.
Referencing this FAO work, researchers Karim et al (2020)7¢ summarized select water quality
limits for four crops in supplementary material”’.

3.4.2 Groundwater Protection Council (GWPC)

The GPWC 2015 report on Produced Water Reuse in Oklahoma 2015: Regulatory
Considerations and References’® includes recommended constituent concentration limits for
general surface water discharge, livestock drinking water, and irrigation water. The purpose of
this document is to report the findings of information to better understand produced water
discharge, disposal, and re-use issues in the state of Oklahoma. Recommended water quality
concentration limits for livestock drinking water are listed in Table 2-2 (p. 29 of the GWPC 2015
report) from Guerra, Dahm, and Dundorf (2011)”°, and recommended water quality
concentration limits for long-term and short-term use for irrigation are listed in Table 2-5 (p. 31).
These concentration limits summarized in the GWPC 2015 report are listed in Table 2.

" R.S. Ayers and D.W. Westcot (1994) Water Quality for Agriculture. Food and Agriculture Organization of the
United Nations, Rome, ISBN 92-5-102263-1, available at https://www.fao.org/4/t0234¢/T0234E00.htm#TOC,
accessed 2024-SEP-25

5 R.S. Ayers and D.W. Westcot (1994) Water Quality for Agriculture, Section 5 Miscellaneous Problems,
Subsection 5.5.2 Toxicities, Table 21 Recommended Maximum Concentrations of Trace Elements in Irrigation
Water. Food and Agriculture Organization of the United Nations, Rome, ISBN 92-5-102263-1, available at
https://www.fao.org/4/t0234¢/T0234E06.htm#ch5.5.2, accessed 2024-SEP-25

76 Karim, Gonzalez Cruz, Hernandez, and Uddameri (2020) A GIS-Based Fit for the Purpose Assessment of
Brackish Groundwater Formations as an Alternative to Freshwater Aquifers. Water 12(8), 2299; available at
https://doi.org/10.3390/w12082299, accessed 2024-SEP-25

7 Karim, Gonzalez Cruz, Hernandez, and Uddameri (2020) Supplementary Material, available at
https://www.mdpi.com/2073-4441/12/8/2299/s1?version=1597575659, accessed 2024-SEP-25

8 Groundwater Protection Council (2015) Produced Water Reuse in Oklahoma: Regulatory Considerations and
References, available at https:/www.gwpc.org/wp-

content/uploads/2022/12/Oklahoma_Produced Water Project Summary Report.pdf, accessed 2024-SEP-25

" Guerra, K., Dahm, K., and Dundorf, S. (2011) Science and Technology Program Report No. 157, Oil and Gas
Produced Water Management and Beneficial Use in the Western United States, U.S. Department of the Interior,
Bureau of Reclamation, available at https://www.usbr.gov/research/dwpr/reportpdfs/report157.pdf, accessed 2024-
SEP-25
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3.4.3 National Research Council (NRC)

Water quality limits of potentially toxic nutrients for cattle drinking water are listed in
Table 8-4 (p. 182) in the National Research Council’s publication on Nutrient Requirements of
Dairy Cattle 3°, and these values are included in Table 2.

3.5 Ongoing and Future Research

Ongoing and future research by the Texas Produced Water Consortium explores
identification of compounds typically present in produced water and treated produced water.
This research may have future implications for particular treatment processes required to meet
existing water quality standards or guidelines, or it may have implications for the development of
additional water quality standards, guidelines, or analytical methods.

Pages 19-33 of the 82-page TCEQ TPDES Form 10055%! lists tables of water quality
analytes that most TPDES permits follow; before each table, a brief paragraph indicates if this
table applies or not. Some tables such as Table 1 and Table 2 are “required for all external
outfalls for all TPDES permit applications,” but others are much more specific. Some analytical
methods have issues with raw produced water but are applicable for post-treatment water. Also,
there are constituents in produced water that do not presently have EPA/TCEQ-approved
analytical methods; this is a subject of ongoing research for the Texas Produced Water
Consortium and consortia of other States. 52 82

Quantitative structure—activity relationship models (QSAR models) can be developed to
estimate the effects of exposure of an organism based on the concentrations of dissolved
constituents in treated produced water. With respect to screening water quality data from the
ongoing produced water pilots, there are a number of QSAR-based approaches that could be
used to estimate predicted no-effect concentration (PNEC) for ecological organisms (plants,

80 National Research Council. 2001. Nutrient Requirements of Dairy Cattle: Seventh Revised Edition, 2001.
Washington, DC: The National Academies Press. Chapter 8 Water, Section Water Quality, Table 8-4, available at
https://doi.org/10.17226/9825, accessed 2024-SEP-25

81 Texas Commission on Environmental Quality, Industrial Wastewater Permit Application Technical Report 1.0,
available at https://www.tceq.texas.gov/downloads/permitting/wastewater/forms-tools/10055.docx, accessed
2024-SEP-02

82 Andrade BG, Andrade VT, Costa BRS, Campos JC, Dezotti M. 2011. Distillation of oil field produced water for
reuse on irrigation water: evaluation of pollutants removal and ecotoxicity. J Water Reuse Desalination. 1(4):224—
236. Available at https://doi.org/10.2166/wrd.2011.044, accessed 2024-SEP-25

8 Tarazona Y, Wang HB, Hightower M, Xu P, Zhang Y. 2024. Benchmarking produced water treatment strategies
for non-toxic effluents: integrating thermal distillation with granular activated carbon and zeolite post-treatment.

J Hazard Mater.:135549. Available at https://doi.org/10.1016/j.jhazmat.2024.135549, accessed 2024-SEP-25
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invertebrates, fish, etc) for organic constituents.?* 85 3¢ This approach could be used to screen the
chemical data from the pilots to focus attention on constituents that are frequently detectable and
near the estimated PNEC.

For surface water discharge, there are a number of organisms that are relatively easy to
culture (e.g., fathead minnow Pimephales promelas, water fleas Daphnia pulex and
Ceriodaphnia dubia), and can provide acute and chronic endpoints in relative short time frames
(e.g., less than 7 days). Ongoing research investigates and compares other aquatic toxicity and
WET test methods for aquatic organisms (e.g., Zebrafish embryo toxicity (ZFET) screen®’)..
Some of these test species and methods are included in ongoing pilot studies, and results are
forthcoming.

Terrestrial tests are generally longer (e.g., 14 to 50 days) depending on the endpoints, and
maintaining constant exposure to the test chemicals in those long term tests can be challenging.
The RRC could consider possible testing of soil-relevant organisms which may require some
method development to meet regulatory needs (e.g., earthworm Eisenia fetida®® %, soil nematode
Caenorhabditis elegans®® *!, and phytotoxicity with alfalfa medicago sativa®® and Northern
wheatgrass Elymus lanceolatus). NemalLife testing with C. elegans (soil nematode) is tested in
short term aquatic assays that could be useful for acute and chronic endpoints; research results
indicate that these tests could be appropriate to evaluate effects from metals, ammonia, and salt,

84 McGrath JA, Fanelli CJ, Di Toro DM, Parkerton TF, Redman AD, Paumen ML, Comber M, Eadsforth CV, den
Haan K. 2018. Re-evaluation of target lipid model-derived HCS predictions for hydrocarbons. Environ Toxicol
Chem. 37(6):1579-1593. Available at https://doi.org/10.1002/etc.4100, accessed 2024-SEP-25

85 Boone KS, Di Toro DM, Davis CW, Parkerton TF, Redman A. 2024. In Silico Acute Aquatic Hazard Assessment
and Prioritization Using a Grouped Target Site Model: A Case Study of Organic Substances Reported in Permian
Basin Hydraulic Fracturing Operations. Environ Toxicol Chem. 43(5):1161-1172. Available at
https://setac.onlinelibrary.wiley.com/doi/10.1002/etc.5826, accessed 2024-SEP-25

8 Aaron D. Redman, Thomas F. Parkerton, Miriam Leon Paumen, Joy A. McGrath, Klaas den Haan, Dominic M.
Di Toro (2014) Extension and validation of the target lipid model for deriving predicted no-effect concentrations for
soils and sediments. Environ Toxicol Chem. Vol 33, Iss. 12. Available at https://doi.org/10.1002/etc.2737, accessed
2024-SEP-25

87 J. Crago and R. Klaper (2018) Place-based screening of mixtures of dominant emerging contaminants measured in
Lake Michigan using zebrafish embryo gene expression assay, Chemosphere, V. 193, available at
https://doi.org/10.1016/j.chemosphere.2017.11.043, accessed 2024-SEP-03

88 .A. Bamgbose and T.A. Anderson (2020) Ecotoxicity of three plant-based biodiesels and diesel using, Eisenia
fetida, Environmental Pollution, V. 260, available at https://doi.org/10.1016/j.envpol.2020.113965, accessed 2024-
SEP-03

8 L.A. Westbrook et. al. (2020) Terrestrial Toxicity of Synthetic Gas-to-Liquid versus Crude Oil-Derived Drilling
Fluids in Soil, Environmental Toxicology and Chemistry, V. 39, available at https://doi.org/10.1002/etc.4658,
accessed 2024-SEP-03

%0 Rahman M, Edwards H, Birze N, Gabrilska R, Rumbaugh KP, Blawzdziewicz J, Szewczyk NJ, Driscoll M,
Vanapalli SA. 2020. NemaLife chip: a micropillar-based microfluidic culture device optimized for aging studies in
crawling C. elegans. Sci Rep. 10(1):16190. Available at https://doi.org/10.1038/s41598-020-73002-6, accessed
2024-SEP-25

°! Dubey J, Mondal S, Koushika SP. 2022. A Simple Microfluidic Chip for Long-Term Growth and Imaging of
Caenorhabditis elegans. JOVE J Vis Exp.(182):¢63136.

2 .A. Bamgbose and T.A. Anderson (2015) Phytotoxicity of three plant-based biodiesels, unmodified castor oil,
and Diesel fuel to alfalfa (Medicago sativa L.), lettuce (Lactuca sativa L.), radish (Raphanus sativus), and
wheatgrass (Triticum aestivum), Ecotoxicology and Environmental Safety, V. 122, available at,
https://doi.org/10.1016/j.ecoenv.2015.08.003, accessed 2024-SEP-03
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but they may need method development to avoid loss of certain organic materials (e.g., BTEX)
to the silicone rubber substrate.
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4 Economic Insights

The purpose of the Texas Produced Water Consortium is to identify viable beneficial use
alternatives for treated produced water as a potential new water source to address availability and
demand shortfalls outlined in the Texas Water Plan. Consortium stakeholders initially identified
numerous beneficial use options, including: industrial use, construction, power generation,
mineral extraction products, irrigation, livestock watering (milking, non-milking animals),
reclaimed water (blended with other treated water), and groundwater restoration/storage.

4.1 WestWater Research Analysis: Projected Demand and Economic
Analysis of Freshwater Resources

The direct transfer of treated produced water to an end user is the most appealing
alternative to immediate reuse or underground injection because they, too, represent a clear
productive use to society. The appeal lies in the potential for the oil and gas industry to receive
direct compensation to cover most, if not all, of the cost associated with enhanced treatment to
meet the needs of users outside the industry. To identify the price potential end users would be
willing to pay requires that an accurate estimate of demand for the resource be obtained. To this
end, WestWater Research, LLC was contracted to provide analysis of market trends for
freshwater in the Permian Basin region of Texas.'!!

The two largest current potential users of treated produced water in the Permian Basin
are irrigated agriculture and municipalities. While there is an economic development potential
for other sectors to grow in the region as a result of access to new/increased water resources, our
current approach to projecting the demand for treated produced water is evaluated by
determining the total demand for fresh water by irrigated agriculture and municipalities, less
availability of current freshwater assets. In other words, the amount of treated produced water
that an end user is willing to buy at a particular price is the difference between the total amount
of freshwater that they would buy at that price and the amount available. Analyses were
conducted for both current and future conditions, with estimates to the year 2050 to align with
the State Water Plan published by the Texas Water Development Board.

4.1.1 Irrigated Agriculture

Within the Permian Basin region, irrigated agriculture accounts for approximately 75% of
total water use. This is largely due to the spatial distribution of freshwater resources, the
relatively low cost of its extraction compared to value generation, and potential alternative users
not willing to pay the price necessary to redirect the water from its current use. Models employed
by WestWater predict shortages in the Permian Basin agricultural sector of over 200,000 acre-
feet per year (AFY) by the year 2030, and shortages nearing 300,000 AFY by the year 2050. The
projected total quantity of water demanded for irrigated agriculture declines by 100,000 AFY
between now and 2050, as marginal irrigated acreage is converted to dryland production;
however, the long-term shortage could stay closer to 200,000 AFY with technologies that
support use of deeper and/or less suitable groundwater resources.

Pumping costs represent the price that producers in this sector currently pay, as they
represent the least cost mechanism to acquire freshwater resources for irrigation. Declines in
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groundwater volumes increase the costs of irrigation. Simultaneously, reduced pumping capacity
increases the value to producers derived from the last unit of groundwater they can pump each
year. This combination — so long as there is water physically accessible, there isn’t a buyer of the
water, or water isn’t available to purchase at a price less than the pumping cost — will keep
irrigated agriculture in the region on the projected path. WestWater estimates current pumping
costs to be $13-$32/acre-foot (AF), or $0.0017-$0.0041/barrel (bbl). Those costs are projected to
increase by year 2050 to $15-$35/AF, or $0.0020-$0.0045/bbl. The most reasonable conclusion,
therefore, is that irrigated agriculture, en masse, is unlikely to be a net purchaser of treated
produced water under current estimates and without any other anticipated market interference
(such as government subsidization). This doesn’t mean that there are no opportunities for
transactions in this sector, just that the opportunities would likely be limited to serving as an
alternative disposal mechanism that may offset some cost of treatment.

4.1.2 Municipalities

The demand for water by municipalities is more difficult to estimate than that of irrigated
agriculture, as observations of end user consumption relative to price includes an expectation of
water quality and delivery. The estimation is further complicated by a societal assumption that
there exists an inherent right to inexpensive and high-quality water. This assumption has
implications for how municipalities manage the water utility, resulting in observations of
consumption from prices that are sufficiently low that demand is estimated to be highly price
inelastic (changes in price result in very little change in quantity purchased). As such, use of
current consumption fails to provide a meaningful estimate of municipal demand. WestWater
worked around this challenge by estimating a lower bound of community willingness to pay
using the EPA affordability threshold and an upper bound based on a municipality’s desire to
avoid shortage situations. Both estimates should result in prices exceeding current conditions.

The EPA affordability threshold assumes that the maximum willingness to pay in a
community is 2.5% of median household income. The resulting maximum retail willingness to
pay is multiplied by 73.5% to arrive at the maximum wholesale willingness to pay for the
municipality. The remaining 26.5% of retail willingness to pay represents the average share of
retail price attributable to distribution and related water system costs. Values were estimated out
to the year 2050 based on current projections of population and income growth, by county, in the
Permian Basin region. The maximum willingness to pay ranges between $0.19 and $0.43 per
barrel currently ($1,912 and $3,325 per AF), and $0.25 and $0.45 per barrel in year 2050.

Another factor to consider in estimating demand for water at the municipal level is the
effort to avoid facing water shortages, which are unfavorable politically and often lead to
insufficient revenue generation to support needed expenditures on the water distribution system.
WestWater’s analysis included scenarios ranging between 5% and 25% shortages from projected
demand over the next 25 years. Over the Permian Basin, WestWater projects average shortages
in 2030 of 9.4% and average shortages of 13.7% in year 2050. At these shortage levels, the
maximum willingness to pay is estimated at $0.43/bbl ($3,341/AF) in 2030 and $0.56/bbl
($4,344/AF) in 2050. If projected resources aren’t available, or growth in population outpaces
current projections, shortages of 20% or 25% in 2050 would result in maximum willingness to
pay of $0.69/bbl and $0.85/bbl, respectively.

In summary, while the municipality is a more likely candidate as an end user of treated
produced water, it may be some time before the need results in a level of compensation to justify
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the transactions. However, as communities plan to meet their water needs in the future, there is
likely an opportunity for treated produced water to be included as part of the current portfolio of
water sources to replace current use of an alternative source worth protecting for the future.
Increasing the total cost of the water portfolio now has the potential to yield lower portfolio costs
in the future by maintaining sufficient supplies of less expensive water sources.

The full report from WestWater Research, LLC can be found on the Texas Produced Water
Consortium’s website.

4.2 Targeted Research for Economic Viability of Treated Produced
Water

4.2.1 Carbon Capture

Water intensive industries beyond the oil & gas sector are not currently prevalent in the
Delaware and Midland basins, and the business models for those that do exist are viable under
the current supply and demand for water in that region; i.e. their anticipated use would not
significantly change if presented with access to the volumes of treated produced water we have
for consideration. The Stratos Direct Air Capture (DAC) plant, currently under construction, will
offer insights into DAC plant water needs as it comes online and is operationally tuned. Carbon
capture is an important consideration of many producers as indicated by the investment in Stratos
DAC reported to cost $1-1.5 Billion?*. Carbon capture options are viable alternatives to offset
PW treatment and distribution costs when they are considered as stacked or co-benefits to
improve cost accounting for treatment of PW. While carbon capture plants are one alternative,
they are expensive and require intense resource use in construction, require high energy inputs,
and provide a number of other unknown variables that we will continue to evaluate for their
impact to the economic viability of this option.

The highest oil and produced water production areas in the Permian Basin today were
previously the southern end of the bison grazing range and covered by a healthy short-grass
prairie ecosystem. Post-bison removal, intensive cattle grazing operations changed plant-soil
coverage ratios, plant community composition, and spread invasive water tapping species like
mesquite into the region. Literature indicates degraded prairie conditions, like those in the
Delaware and Midland Basins of Texas, are likely to capture 0.3 tons of carbon per acre
annually. This is equal to best practices of irrigated cotton production with a cover crop at 0.3
tons per acre/year. Restored healthy prairie ecosystems are shown to sequester up to 8 tons of
carbon per acre per year (a 26.7x or 2667% increase).

Treated produced water can be used to solve a critical challenge in arid and semi-arid
ecosystem restoration as water would be available for plant establishment and at critical points of
plant growth and could be used nearly all year round across the entire region as some native
species are better suited for fall planting than spring and summer. The potential impact of
ecosystem restoration for agricultural production and grazing could be one of the largest
restoration projects globally, and be equal to or greater than China’s Loess Plateau 20-year

%3 https://www.good.is/a-1-3-billion-direct-air-capture-plant-in-texas-will-remove-500-000-tons-of-co-2-every-year
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restoration of 8.6 million yielding a 10x increase in that region’s agricultural economy. Over the
next 20 years, restoration of seventy (70%) percent of the Permian Basin’s 12 million acres
would equal 8.6 million acres and would increase carbon sequestration in the Permian Basin
from 2.6 million to 68.8 tons annually. This is equivalent to 1.25 Stratos scale DAC plants
according to Oxy’s 55 million tons per year projections reported in May 2024%4,

In one carbon market scenario at $2.00 per ton per acre would total $17.2 million
annually. The complexities of landowner lease agreements with O&G producers related to fresh
(mainly aquifer) water use have complicated recycling of plentiful produced water for use in
fracturing jobs due to potential lost income from landowner water sales to O&G producers. TPW
use for land application to restore ecosystems and improve carbon credit revenue will provide
another challenge in agreements but can offer a win-win scenario for landowners and producers
should they choose to work together and share risks and costs for potential carbon earnings
which can offset treatment costs of PW. The water impacts would be positively compounded by
first nearly eliminating extraction of freshwater for fracturing jobs by using 100% recycled PW.
This would also cut down on total water going to disposal wells lowering seismic risks and
reduce total PW volume to be treated.

Carbon sequestration is only one of the stacked and co-benefits of a short-grass prairie
ecosystem restoration approach. Research indicates healthy prairie ecosystems increase water
infiltration and soil moisture for plant production, while reducing creek/stream/river flashiness
and flooding during intense precipitation events. Increased infiltration can restore historic water
base flows into streams, playas, seeps, aquifers, etc. and sustain water availability over longer
periods of time essential to terrestrial and aquatic species or provide recharge to aquifers. Base
flow is how water is seen in creeks and rivers between precipitation events®.

Importantly, TPW use for large scale prairie restoration would not require any major
changes in water movement infrastructure systems in place nor pumping distances (~3-mile
radius) limiting CAPEX and holding current water network OPEX near constant assuming
treatment occurs near active production areas. The only change would be the integration of
perforated and/or gated pipes into existing distribution networks to allow the controlled and
timed release of TPW into desired ecosystem restoration areas.

Additionally, native plant seeds could be harvested for additional restoration projects and
become a valuable resource in the US’s documented native seed supply shortfall (NAS, 2023).
Commercial prices for native seeds range from $11 to $300 per pound of seed. Prairie restoration
takes a minimum of 3 years for plant establishment, and will require some management of
invasive species to prevent further invasive seed production. This is often done by shredding
early growth weeds prior to seed distribution.

%4 https://www.npr.org/2023/12/27/1210928126/0il-climate-change-carbon-capture-removal-direct-air-capture-
occidental

95 C.M. Stephens, U. Lall, F.M. Johnson, L.A. Marshall, “Landscape changes and their hydrologic effects:
Interactions and feedbacks across scales”, Earth-Science Reviews, Volume 212, 2021, 103466, ISSN 0012-8252,
https://doi.org/10.1016/j.earscirev.2020.103466.
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As irrigated crop water becomes more scarce north of major oil production areas, feedlots
and dairies will need additional feed sources and healthy prairie grazing options could offset
some feed needs for beef cattle especially if restoration include some additional legumes (West,
20207?). Some restored prairie systems could potentially be cut for hay under more intensive
TPW applications.

Large scale ecosystem restoration provides many stacked and co-benefits for use of
TPW, however there are also challenges. Timing and volume of TPW for land application will
need to be planned for each application area as conditions are highly variable across the region.
Large scale centralized PW treatment plants would require pumping of PW over greater
distances and could limit large scale land application options due to costs to move TPW post-
treatment to restoration areas as is the case with irrigated agricultural options.

Under ideal TPW application scenarios for large scale ecosystem restoration, TPW
application would be best used for plant establishment and move over time following fracturing
jobs. Once initial ecosystem plant communities are established, then natural precipitation
patterns should take over allowing TPW application to move to new restoration locations.
Grazing is a natural and essential component of high functioning prairie ecosystems. Therefore,
restoration areas will need to be grazed to effectively manage biomass growth, disturb soil
surfaces with animal movement patterns, and provide animal waste essential to physical,
chemical, and biologic aspects of healthy soils which are directly connected to healthy plants.
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5 Desalination Technologies for Midland and Delaware
Basin Produced Water

Diversion of produced water from deep well disposal to beneficial uses through desalination
is increasingly of interest. This report examines the most promising technologies for
desalination of Permian Basin produced water and identifies basic energy requirements as well
as the most common challenges associated with desalinating the produced water. The Permian
Basin can be divided into the Midland Basin which exhibits a median total dissolved solids
(TDS) of 129,000 mg/L (based upon a summary of 23,296 samples) and the Delaware Basin
which exhibits a median TDS of 71,700 mg/L (based upon 6,182 samples), although some
Consortium members indicate portions of the basin that experience similar average salinity to
that of the Midland. The lower salinity of the Delaware Basin water provides a greater range of
opportunities for desalination including Ultra High Pressure Reverse Osmosis (UHP-RO) as well
as thermal desalination. The higher salinity of the Midland Basin suggests that thermal
desalination processes are likely to be the only viable technology solutions. Among the thermal
desalination processes, mechanical vapor compression/recompression (MVR) is considered the
most efficient of the currently commercial technologies and is used in most proposed
desalination demonstration plants. This report will summarize the applicability and energy
requirements of RO/UHP-RO and MVR for Delaware Basin type waters and for MVR for
Midland Basin waters. Key results suggest that slightly acidic feed waters (either naturally or
through acid addition) can limit precipitation of scaling compounds such as calcium carbonate as
well as dramatically reduce carryover of ammonia by either UHP-RO or MVR.

Future work is expected to focus on additional process modeling to examine trace organic
constituent behavior in the MVR system as well as examine, via modeling, potential
improvements to the processes. We also expect to undertake experimental evaluation of the
UHP-RO process and to evaluate pilot plant data from MVR systems to test the modeling results
and to provide field performance data. Our analytical equipment is currently being installed to
conduct these analyses. We expect that both modeling and experiment will drive improved
understanding as well as help optimize the technologies that may be applied in the Permian
Basin.

5.1 Characteristic of Delaware and Midland Basin Produced Water

As noted above the chemistry of the produced water from the Delaware and Midland
Basins of the Permian Basis are substantially different. This is due both to formation
characteristics as well as the amount of water produced per barrel of oil. The water-oil ratio
(WOR) in the Delaware Basin is estimated to be almost double the WOR of the Midland basin
(Figure 1).
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Figure 1: Produced Water-to-Qil ratios in the Permian’s Delaware and Midland
Basins.

The composition of the Delaware and Midland basins is summarized in Table 1.The much higher
WOR in the Delaware Basin is reflected in the lower salinity of the water from this basin. The
pH shown in the Table was defined by equilibrium thermodynamics using the observed
composition of the waters.
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Table 3 Composition of Delaware and Midland Basin produced waters by percentile and comparison to seawater

Delaware Basin Midland Basin
(6,182 samples) (23,296 samples)

Water Source (%ile) Seawater 25th 50th 75th 25th 50th 75th

Resistivity, ohms/m - 0.066 0.09 0.125 0.045 0.05 0.059
lonic Strenght mol/L 0.7 0.9 1.27 1.75 1.97 2.33 2.59
pH 8.15 6.33 6.68 7.02 5.95 6.23 6.69
Hardness, mg/L 6,345 1,901 3,426 6,716 7,387 9,807 13,095
Calcium (Ca) mg/L 400 594 1,064 2,073 2,277 3,066 4,112
Magnesium (Mg) mg/L 1,272 98 180 357 388 512 683
Sodium (Na) mg/L 10,556 18,920 25,897 34,484 38,528 46,000 50,207
Potassium (K) mg/L 380 176 262 386 448 563 684
Barium (Ba) mg/L - 1 1 3 2 3 4
Strontium (Sr) mg/L 13 120 188 329 422 576 736
Iron (Fe) mg/L - 5 14 30 25 47 79
Manganese (Mn) mg/L - 0.3 0.5 0.8 0.9 1.4 2.2
Sulfate (SO4) mg/L 2,649 362 662 931 271 386 572
Chloride (cy mg/L 18,980 29,927 42,309 58,000 65,663 77,764 86,532
Bromide (Br) mg/L 65 194 255 297 464 588 683
Phosphate (PO4) mg/L - 21 26 37 43 53 69
Boron (B) mg/L 4.6 37 45 64 42 50 60
Silica (Si02) mg/L - 13 15 18 10 13 16
Bicarbonate (HCO3) mg/L 140 427 610 830 244 329 439
Carbon Dioxide (CO2) mg/L - 88 154 264 154 264 418
TDS mg/L 34,400 50,980 71,700 98,100 109,000 129,000 145,000

The fundamental challenge of desalination is the energy cost of separation of the salts from the
water. The ideal energy requirements (i.e. assuming 100% efficiency and no energy losses of
any kind) are shown in Figure 2 for seawater and the 25%ile (96,0000 mg/L), 50%ile (122,000
mg/L) and 75%ile (140,000 mg/L) Permian Basin waters (including both Midland and Delaware
Basins)
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Figure 2: Minimum energy requirements to separate salts from seawater and 25th, 50th and 75th %ile Permian Basin waters

In addition to TDS, important components that affect desalination include the dissolved
inorganic carbon (DIC) (distributed between carbonic acid, carbonate, bicarbonate and carbon
dioxide depending upon pH) and calcium (which is typically the most important precipitating
compound ) . There is also concern about trace constituents not identified in Table 1 including
volatile organic contaminants (VOCs) such as benzene, toluene, ethylbenzene and xylene
(BTEX) and ammonia. Ammonia has been identified as a constituent that may control beneficial
use of the treated water and its fate during desalination is especially important here.
Concentrations of total ammonia nitrogen (TAN) consisting of ammonia (NH3) and ammonium
(NH4") are often 300-800 mg/L in the raw produced waters. Ammonia is generally viewed as
the limiting factor in the beneficial use of the treated water in that the allowed ammonia is
typically well below 30 mg/L depending upon final use.

5.2 Desalination of Delaware Basin Produced Water by RO/UHP-RO

Because of the relatively low salinity of the Delaware Basin Water, RO and UH-PRO should be
the most cost-effective treatment approach. RO is routinely used for desalination of seawater
with a total cost of about $2000/acre-ft of water produced or about $0.26/bbl. All energy
requirements and costs in this report are based upon volume of treated water produced and not
feed water volume. The specific energy requirements of actual systems are 3-4 kWh/m? for
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